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Now we can supply the following lighing products for our customer choice:

Austar Lighting Co.,Ltd. is one of leading manufacturers and exporter specialized in outdoor lighting 

in Ningbo China.The factory is located nearly 50Kms away from Ningbo sea port and 180Kms away from 

Shanghai sea port which surely trengthen our prompt delivery for your orders.

Our factory covers an area of 12000 sqare meters,,with about 100 employes.We have modern and perfect 

machines with high technology,there are die-casting line,spray-painting line and seembling line in our 

company by which we can complete a series of processes such as mould designing and die-casting mechanical 

tooling and surface dealing and lamp assembling etc. independently.We have lots of modern equipments such 

as 1250T/900T die-casting machine,125T punch machine,automatic spray-painting line,aluminium die-

casting suface dealing facility,lamps assembling lines ets.The technology and quality has reached internation 

market requirements,most of the products exported to Europe,Asia,South Amerca,Middle-east market etc.

We also have good reputation from our customers,because they are always satisfied with the high quality of 

products,soonest delivery lead time and our very good after-sale sevices.We are full of confidence that with 

the time of flying,AUSTAR LIGHTING this rising new star will create a new world of brightness together 

with your effort.
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Factory Profile
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TECHNICAL SPECIFICATIONS
 Villa LuxeSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 16~48pcs of LEDSLED Q'TY:

 20W-105WTOTAL CONSUMPTION:

 >120lm/wEFFICACY:

 Cree XPG3LED:

 A01,B01,C01,C02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm)PIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

5671
20W-105W

B01 C01A01

New

Villa
Luxe

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Villa Luxe 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.566lm 128lm/W 88%

Villa Luxe 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.356lm 124lm/W 88%

Villa Luxe 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 4.869lm 122lm/W 88%

Villa Luxe 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.916lm 127lm/W 89%

Villa Luxe 48 105W 3/4/5000K 700mA 18.976lm 14.276lm 12.326lm 117lm/W 86%

IP 66 IK 10

Villa Luxe

La serie Villa es la opción más demandada en farol artístico LED.
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ESPECIFICACIONES
 Estructura: Inyección de aluminio

 Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

 Difusores laterales: Opcional (translúcido)

4 770 9 5Dimensiones y peso: W 4 0 mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

 Inclinación gradual: Opcional

 Grado de protección: Bloque óptico: IP66, IK10

 Garantía: 5/7/10 años

 Certificación: CE; RoHS;ENEC

 Clase de seguridad: I/II

MÓDULO LED*
 1 5Potencia: 20W- 0 W

Eficiencia lm/W: 110-150 lm/W

 Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

 Tipo LED: Cree XPG3 

 Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

 CRI mínimo: 70/80

 FHS: <1%

VILLA  20W-105W Villa Luxe

Villa Versions
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VILLA  20W-105W Villa Luxe

Dimensions | Mounting

Columns and brackets

Villa Luxe

5671-1

5671-2 5671-3 5671-4

5671-5 5671-6 5671-7

La serie Villa de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

60mm spigot

Post Top

3/4" gas male
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3/4" gas female

Suspended

Explosive View

5671-1 5671-2 5671-3 5671-4

5671-5 5671-6 5671-7

A1

A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Translucent polycarbonate bowl guarantee IP66 IK10 for complete luminaire

A1 Top cover Big dome Big frame Small frame

Bottom claw Bottom claw cover Adapter for 60mm pole

B

C

D

E

A2 A3 A4

A5 A6 A7

A2

A3

A4

A6

A7

C

A5

B1 Top ring gasket B2 Middle square gasket B3 Bottom square gasket between Big frame&bowl

B1

B2

B3

D

E

F

F

G

G

Extrusion aluminium decorative rib

Brass decorative ball 

1" O 3/4" steel or brass gas thread

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

7
6

5

442

1' o 3/4' gas

8
4

6

442

1' o 3/4' gas

Gracias al sistema óptico modular de Austar, la serie Villa dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.
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Villa Luxe 1

DECORATIVE

Dimensions | Mounting

Columns and brackets

442

7
6
5

26

5671-1

5671-1
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,566 to 12,326lm

Power consumption 20W to 105W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

Villa (1) + Bracket(BRK006)
3/4" gas male

1" 3/4' Gas Male
3
4
5

2
8
5

442

15

746

1
0
8
4

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and 

streets

VILLA  20W-105W VILLA  20W-105W

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

Key advantages
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Villa Luxe 1

DECORATIVE

Dimensions | Mounting

Columns and brackets

442

7
6
5

26

5671-1

5671-1
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,566 to 12,326lm

Power consumption 20W to 105W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

Villa (1) + Bracket(BRK006)
3/4" gas male

1" 3/4' Gas Male

3
4
5

2
8
5

442

15

746

1
0
8
4

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and 

streets

VILLA  20W-105W VILLA  20W-105W

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages



60mm spigot

Post Top
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New

Villa Luxe 2
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Villa Luxe 2

DECORATIVE

Dimensions | Mounting

Columns and brackets

5671-2

6
5
3

3
8
0

1
4
8

3
0
0
0

-
5
0
0
0

442

RECOMMENDED
INSTALLATION HEIGHT:  3M TO 5M /10' TO 16'

5671-2
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,566 to 12,326lm

Power consumption 20W to 105W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

Villa (2) + Pole(TYPE003)

442

8
4
5

60

D 65mm | 2.5”

Ø1 60mm | 2”

Ø2 76mm | 3”

FIXATION 03FIXATION 02

VILLA  20W-105W VILLA  20W-105W

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

Key advantages

FIXATION 01

60mm Adaptor



60mm spigot

Post Top
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Villa Luxe 2
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Villa Luxe 2

DECORATIVE

Dimensions | Mounting

Columns and brackets

5671-2

6
5
3

3
8
0

1
4
8

3
0
0
0

-
5
0
0
0

442

RECOMMENDED
INSTALLATION HEIGHT:  3M TO 5M /10' TO 16'

5671-2
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,566 to 12,326lm

Power consumption 20W to 105W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

Villa (2) + Pole(TYPE003)

442

8
4
5

60

D 65mm | 2.5”

Ø1 60mm | 2”

Ø2 76mm | 3”

FIXATION 03FIXATION 02

VILLA  20W-105W VILLA  20W-105W

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages

FIXATION 01

60mm Adaptor
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Villa Luxe 3

DECORATIVE

Dimensions | Mounting

Columns and brackets

5671-3

5671-3
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,566 to 12,326lm

Power consumption 20W to 1055W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

3/4" gas male
1" 3/4' Gas Male

3
4
5

2
8
5

442

15

746

1
0
8
4

442

7
6
5

26

Villa (3) + Bracket(BRK006)

VILLA  20W-105W VILLA  20W-105W

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

Key advantages
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Villa Luxe 3

DECORATIVE

Dimensions | Mounting

Columns and brackets

5671-3

5671-3
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,566 to 12,326lm

Power consumption 20W to 1055W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

3/4" gas male
1" 3/4' Gas Male

3
4
5

2
8
5

442

15

746

1
0
8
4

442

7
6
5

26

Villa (3) + Bracket(BRK006)

VILLA  20W-105W VILLA  20W-105W

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages
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Villa Luxe 4

DECORATIVE

Dimensions | Mounting

5671-4

6
5
3

3
8
0

1
4
8

3
0
0
0

-
5
0
0
0

442

RECOMMENDED
INSTALLATION HEIGHT:  3M TO 5M /10' TO 16'

5671-4
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2.566 to 12,326lm

Power consumption 20W to 105W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

Villa (4) + Pole(TYPE003)

60mm spigot

Post Top

D 65mm | 2.5”

Ø1 60mm | 2”

Ø2 76mm | 3”

442

8
4
5

60

VILLA  20W-105W VILLA  20W-105W

Columns and brackets

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

Key advantages

Villa (4) + Pole(TYPE003)FIXATION 03FIXATION 02FIXATION 01
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Villa Luxe 4

DECORATIVE

Dimensions | Mounting

5671-4

6
5
3

3
8
0

1
4
8

3
0
0
0

-
5
0
0
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442

RECOMMENDED
INSTALLATION HEIGHT:  3M TO 5M /10' TO 16'

5671-4
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2.566 to 12,326lm

Power consumption 20W to 105W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

Villa (4) + Pole(TYPE003)

60mm spigot

Post Top

D 65mm | 2.5”

Ø1 60mm | 2”

Ø2 76mm | 3”

442

8
4
5

60

VILLA  20W-105W VILLA  20W-105W

Columns and brackets

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages

Villa (4) + Pole(TYPE003)FIXATION 03FIXATION 02FIXATION 01
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Villa Luxe 6

DECORATIVE

5671-6

5671-6
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,566 to 12,326lm

Power consumption 20W to 105W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

New DECORATIVE

Dimensions | Mounting

Columns and brackets

5671-5

5671-5
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,566 to 12,326lm

Power consumption 20W to 105W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

3/4" gas female

Suspended

Villa (5) + (BRK006)

Villa (6) + (BRK006)

3
4

5
2

8
5

15

746

1
1

7
5

4
0

0
0

-
6

0
0

0

800

7
6

5

442

1' o 3/4' gas

8
4

6

442

1' o 3/4' gas

3
4

5
2

8
5

15

746

1
0

9
4

VILLA  20W-105W VILLA  20W-105W

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages

Villa (06) + Pole(TYPE001)
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Villa Luxe 6

DECORATIVE

5671-6

5671-6
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,566 to 12,326lm

Power consumption 20W to 105W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

New DECORATIVE

Dimensions | Mounting

Columns and brackets

5671-5

5671-5
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,566 to 12,326lm

Power consumption 20W to 105W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

3/4" gas female

Suspended

Villa (5) + (BRK006)

Villa (6) + (BRK006)

3
4

5
2

8
5

15

746

1
1

7
5

4
0

0
0

-
6

0
0

0

800

7
6

5

442

1' o 3/4' gas

8
4

6

442

1' o 3/4' gas

3
4

5
2

8
5

15

746

1
0

9
4

VILLA  20W-105W VILLA  20W-105W

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

Key advantages

Villa (06) + Pole(TYPE001)
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Villa Luxe 7

DECORATIVE

Dimensions | Mounting

Columns and brackets

5671-7

5671-7
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,566 to 12,326lm

Power consumption 20W to 105W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

Villa (7) + Pole(TYPE003)

D 90mm | 3.5”

Ø1 60mm | 2”

Ø2 76mm | 3”

442

60

7
8
2

442

60

7
8
2

60mm Spigot

6
5

3

3
8

0

1
4

8

3
0

0
0

-
5

0
0
0

442

VILLA  20W-105W VILLA  20W-105W

• High visual comfort

• Elegant and comfortable solution for creating a warm 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages
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Villa Luxe 7

DECORATIVE

Dimensions | Mounting

Columns and brackets

5671-7

5671-7
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,566 to 12,326lm

Power consumption 20W to 105W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

Villa (7) + Pole(TYPE003)

D 90mm | 3.5”

Ø1 60mm | 2”

Ø2 76mm | 3”

442

60

7
8
2

442

60

7
8
2

60mm Spigot

6
5

3

3
8

0

1
4

8

3
0

0
0

-
5

0
0
0

442

VILLA  20W-105W VILLA  20W-105W

• High visual comfort

• Elegant and comfortable solution for creating a warm 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

 Key advantages
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TECHNICAL SPECIFICATIONS
 Villa SuperSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 16~48pcs of LEDSLED Q'TY:

 20W-105WTOTAL CONSUMPTION:

 >130lm/wEFFICACY:

 Cree XPG3LED:

 A01,B01,C01,C02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm)PIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

5671 L
20W-105W

B01 C01A01

Villa

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Villa Super L 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.666lm 133lm/W 91%

Villa Super L 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.636lm 132lm/W 93%

Villa Super L 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.219lm 130lm/W 94%

Villa Super L 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 9.456lm 135lm/W 94%

Villa Super L 48 105W 3/4/5000K 700mA 18.976lm 14.276lm 13.445lm 128lm/W 94%

IP 66 IK 10

Villa Super L

La serie Villa es la opción más demandada en farol artístico LED.

Super L

26

440

7
7

0



LED Garden Light Series
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TECHNICAL SPECIFICATIONS
 Villa SuperSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 16~48pcs of LEDSLED Q'TY:

 20W-105WTOTAL CONSUMPTION:

 >130lm/wEFFICACY:

 Cree XPG3LED:

A01,B01,C01,C02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm)PIPE MOUNTING DIA:

 IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

5671 L
20W-105W

B01 C01A01

Villa

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Villa Super L 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.666lm 133lm/W 91%

Villa Super L 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.636lm 132lm/W 93%

Villa Super L 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.219lm 130lm/W 94%

Villa Super L 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 9.456lm 135lm/W 94%

Villa Super L 48 105W 3/4/5000K 700mA 18.976lm 14.276lm 13.445lm 128lm/W 94%

IP 66 IK 10

Villa Super L

La serie Villa es la opción más demandada en farol artístico LED.

Super L

26

440

7
7

0
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TECHNICAL SPECIFICATIONS
 Villa SuperSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 16~48pcs of LEDSLED Q'TY:

 20W-105WTOTAL CONSUMPTION:

 >130lm/wEFFICACY:

 Cree XPG3LED:

 A01,B01,C01,C02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm)PIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

5671 M
20W-70W

B01 C01A01

Villa

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Villa Super M 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.666lm 133lm/W 91%

Villa Super M 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.636lm 132lm/W 93%

Villa Super M 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.219lm 130lm/W 94%

Villa Super M 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 9.456lm 135lm/W 94%

IP 66 IK 10

La serie Villa es la opción más demandada en farol artístico LED.

Super M

Villa Super M

393

7
27

.
5
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TECHNICAL SPECIFICATIONS
 Villa SuperSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 16~48pcs of LEDSLED Q'TY:

 20W-105WTOTAL CONSUMPTION:

 >130lm/wEFFICACY:

 Cree XPG3LED:

A01,B01,C01,C02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm)PIPE MOUNTING DIA:

 IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

5671 M
20W-70W

B01 C01A01

Villa

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Villa Super M 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.666lm 133lm/W 91%

Villa Super M 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.636lm 132lm/W 93%

Villa Super M 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.219lm 130lm/W 94%

Villa Super M 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 9.456lm 135lm/W 94%

IP 66 IK 10

La serie Villa es la opción más demandada en farol artístico LED.

Super M

Villa Super M
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TECHNICAL SPECIFICATIONS
 Villa SuperSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 16~48pcs of LEDSLED Q'TY:

 20W-105WTOTAL CONSUMPTION:

 >130lm/wEFFICACY:

 Cree XPG3LED:

 A01,B01,C01,C02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm)PIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

5671 S
20W-70W

Villa

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Villa Super S 8 18W 3/4/5000K 700mA 3.236lm 2.484lm 2.259lm 133lm/W 91%

Villa Super S 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.666lm 133lm/W 91%

Villa Super S 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.636lm 132lm/W 93%

Villa Super S 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.219lm 130lm/W 94%

Villa Super S 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 9.456lm 135lm/W 94%

IP 66 IK 10

La serie Villa es la opción más demandada en farol artístico LED.

Super S

Villa Super S
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LED Garden Light Series
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TECHNICAL SPECIFICATIONS
 Villa SuperSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 16~48pcs of LEDSLED Q'TY:

 20W-105WTOTAL CONSUMPTION:

 >130lm/wEFFICACY:

 Cree XPG3LED:

A01,B01,C01,C02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm)PIPE MOUNTING DIA:

 IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

5671 S
20W-70W

Villa

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Villa Super S 8 18W 3/4/5000K 700mA 3.236lm 2.484lm 2.259lm 133lm/W 91%

Villa Super S 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.666lm 133lm/W 91%

Villa Super S 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.636lm 132lm/W 93%

Villa Super S 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.219lm 130lm/W 94%

Villa Super S 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 9.456lm 135lm/W 94%

IP 66 IK 10

La serie Villa es la opción más demandada en farol artístico LED.

Super S

Villa Super S
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ESPECIFICACIONES
 Estructura: Inyección de aluminio

 Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

 Difusores laterales: Opcional (Panel de abeja/transparente)

4 770 8 5Dimensiones y peso: W 4 0 mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

 Inclinación gradual: Opcional

 Grado de protección: Bloque óptico: IP66 bajo pedido, IK10

 Garantía: 5/7/10 años

 Certificación: CE; RoHS;ENEC

 Clase de seguridad: I/II

MÓDULO LED*
 1 5Potencia: 20W- 0 W

Eficiencia lm/W: 110-150 lm/W

 Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

 Tipo LED: Cree XPG3 

 Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

 CRI mínimo: 70/80

 FHS: <1%

VILLA  20W-105W Villa Super L/M/S

Villa Super L/M/S Versions
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VILLA  20W-105W

Dimensions | Mounting

Columns and brackets

Villa Super L/M/S

5671L

La serie Villa de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

3/4" gas male3/4" gas female

Suspended

Explosive View

5671 L 5671 M 5671 S

A1

A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

NEMA Photocell

A1 Top cover Big dome Big frame Small frame

Bottom claw Bottom claw cover Adapter for 60mm pole

B

C

D

E

A2 A3 A4

A5 A6 A7

A2

A4

A6

A7

C

A3

A5

B1 Top ring gasket B2 Middle square gasket B3 Bottom square gasket between Big frame&bowl

B1

B2

B3

D

E

F

F

G

G

Adapter for 60mm pole

Brass decorative ball 

1" O 3/4" steel or brass gas thread

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

Gracias al sistema óptico modular de Austar, la serie Villa dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

Villa Super L/M/S

5671M 5671S
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D 65mm | 2.5”

Ø1 60mm | 2”

Ø2 76mm | 3”

FIXATION 03
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Villa Super L + Bracket(BRK006)



ESPECIFICACIONES
Estructura: Inyección de aluminio

Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

Difusores laterales: Opcional (Panel de abeja/transparente)

4 770 8 5Dimensiones y peso: W 4 0 mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

Inclinación gradual: Opcional

Grado de protección: Bloque óptico: IP66 bajo pedido, IK10

Garantía: 5/7/10 años

Certificación: CE; RoHS;ENEC

Clase de seguridad: I/II

MÓDULO LED*
1 5Potencia: 20W- 0 W

Eficiencia lm/W: 110-150 lm/W

Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

Tipo LED: Cree XPG3

Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

CRI mínimo: 70/80

FHS: <1%

VILLA  20W-105W Villa Super L/M/S

Villa Super L/M/S Versions
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VILLA  20W-105W

Dimensions | Mounting

Columns and brackets

Villa Super L/M/S

5671L

La serie Villa de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

3/4" gas male3/4" gas female

Suspended

Explosive View

5671 L 5671 M 5671 S

A1

A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

NEMA Photocell

A1 Top cover Big dome Big frame Small frame

Bottom claw Bottom claw cover Adapter for 60mm pole

B

C

D

E

A2 A3 A4

A5 A6 A7

A2

A4

A6

A7

C

A3

A5

B1 Top ring gasket B2 Middle square gasket B3 Bottom square gasket between Big frame&bowl

B1

B2

B3

D

E

F

F

G

G

Adapter for 60mm pole

Brass decorative ball 

1" O 3/4" steel or brass gas thread

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

Gracias al sistema óptico modular de Austar, la serie Villa dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

Villa Super L/M/S

5671M 5671S
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D 65mm | 2.5”

Ø1 60mm | 2”

Ø2 76mm | 3”
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RECOMMENDED
INSTALLATION HEIGHT:  3M TO 5M /10' TO 16'
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Villa Super L
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DECORATIVE

5671 L Super

5671 L Super
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,666 to 13,445lm

Power consumption 20W to 105W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

VILLA  20W-105W VILLA  20W-105W

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

LED

Villa Super L

Villa Super L + Bracket(BRK006)

Villa Super L + Bracket(BRK006)

Panel de abeja transparente
(prismatic) (transparent)

Empty Housing
Villa Super L + Pole(TYPE003)

Mounting Columns and brackets

FIXATION 03FIXATION 02FIXATION 01
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RECOMMENDED
INSTALLATION HEIGHT:  3M TO 5M /10' TO 16'
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Villa Super L
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DECORATIVE

5671 L Super

5671 L Super
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,666 to 13,445lm

Power consumption 20W to 105W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

VILLA  20W-105W VILLA  20W-105W

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

LED

Villa Super L

Villa Super L + Bracket(BRK006)

Villa Super L + Bracket(BRK006)

Panel de abeja transparente
(prismatic) (transparent)

Empty Housing
Villa Super L + Pole(TYPE003)

Mounting Columns and brackets

FIXATION 03FIXATION 02FIXATION 01



5671 M Super
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,666 to 9,456m

Power consumption 20W to 70W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages
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DECORATIVE

5671 S Super

5671 S Super
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,666 to 9,456lm

Power consumption 20W to 70W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

DECORATIVE

Dimensions | Mounting

Open View

5671 M Super

VILLA  20W-70W VILLA  20W-70W

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

Villa (06) + Pole(TYPE001)

LEDLED

Villa Super M Villa Super S
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Villa Super S + (BRK006)

FIXATION 03FIXATION 02FIXATION 01

Villa Super M + (BRK006)

60mm Adaptor



5671 M Super
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,666 to 9,456m

Power consumption 20W to 70W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

Key advantages
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DECORATIVE

5671 S Super

5671 S Super
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,666 to 9,456lm

Power consumption 20W to 70W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

DECORATIVE

Dimensions | Mounting

Open View

5671 M Super

VILLA  20W-70W VILLA  20W-70W

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

Villa (06) + Pole(TYPE001)

LEDLED

Villa Super M Villa Super S
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Villa Super S + (BRK006)

FIXATION 03FIXATION 02FIXATION 01

Villa Super M + (BRK006)

60mm Adaptor
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HID

Villa Super
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Villa Super

DECORATIVE

Au6001 Pendant

DECORATIVE

Dimensions | Mounting

Columns and brackets

VILLA  Super 70W-150W HPS

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional Lamp with E40/E27 lampholder

• Protector in translucent/prismatic PC plate diffuser

• IP 65 tightness level for optic block

• Reflector sealed by flat tempered glass

• Asymmetrical light distribution for lighting roads and 

streets

Key advantages

Villa (06) + Pole(TYPE001)

HID

HID

ITEM NO.
Au5671

SOCKET
E27/E40

USED LAMPS
Max:150W HPS/MH

Au6001 E27/E40 Max:150W HPS/MH

Dimensions | Mounting

Open versions

Double�bracket�Au5671WALL���LIGHT

Au5671 HID

Transparent Prismatic

HID

 Photomatric curve

VILLA  Super 70W-150W HPS
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HID

Villa Super
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Villa Super

DECORATIVE

Au6001 Pendant

DECORATIVE

Dimensions | Mounting

Columns and brackets

VILLA  Super 70W-150W HPS

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional Lamp with E40/E27 lampholder

• Protector in translucent/prismatic PC plate diffuser

• IP 65 tightness level for optic block

• Reflector sealed by flat tempered glass

• Asymmetrical light distribution for lighting roads and

streets

 Key advantages

Villa (06) + Pole(TYPE001)

HID

HID

ITEM NO.
Au5671

SOCKET
E27/E40

USED LAMPS
Max:150W HPS/MH

Au6001 E27/E40 Max:150W HPS/MH

Dimensions | Mounting

Open versions

Double�bracket�Au5671WALL���LIGHT

Au5671 HID

Transparent Prismatic

HID

 Photomatric curve

VILLA  Super 70W-150W HPS
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TECHNICAL SPECIFICATIONS
 Villa EconSERIES:

Steel /Aluminium sheet+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 16~48pcs of LEDSLED Q'TY:

 20W-105WTOTAL CONSUMPTION:

 >120lm/wEFFICACY:

 Cree XPG3LED:

 A01,B01,C01,C02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm)PIPE MOUNTING DIA:

 IP44IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

5671- Econ

20W-105W

B01 C01A01

Villa
Econ

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Villa Econ 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.566lm 128lm/W 88%

Villa Econ 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.356lm 124lm/W 88%

Villa Econ 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 4.869lm 122lm/W 88%

Villa Econ 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.916lm 127lm/W 89%

Villa Econ 48 105W 3/4/5000K 700mA 18.976lm 14.276lm 12.326lm 117lm/W 86%

IP 44 IK 10

Villa Econ

La serie Villa es la opción más demandada en farol artístico LED.
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TECHNICAL SPECIFICATIONS
 Villa EconSERIES:

Steel /Aluminium sheet+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 16~48pcs of LEDSLED Q'TY:

 20W-105WTOTAL CONSUMPTION:

 >120lm/wEFFICACY:

 Cree XPG3LED:

A01,B01,C01,C02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm)PIPE MOUNTING DIA:

 IP44IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

5671- Econ

20W-105W

B01 C01A01

Villa
Econ

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Villa Econ 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.566lm 128lm/W 88%

Villa Econ 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.356lm 124lm/W 88%

Villa Econ 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 4.869lm 122lm/W 88%

Villa Econ 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.916lm 127lm/W 89%

Villa Econ 48 105W 3/4/5000K 700mA 18.976lm 14.276lm 12.326lm 117lm/W 86%

IP 44 IK 10

Villa Econ

La serie Villa es la opción más demandada en farol artístico LED.



5671 L Econ
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,666 to 13,445lm

Power consumption 20W to 105W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics
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DECORATIVE

5671S Econ

DECORATIVE

Dimensions | Mounting

5671L Econ

VILLA  20W-105W VILLA  20W-70W

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

Villa (06) + Pole(TYPE001)

Villa Econ L Villa Econ S

5671A L Econ

390

Villa Econ L + (BRK006)

FIXATION 03FIXATION 02FIXATION 01

5671 S Econ
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,666 to 9,456lm

Power consumption 20W to 70W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

60mm Adaptor



5671 L Econ
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,666 to 13,445lm

Power consumption 20W to 105W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV
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DECORATIVE

5671S Econ

DECORATIVE

Dimensions | Mounting

5671L Econ

VILLA  20W-105W VILLA  20W-70W

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

Villa (06) + Pole(TYPE001)

Villa Econ L Villa Econ S

5671A L Econ

390

Villa Econ L + (BRK006)

FIXATION 03FIXATION 02FIXATION 01

5671 S Econ
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,666 to 9,456lm

Power consumption 20W to 70W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

60mm Adaptor



Empty Housing
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HID

Villa Econ

40 Http://www.ChinaAustar.com

Villa Econ

DECORATIVEDECORATIVE

Dimensions | Mounting

Columns and brackets

VILLA  Super 70W-150W HPS VILLA  20W-105W

HID

HID

ITEM NO.
5671L Econ

SOCKET
E27/E40

USED LAMPS
Max:150W HPS/MH

5671S Econ E27/E40 Max:150W HPS/MH

Dimensions | Mounting

5671S Econ HID5671L Econ HID

HID

390

A B
(IP33) (IP65)

• Villa Econ is made of steel galvanizing/aluminium

sheet plate

• Elegant and comfortable solution for creating 

ambiance

• Traditional Lamp with E40/E27 lampholder

• Protector in translucent/opal PC plate diffuser

• IP 65 tightness level for optic block

• Reflector sealed by flat tempered glass

• Type B Asymmetrical or Type A symmetrical light 

distribution for lighting roads and streets

Key advantages

Villa Econ L Villa Econ S
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HID

Villa Econ
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Villa Econ

DECORATIVEDECORATIVE

Dimensions | Mounting

Columns and brackets

VILLA  Super 70W-150W HPS VILLA  20W-105W

HID

HID

ITEM NO.
5671L Econ

SOCKET
E27/E40

USED LAMPS
Max:150W HPS/MH

5671S Econ E27/E40 Max:150W HPS/MH

Dimensions | Mounting

5671S Econ HID5671L Econ HID

HID

390

A B
(IP33) (IP65)

• Villa Econ is made of steel galvanizing/aluminium

sheet plate

• Elegant and comfortable solution for creating

ambiance

• Traditional Lamp with E40/E27 lampholder

• Protector in translucent/opal PC plate diffuser

• IP 65 tightness level for optic block

• Reflector sealed by flat tempered glass

• Type B Asymmetrical or Type A symmetrical light

distribution for lighting roads and streets

 Key advantages

Villa Econ L Villa Econ S
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TECHNICAL SPECIFICATIONS
 Palacio LuxeSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-48pcs of LEDSLED Q'TY:

 16-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm),60mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

Palacio

LED Garden Light Series

43Http://www.austarlux.com

New
Luxe

5471
20W-120W

Palacio Luxe

WLED CCT ΦLED 25℃ ΦMOD. ΦLUM. Φ/W

Palacio Luxe 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.532lm 127lm/W 87%

Palacio Luxe 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.333lm 124lm/W 87%

Palacio Luxe 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 4.834lm 122lm/W 87%

Palacio Luxe 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.886lm 127lm/W 89%

Palacio Luxe 48 105W 3/4/5000K 700mA 18.976lm 14.276lm 12.292lm 117lm/W 86%

Palacio Luxe 48 120W 3/4/5000K 850mA 21.161lm 15.841lm 13.486lm 112lm/W 85%

IP 66 IK 10

La serie Palacio es la opción más demandada en farol artístico LED.
B01 C01A01 D03 (TYPE III / V)
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TECHNICAL SPECIFICATIONS
 Palacio LuxeSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-48pcs of LEDSLED Q'TY:

 16-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm),60mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

Palacio

LED Garden Light Series
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New
Luxe

5471
20W-120W

Palacio Luxe

WLED CCT ΦLED 25℃ ΦMOD. ΦLUM. Φ/W

Palacio Luxe 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.532lm 127lm/W 87%

Palacio Luxe 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.333lm 124lm/W 87%

Palacio Luxe 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 4.834lm 122lm/W 87%

Palacio Luxe 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.886lm 127lm/W 89%

Palacio Luxe 48 105W 3/4/5000K 700mA 18.976lm 14.276lm 12.292lm 117lm/W 86%

Palacio Luxe 48 120W 3/4/5000K 850mA 21.161lm 15.841lm 13.486lm 112lm/W 85%

IP 66 IK 10

La serie Palacio es la opción más demandada en farol artístico LED.
B01 C01A01 D03 (TYPE III / V)



ESPECIFICACIONES
 Estructura: Inyección de aluminio

 Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

 Difusores laterales: Opcional (translúcido)

525 850 11 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

 Inclinación gradual: Opcional

 Grado de protección: IP66, IK10

 Garantía: 5/7/10 años

 ;ENECCertificación: CE; RoHS

 Clase de seguridad: I/II

MÓDULO LED*
 120Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

 Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

 Tipo LED: Cree XPG3;Lumiled 

 Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

 CRI mínimo: 70/80

 FHS: <1%

PALACIO  20W-120W Palacio Luxe

Palacio Versions
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PALACIO 20W-120W Palacio Luxe

Dimensions | Mounting

Columns and brackets

Palacio Luxe

5471-25471-1 5471-3

5471-4 5471-5 5471-6

La serie Palacio Luxe de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View

5471-1 5471-2 5471-3

5471-4 5471-5 5671-6

A1

A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Translucent polycarbonate bowl guarantee IP66 IK10 for complete luminaire

A1 Top small crown Big crown dome Ring frame Clips

Bottom claw

B

C

D

E

A2 A3 A4

A5

A2

A3

A4

A5

C

B1 Big crown gasket B2 Middle flage ring gasket

E

B1

B2

D

E

G

F

G

F

Extrusion aluminium decorative rib

NEMA Photocell

1" O 3/4" steel or brass gas thread

Gracias al sistema óptico modular de Austar, la serie Palacio dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

525

8
4

7

26

525

8
4
6

525

8
6
1

60

525

8
3
7

1' o 3/4'  gas

3/4" gas male

3/4" gas female

Suspended

Post Top

mm spigot60

60

525

9
4
08
4
7

525

9
3
0

A4

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

Open View

Circle Module

Square Module
Tooless opening or closing



ESPECIFICACIONES
Estructura: Inyección de aluminio

Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

Difusores laterales: Opcional (translúcido)

525 850 11 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

Inclinación gradual: Opcional

Grado de protección: IP66, IK10

Garantía: 5/7/10 años

;ENECCertificación: CE; RoHS

Clase de seguridad: I/II

MÓDULO LED*
120Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

Tipo LED: Cree XPG3;Lumiled

Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

CRI mínimo: 70/80

FHS: <1%

PALACIO  20W-120W Palacio Luxe

Palacio Versions
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PALACIO 20W-120W Palacio Luxe

Dimensions | Mounting

Columns and brackets

Palacio Luxe

5471-25471-1 5471-3

5471-4 5471-5 5471-6

La serie Palacio Luxe de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View

5471-1 5471-2 5471-3

5471-4 5471-5 5671-6

A1

A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Translucent polycarbonate bowl guarantee IP66 IK10 for complete luminaire

A1 Top small crown Big crown dome Ring frame Clips

Bottom claw

B

C

D

E

A2 A3 A4

A5

A2

A3

A4

A5

C

B1 Big crown gasket B2 Middle flage ring gasket

E

B1

B2

D

E

G

F

G

F

Extrusion aluminium decorative rib

NEMA Photocell

1" O 3/4" steel or brass gas thread

Gracias al sistema óptico modular de Austar, la serie Palacio dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.
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Tooless opening or closing
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New
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5471-1

5471-1
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,532 to 13,486lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

Palacio(1) + Bracket(BRK006)

• Tool free access for maintenance Low light pollution

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Several light distributions

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages
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1
1

6
6

Suspended

1" O 3/4" gas male

PALACIO  20W-120W Palacio Luxe 1 PALACIO 20W-120W Palacio Luxe 1

Palacio(1) + Bracket(BRK002)
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5471-1

5471-1
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,532 to 13,486lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

Palacio(1) + Bracket(BRK006)

• Tool free access for maintenance Low light pollution

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Several light distributions

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages
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Suspended

1" O 3/4" gas male

PALACIO  20W-120W Palacio Luxe 1 PALACIO 20W-120W Palacio Luxe 1

Palacio(1) + Bracket(BRK002)
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5471-2

5471-2
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,532 to 13,486lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

Palacio (2) + Pole(TYPE003)

PALACIO  20W-120W Palacio Luxe 2 PALACIO 20W-120W Palacio Luxe 2

6
5

3

3
8

0

148

3
0

0
0

-
5
0
0
0

Suspended

Post Top

mm spigot60

60

525

9
4
08
4
7

D 90mm | 3.5”

Ø1 60mm | 2”

Ø2 76mm | 3”

Palacio (2) + Pole(TYPE003)

• Tool free access for maintenance Low light pollution

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Several light distributions

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages

Adaptor

Http://www.austarlux.net
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5471-2

5471-2
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,532 to 13,486lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

Palacio (2) + Pole(TYPE003)

PALACIO  20W-120W Palacio Luxe 2 PALACIO 20W-120W Palacio Luxe 2
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Suspended

Post Top

mm spigot60

60

525

9
4
08
4
7

D 90mm | 3.5”

Ø1 60mm | 2”

Ø2 76mm | 3”

Palacio (2) + Pole(TYPE003)

• Tool free access for maintenance Low light pollution

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Several light distributions

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages

Adaptor

Http://www.austarlux.net
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5471-3

5471-3
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,532 to 13,486lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

Palacio(3) + Bracket(BRK007)

Suspended

1" O 3/4" gas male

PALACIO  20W-120W Palacio Luxe 3 PALACIO 20W-120W Palacio Luxe 3

Palacio(3) + Bracket(BRK007)
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• Tool free access for maintenance Low light pollution

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Several light distributions

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages

New
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5471-3

5471-3
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,532 to 13,486lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

Palacio(3) + Bracket(BRK007)

Suspended

1" O 3/4" gas male

PALACIO  20W-120W Palacio Luxe 3 PALACIO 20W-120W Palacio Luxe 3

Palacio(3) + Bracket(BRK007)
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• Tool free access for maintenance Low light pollution

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Several light distributions

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages

New
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5471-4

5471-4
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,532 to 13,486lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

Palacio(4) + Pole(TYPE003)

PALACIO  20W-120W Palacio Luxe 4 PALACIO 20W-120W Palacio Luxe 4

Palacio(01) + Bracket(BRK002)

525

8
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Ø1 60mm | 2”

Ø2 76mm | 3”
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525
• Tool free access for maintenance Low light pollution

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Several light distributions

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages

New
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5471-4

5471-4
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,532 to 13,486lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

Palacio(4) + Pole(TYPE003)

PALACIO  20W-120W Palacio Luxe 4 PALACIO 20W-120W Palacio Luxe 4

Palacio(01) + Bracket(BRK002)

525

8
6
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60

D 90mm | 3.5”

Ø1 60mm | 2”

Ø2 76mm | 3”
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525
• Tool free access for maintenance Low light pollution

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Several light distributions

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages

New



5471-5
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,532 to 13,486lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics
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DECORATIVE

5471-6

5471-6
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,532 to 13,486lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

Palacio(5) + Pole(TYPE001)

Suspended

PALACIO  20W-120W Palacio Luxe 5 PALACIO 20W-120W Palacio Luxe 6

4
0
0
0

-
6
0
0
0

800

525

9
3
0

1
8
8

18

3
9
0

1
1
3
3

883

3
4
5

2
8
5

15

789

1
2
3
7

525

8
3
7

1' o 3/4'  gas

1
8

8

18

3
9

0

883

1
0

4
3

3
4

5
2

8
5

15

789

1
1

4
6

Dimensions | Mounting

Columns and brackets

Top View

5471-5

DECORATIVE

Palacio(5) + Pole(TYPE001)

• Tool free access for maintenance Low light pollution

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Several light distributions

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages

NewNew



5471-5
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,532 to 13,486lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics
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DECORATIVE

5471-6

5471-6
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,532 to 13,486lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

Palacio(5) + Pole(TYPE001)

Suspended

PALACIO  20W-120W Palacio Luxe 5 PALACIO 20W-120W Palacio Luxe 6
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Dimensions | Mounting

Columns and brackets

Top View

5471-5

DECORATIVE

Palacio(5) + Pole(TYPE001)

• Tool free access for maintenance Low light pollution

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Several light distributions

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

 Key advantages

NewNew
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5471-7

5471-7
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,532 to 13,486lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

PALACIO  20W-120W Palacio Luxe 7 PALACIO 20W-120W Palacio Luxe 7
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Suspended

Post Top

mm spigot60

D 90mm | 3.5”

Ø1 60mm | 2”

Ø2 76mm | 3”

Palacio Luxe (7-1) + Pole(TYPE003)

• Tool free access for maintenance Low light pollution

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent Tempered glass.

• IP 66 tightness level for long lasting

• Several light distributions

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages

Adaptor

Http://www.austarlux.net

Empty Housing

Luxe Housing c/w Adaptor Luxe 7-1

525

847

26

60

525

940
847



57

New

56 Http://www.ChinaAustar.com

DECORATIVE

Dimensions | Mounting

Columns and brackets

5471-7

5471-7
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,532 to 13,486lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

PALACIO  20W-120W Palacio Luxe 7 PALACIO 20W-120W Palacio Luxe 7
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Suspended

Post Top

mm spigot60

D 90mm | 3.5”

Ø1 60mm | 2”

Ø2 76mm | 3”

Palacio Luxe (7-1) + Pole(TYPE003)

• Tool free access for maintenance Low light pollution

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent Tempered glass.

• IP 66 tightness level for long lasting

• Several light distributions

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages

Adaptor

Http://www.austarlux.net

Empty Housing

Luxe Housing c/w Adaptor Luxe 7-1

525

847

26

60

525

940
847
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5471-8

5471-8
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,532 to 13,486lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

PALACIO  20W-120W Palacio Luxe 8 PALACIO 20W-120W Palacio Luxe 8
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Suspended

Post Top

mm spigot60

D 90mm | 3.5”

Ø1 60mm | 2”

Ø2 76mm | 3”

Palacio Luxe (8) + Pole(TYPE003)

• Tool free access for maintenance Low light pollution

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in 4pcs Transparent/Prismatic PC plates

• IP 66 tightness level for long lasting

• Several light distributions

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages

Adaptor

Http://www.austarlux.net

c/w Adaptor

Luxe 8 Open View

Luxe 8-1 Luxe 8

525

8
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26
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5471-8

5471-8
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,532 to 13,486lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

PALACIO  20W-120W Palacio Luxe 8 PALACIO 20W-120W Palacio Luxe 8
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Suspended

Post Top

mm spigot60

D 90mm | 3.5”

Ø1 60mm | 2”

Ø2 76mm | 3”

Palacio Luxe (8) + Pole(TYPE003)

• Tool free access for maintenance Low light pollution

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in 4pcs Transparent/Prismatic PC plates

• IP 66 tightness level for long lasting

• Several light distributions

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages

Adaptor

Http://www.austarlux.net

c/w Adaptor

Luxe 8 Open View

Luxe 8-1 Luxe 8

525

8
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26
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5471-9

5471-9
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,532 to 8,886lm

Power consumption 20W to 70W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

Palacio(8) + Pole(TYPE003)

PALACIO  20W-70W Palacio Luxe 9 PALACIO 20W-70W Palacio Luxe 9

Palacio(08) + Pole(TYPE003)

D 90mm | 3.5”

Ø1 60mm | 2”

Ø2 76mm | 3”

• Economic Palacio luxe type

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Several light distributions

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages

NewESPECIFICACIONES
 Estructura: Inyección de aluminio

 Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

 Difusores laterales: Opcional (translúcido)

525 850 11 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

 Inclinación gradual: Opcional

 Grado de protección: IP66, IK10

 Garantía: 5/7/10 años

 Certificación: CE; RoHS

 Clase de seguridad: I/II

MÓDULO LED*
 70Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

 Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

 Tipo LED: Cree XPG3 

 Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

 CRI mínimo: 70/80

 FHS: <1%

Palacio Luxe 9

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Palacio Luxe9 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.532lm 127lm/W 87%

Palacio Luxe9 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 4.834lm 122lm/W 87%

Palacio Luxe9 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.886lm 127lm/W 89%
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5471-9

5471-9
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,532 to 8,886lm

Power consumption 20W to 70W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

Palacio(8) + Pole(TYPE003)

PALACIO  20W-70W Palacio Luxe 9 PALACIO 20W-70W Palacio Luxe 9

Palacio(08) + Pole(TYPE003)

D 90mm | 3.5”

Ø1 60mm | 2”

Ø2 76mm | 3”

• Economic Palacio luxe type

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Several light distributions

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages

NewESPECIFICACIONES
 Estructura: Inyección de aluminio

 Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

 Difusores laterales: Opcional (translúcido)

525 850 11 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

 Inclinación gradual: Opcional

 Grado de protección: IP66, IK10

 Garantía: 5/7/10 años

 Certificación: CE; RoHS

 Clase de seguridad: I/II

MÓDULO LED*
 70Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

 Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

 Tipo LED: Cree XPG3 

 Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

 CRI mínimo: 70/80

 FHS: <1%

Palacio Luxe 9

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Palacio Luxe9 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.532lm 127lm/W 87%

Palacio Luxe9 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 4.834lm 122lm/W 87%

Palacio Luxe9 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.886lm 127lm/W 89%
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TECHNICAL SPECIFICATIONS
 Palacio SuperSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-48pcs of LEDSLED Q'TY:

 16-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm),60mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

Palacio

LED Garden Light Series

63Http://www.austarlux.com

5471 Super

20W-120W

Palacio Super

WLED CCT ΦLED 25℃ ΦMOD. ΦLUM. Φ/W

Palacio Super 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.532lm 127lm/W 87%

Palacio Super 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.333lm 124lm/W 87%

Palacio Super 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 4.834lm 122lm/W 87%

Palacio Super 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.886lm 127lm/W 89%

Palacio Super 48 105W 3/4/5000K 700mA 18.976lm 14.276lm 12.292lm 117lm/W 86%

Palacio Super 48 120W 3/4/5000K 850mA 21.161lm 15.841lm 13.486lm 112lm/W 85%

IP 66 IK 10

La serie Palacio es la opción más demandada en farol artístico LED.
B01 C01A01 D03 (TYPE III / V)

Super
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TECHNICAL SPECIFICATIONS
 Palacio SuperSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-48pcs of LEDSLED Q'TY:

 16-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm),60mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

Palacio

LED Garden Light Series
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5471 Super

20W-120W

Palacio Super

WLED CCT ΦLED 25℃ ΦMOD. ΦLUM. Φ/W

Palacio Super 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.532lm 127lm/W 87%

Palacio Super 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.333lm 124lm/W 87%

Palacio Super 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 4.834lm 122lm/W 87%

Palacio Super 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.886lm 127lm/W 89%

Palacio Super 48 105W 3/4/5000K 700mA 18.976lm 14.276lm 12.292lm 117lm/W 86%

Palacio Super 48 120W 3/4/5000K 850mA 21.161lm 15.841lm 13.486lm 112lm/W 85%

IP 66 IK 10

La serie Palacio es la opción más demandada en farol artístico LED.
B01 C01A01 D03 (TYPE III / V)

Super



ESPECIFICACIONES
 Estructura: Inyección de aluminio

 Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

 Difusores laterales: Opcional (Panel de abeja/transparente)

520 850 10 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

 Inclinación gradual: Opcional

 Grado de protección: Bloque óptico: IP66, IK10

 Garantía: 5/7/10 años

 Certificación: CE; RoHS

 Clase de seguridad: I/II

MÓDULO LED*
 120Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

 Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

 Tipo LED: Cree XPG3 

 Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

 CRI mínimo: 70/80

 FHS: <1%

PALACIO  20W-120W Palacio Super
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PALACIO 20W-120W Palacio Super

Dimensions | Mounting

Columns and brackets

La serie Palacio Super de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View

5471-01

5471-02 5471-03

A1

A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee good IP for  luminaire

Transparent/Prismatic polycarbonate curve plate guarantee  IK10 for  luminaire

A1 Top small crown Big crown dome Ring frame Rib frame

Bottom claw

B

C

D

E

A2 A3 A4

A5

A3

A4

A5

C

A2

B1 Big crown gasket B2 Small crown ring gasket

B1

D

E

G

F

G

F

Spinning aluminium pure aluminium sheet

Curve steet plate

1" O 3/4" steel or brass gas thread

3/4" gas male

3/4" gas female

Suspended

Post Top

mm spigot60

60

525

9
4
08
4
7

525

9
3
0

Brass Nut 

Open View

Palacio Super Versions
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Prismatic diffuser

Palacio Super

Gracias al sistema óptico modular de Austar, la serie Palacio dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

B2

Transparent diffuser Open Versions



ESPECIFICACIONES
 Estructura: Inyección de aluminio

 Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

 Difusores laterales: Opcional (Panel de abeja/transparente)

520 850 10 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

 Inclinación gradual: Opcional

 Grado de protección: Bloque óptico: IP66, IK10

 Garantía: 5/7/10 años

 Certificación: CE; RoHS

 Clase de seguridad: I/II

MÓDULO LED*
 120Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

 Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

 Tipo LED: Cree XPG3 

 Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

 CRI mínimo: 70/80

 FHS: <1%

PALACIO  20W-120W Palacio Super

65Http://www.austarlux.com

PALACIO 20W-120W Palacio Super

Dimensions | Mounting

Columns and brackets

La serie Palacio Super de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View

5471-01

5471-02 5471-03

A1

A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee good IP for  luminaire

Transparent/Prismatic polycarbonate curve plate guarantee  IK10 for  luminaire

A1 Top small crown Big crown dome Ring frame Rib frame

Bottom claw

B

C

D

E

A2 A3 A4

A5

A3

A4

A5

C

A2

B1 Big crown gasket B2 Small crown ring gasket

B1

D

E

G

F

G

F

Spinning aluminium pure aluminium sheet

Curve steet plate

1" O 3/4" steel or brass gas thread

3/4" gas male

3/4" gas female

Suspended

Post Top

mm spigot60

60

525

9
4
08
4
7

525

9
3
0

Brass Nut 

Open View

Palacio Super Versions
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Prismatic diffuser

Palacio Super

Gracias al sistema óptico modular de Austar, la serie Palacio dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

B2

Transparent diffuser Open Versions
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5471-12

5471-11/12
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,532 to 13,486lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

PALACIO 20W-120W Palacio Super 12
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Suspended

Post Top

mm spigot60

60

525

9
4
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4
7

D 90mm | 3.5”

Ø1 60mm | 2”

Ø2 76mm | 3”

Palacio (02) + Pole(TYPE003)
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PALACIO  20W-120W Palacio Super 11

5471-11

DECORATIVE

Dimensions | Mounting Columns and brackets
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Palacio(11) + Bracket(BRK006)Palacio(11) + Bracket(BRK002)

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent/prismatic PC plate

• IP 66 tightness level for LED Modules

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages

Empty Housing

Adaptor

Luxe Housing Super Housing
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5471-12

5471-11/12
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,532 to 13,486lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

PALACIO 20W-120W Palacio Super 12
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Suspended

Post Top

mm spigot60

60
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D 90mm | 3.5”

Ø1 60mm | 2”

Ø2 76mm | 3”

Palacio (02) + Pole(TYPE003)
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PALACIO  20W-120W Palacio Super 11

5471-11

DECORATIVE

Dimensions | Mounting Columns and brackets

881

3
9

0 1
8

8

18

3
4

5
2

8
5

15

787

1
1

6
6

Palacio(11) + Bracket(BRK006)Palacio(11) + Bracket(BRK002)

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent/prismatic PC plate

• IP 66 tightness level for LED Modules

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

 Key advantages

Empty Housing

Adaptor

Luxe Housing Super Housing
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5471-14

5471-13/14
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,532 to 13,486lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

PALACIO 20W-120W Palacio Super 14

D 90mm | 3.5”

Ø1 60mm | 2”

Ø2 76mm | 3”
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PALACIO  20W-120W Palacio Super 13

5471-13

DECORATIVE

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent/prismatic PC plate

• IP 66 tightness level for LED Modules

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages

Empty Housing

Adaptor

26

500

895

500

940

653

380

148

3000 - 5000

4000 - 6000

800

NewNew
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5471-14

5471-13/14
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,532 to 13,486lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

PALACIO 20W-120W Palacio Super 14

D 90mm | 3.5”

Ø1 60mm | 2”

Ø2 76mm | 3”

68 Http://www.ChinaAustar.com

PALACIO  20W-120W Palacio Super 13

5471-13

DECORATIVE

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent/prismatic PC plate

• IP 66 tightness level for LED Modules

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages

Empty Housing

Adaptor

26

500

895

500

940

653

380

148

3000 - 5000

4000 - 6000

800

NewNew
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HID
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DECORATIVE

Au5471 Super

Roma super + Pole(TYPE001)

PALACIO luxe  70W-250W HPS Palacio Luxe PALACIO super 70W-250W HPS Palacio Super

Columns and brackets

Top Open View

Au5471 Luxe

DECORATIVE

Roma(01) + Pole(TYPE001)

HID HID

Dimensions | Mounting

Columns and brackets

Top Open View

HID

ITEM NO.
PALACIO Luxe

SOCKET
E27/E40

USED LAMPS
Max:250W HPS/MH

PALACIO super E27/E40 Max:250W HPS/MH

New

Top Open View
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Post Top

mm spigot60

D 90mm | 3.5”

Ø1 60mm | 2”

Ø2 76mm | 3”

Palacio Super HID + Pole(TYPE003)

Palacio Super HID + Bracket(BRK007)
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HID
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DECORATIVE

Au5471 Super

Roma super + Pole(TYPE001)

PALACIO luxe  70W-250W HPS Palacio Luxe PALACIO super 70W-250W HPS Palacio Super

Columns and brackets

Top Open View

Au5471 Luxe

DECORATIVE

Roma(01) + Pole(TYPE001)

HID HID

Dimensions | Mounting

Columns and brackets

Top Open View

HID

ITEM NO.
PALACIO Luxe

SOCKET
E27/E40

USED LAMPS
Max:250W HPS/MH

PALACIO super E27/E40 Max:250W HPS/MH

New

Top Open View
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mm spigot60

D 90mm | 3.5”

Ø1 60mm | 2”

Ø2 76mm | 3”

Palacio Super HID + Pole(TYPE003)

Palacio Super HID + Bracket(BRK007)



IP65 IP33

1.2M

¦125

TYPE0II

TYPE011+2ARMS

TYPE011+3ARMS

TYPE011+4ARMS
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HID
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HID
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TECHNICAL SPECIFICATIONS
 Roma LuxeSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-48pcs of LEDSLED Q'TY:

 16-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm),60mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

Roma

LED Garden Light Series

75Http://www.austarlux.com

New
Luxe

5861-1
20W-120W

Roma Luxe

WLED CCT ΦLED 25℃ ΦMOD. ΦLUM. Φ/W

Roma Luxe 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.582lm 129lm/W 89%

Roma Luxe 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.533lm 129lm/W 91%

Roma Luxe 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.132lm 128lm/W 92%

Roma Luxe 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.976lm 127lm/W 90%

Roma Luxe 48 105W 3/4/5000K 700mA 18.976lm 14.276lm 12.912lm 123lm/W 90%

Roma Luxe 48 120W 3/4/5000K 850mA 21.161lm 15.841lm 14.386lm 119lm/W 90%

IP 66 IK 10

La serie Roma es la opción más demandada en farol artístico LED.

B01

C01

A01

D03 (TYPE III / V)
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TECHNICAL SPECIFICATIONS
 Roma LuxeSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-48pcs of LEDSLED Q'TY:

 16-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm),60mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

Roma

LED Garden Light Series

75Http://www.austarlux.com

New
Luxe

5861-1
20W-120W

Roma Luxe

WLED CCT ΦLED 25℃ ΦMOD. ΦLUM. Φ/W

Roma Luxe 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.582lm 129lm/W 89%

Roma Luxe 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.533lm 129lm/W 91%

Roma Luxe 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.132lm 128lm/W 92%

Roma Luxe 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.976lm 127lm/W 90%

Roma Luxe 48 105W 3/4/5000K 700mA 18.976lm 14.276lm 12.912lm 123lm/W 90%

Roma Luxe 48 120W 3/4/5000K 850mA 21.161lm 15.841lm 14.386lm 119lm/W 90%

IP 66 IK 10

La serie Roma es la opción más demandada en farol artístico LED.

B01

C01

A01

D03 (TYPE III / V)
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DECORATIVE

5861-2

5861-01/2
Recommended

installation height
3m to 6m / 10’ to 20’

Typical luminaire

Output flux (range)
2,582 to 14,386lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

Roma(1) + Pole(TYPE001)

ROMA luxe  20W-120W Roma Luxe 1 ROMA luxe 20W-120W Roma Luxe 2

Dimensions | Mounting

Columns and brackets

Top Open View

5861-1

DECORATIVE

Roma Luxe(1) + Pole(TYPE001)

• Tool free access for maintenance Low light pollution

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Several light distributions

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages
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DECORATIVE

5861-2

5861-01/2
Recommended

installation height
3m to 6m / 10’ to 20’

Typical luminaire

Output flux (range)
2,582 to 14,386lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

Roma(1) + Pole(TYPE001)

ROMA luxe  20W-120W Roma Luxe 1 ROMA luxe 20W-120W Roma Luxe 2

Dimensions | Mounting

Columns and brackets

Top Open View

5861-1

DECORATIVE

Roma Luxe(1) + Pole(TYPE001)

• Tool free access for maintenance Low light pollution

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Several light distributions

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages
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TECHNICAL SPECIFICATIONS
 Roma SuperSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-48pcs of LEDSLED Q'TY:

 16-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm),60mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

Roma

LED Garden Light Series

79Http://www.austarlux.com

Super

5861-11
20W-120W

Roma Super

WLED CCT ΦLED 25℃ ΦMOD. ΦLUM. Φ/W

Roma Super 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.582lm 129lm/W 89%

Roma Super 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.533lm 129lm/W 91%

Roma Super 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.132lm 128lm/W 92%

Roma Super 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.976lm 127lm/W 90%

Roma Super 48 105W 3/4/5000K 700mA 18.976lm 14.276lm 12.912lm 123lm/W 90%

Roma Super 48 120W 3/4/5000K 850mA 21.161lm 15.841lm 14.386lm 119lm/W 90%

La serie Roma es la opción más demandada en farol artístico LED.
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TECHNICAL SPECIFICATIONS
 Roma SuperSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-48pcs of LEDSLED Q'TY:

 16-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm),60mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

Roma

LED Garden Light Series

79Http://www.austarlux.com

Super

5861-11
20W-120W

Roma Super

WLED CCT ΦLED 25℃ ΦMOD. ΦLUM. Φ/W

Roma Super 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.582lm 129lm/W 89%

Roma Super 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.533lm 129lm/W 91%

Roma Super 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.132lm 128lm/W 92%

Roma Super 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.976lm 127lm/W 90%

Roma Super 48 105W 3/4/5000K 700mA 18.976lm 14.276lm 12.912lm 123lm/W 90%

Roma Super 48 120W 3/4/5000K 850mA 21.161lm 15.841lm 14.386lm 119lm/W 90%

La serie Roma es la opción más demandada en farol artístico LED.
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HID
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DECORATIVE

Au5861 Super

Roma super + Pole(TYPE001)

ROMA luxe  70W-250W HPS Roma Luxe ROMA super 70W-250W HPS Roma Super

Dimensions | Mounting

Columns and brackets

Top Open View

Au5861 Luxe

DECORATIVE

Roma(01) + Pole(TYPE001)
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Dimensions | Mounting

Columns and brackets
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DECORATIVE

Au5861 Super

Roma super + Pole(TYPE001)
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Dimensions | Mounting

Columns and brackets
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DECORATIVE
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TECHNICAL SPECIFICATIONS
 AmbarSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-48pcs of LEDSLED Q'TY:

 16-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 76mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

Ambar

LED Garden Light Series

83Http://www.austarlux.

5191
20W-80W

Ambar

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Ambar 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Ambar 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Ambar 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Ambar 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Ambar 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

IP 66 IK 10

La serie Ambar es la opción más demandada en farol artístico LED.
B01 C01A01 D03 (TYPE III / V)
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ESPECIFICACIONES
 Estructura: Inyección de aluminio

 Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

 Difusores laterales: Opcional (translúcido)

480 620 8 0Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

 Inclinación gradual: Opcional

 Grado de protección: IP66, IK10

 Garantía: 5/7/10 años

 ;ENECCertificación: CE; RoHS

 Clase de seguridad: I/II

MÓDULO LED*
 80Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

 Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

 Tipo LED: Cree XPG3 

 Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

 CRI mínimo: 70/80

 FHS: <1%

AMBAR  20W-80W Ambar

Ambar Versions
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AMBAR 20W-80W Ambar

Dimensions | Mounting

Columns and brackets

Ambar

5191

La serie Ambar de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View
A1

A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Transparent diffuser bowl guarantee IP66 IK10 for complete luminaire

A1 Top AL sheet cover Middle Frame body Bottom base AL spun reflector

B

C

D

E

A2 A3 A4

E

A2

A4

E

B1 Top cover Ring gasket

D

B1

B3

C

F

F

Decorative aluminium spun part

Steel Gear plate & driver

Gracias al sistema óptico modular de Austar, la serie Ambar dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

A3

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

Open View

Circle Module

Square Module
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Ø1 76mm | 3”
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B2 Middle small Ring gasket B3 Bottom base Ring gasket
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Dimensions | Mounting

Columns and brackets
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5191
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5191

5191
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 95,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages

D 90mm | 3.5”

Ø1 76mm | 3”

Ø2 89mm | 3.5”
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Ambar (01) + Pole(TYPE003)
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5191

5191
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Ambar 3

DECORATIVE

5193

Hot Sale
DECORATIVE

Dimensions | Mounting

Columns and brackets

5192

AMBAR  20W-80W AMBAR  20W-80W

• H igh  visual com fort

• Elegant and  com fortab le so lution  for creating 

am biance

• Trad itional look com bined w ith  cutting edge 

technology

• Low  energy consum ption

• IP 66 tightness level for long lasting

• Energy savings of up  to  75%  com pared w ith  

trad itional light sources

• No light po llution: ULO R 0%  in  flat glass

version

• Surge protection  10kV

     Key advantages

Villa (06) + Pole(TYPE001)
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Ø1 76mm | 3”

Ø2 89mm | 3.5”
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5192/3
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,916 to 10,896lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

Hot Sale
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Ambar 3

DECORATIVE

5193

Hot Sale
DECORATIVE

Dimensions | Mounting

Columns and brackets

5192
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installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,916 to 10,896lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics
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Ambar4-1

DECORATIVE

5194-1

Hot Sale
DECORATIVE

Dimensions | Mounting

Columns and brackets

5194

AMBAR  20W-80W AMBAR  20W-80W

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages

Ambar (4-1) + Pole(TYPE003)
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5194/4-1
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 95,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

Indirect lighting for 
a comfortable landscape

Hot Sale
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Ambar4-1

DECORATIVE

5194-1

Hot Sale
DECORATIVE

Dimensions | Mounting

Columns and brackets

5194

AMBAR  20W-80W AMBAR  20W-80W

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages
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installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 95,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

Indirect lighting for 
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5195/5-1
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,916 to 10,896lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics
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Ambar 5-1

DECORATIVE

5195-1

DECORATIVE

Dimensions | Mounting

Columns and brackets

5195

AMBAR  20W-80W AMBAR  20W-80W

Villa (06) + Pole(TYPE001)
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• H igh  visual com fort

• Elegant and com fortab le so lution  for creating 

am biance

• Trad itional look com bined w ith  cutting edge 

technology

• Low  energy consum ption

• IP 66 tightness level for long lasting

• Energy savings of up  to  75%  com pared w ith  

trad itional light sources

• No light po llution: ULO R 0%  in  flat glass

version

• Surge protection  10kV

     Key advantages

New



5195/5-1
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,916 to 10,896lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics
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DECORATIVE
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DECORATIVE

Dimensions | Mounting

Columns and brackets
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5196
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,916 to 10,896lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5196

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

Ambar(6) + Pole(TYPE003)

Ambar  6 Ambar 6AMBAR  20W-80W AMBAR  20W-80W

60

60

480

6
5
3

3
8
0

148

3
0
0
0

-
5
0
0
0

60

60

480

• H igh  visual com fort

• Elegant and com fortab le so lution  for creating 

am biance

• Trad itional look com bined w ith  cutting edge 

technology

• Low  energy consum ption

• IP 66 tightness level for long lasting

• Energy savings of up  to  75%  com pared w ith  

trad itional light sources

• No light po llution: ULO R 0%  in  flat glass

version

• Surge protection  10kV

     Key advantages

New

Ambar (5) + Pole(TYPE003)



5196
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,916 to 10,896lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5196

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

Ambar(6) + Pole(TYPE003)

Ambar  6 Ambar 6AMBAR  20W-80W AMBAR  20W-80W

60

60

480

6
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3
8
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148

3
0
0
0

-
5
0
0
0

60

60

480

• H igh  visual com fort

• Elegant and com fortab le so lution  for creating 

am biance

• Trad itional look com bined w ith  cutting edge 

technology

• Low  energy consum ption

• IP 66 tightness level for long lasting

• Energy savings of up  to  75%  com pared w ith  

trad itional light sources

• No light po llution: ULO R 0%  in  flat glass

version

• Surge protection  10kV

     Key advantages

New

Ambar (5) + Pole(TYPE003)
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Ambar  6 Ambar 7/8AMBAR  20W-80W AMBAR  20W-80W

Ambar (6) + Pole(TYPE003)

Ambar (8) + Pole(TYPE003)
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Ambar  6 Ambar 7/8AMBAR  20W-80W AMBAR  20W-80W

Ambar (6) + Pole(TYPE003)

Ambar (8) + Pole(TYPE003)
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Ambar  7
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Ambar 8

DECORATIVE

5198

5198/7
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,916 to 10,896lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

DECORATIVE

5197

AMBAR  20W-80W AMBAR  20W-80W

Villa (06) + Pole(TYPE001)
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60480
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1
8

Columns and brackets

D 100mm | 4”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60480

6
8
3

480

1
9
5

8
1
8

Dimensions | Mounting • H igh  visual com fort

• Elegant and com fortab le so lution  for creating 

am biance

• Trad itional look com bined w ith  cutting edge 

technology

• Low  energy consum ption

• IP 66 tightness level for long lasting

• Energy savings of up  to  75%  com pared w ith  

trad itional light sources

• No light po llution: ULO R 0%  in  flat glass

version

• Surge protection  10kV

     Key advantages

NewNew

Ambar (7) + Pole(TYPE003)
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Ambar  7
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Ambar 8

DECORATIVE

5198

5198/7
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,916 to 10,896lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

DECORATIVE

5197

AMBAR  20W-80W AMBAR  20W-80W

Villa (06) + Pole(TYPE001)
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Columns and brackets

D 100mm | 4”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60480

6
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1
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8
1
8

Dimensions | Mounting • H igh  visual com fort

• Elegant and com fortab le so lution  for creating 

am biance

• Trad itional look com bined w ith  cutting edge 

technology

• Low  energy consum ption

• IP 66 tightness level for long lasting

• Energy savings of up  to  75%  com pared w ith  

trad itional light sources

• No light po llution: ULO R 0%  in  flat glass

version

• Surge protection  10kV

     Key advantages

NewNew

Ambar (7) + Pole(TYPE003)



5199
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,916 to 10,896lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5199

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

Ambar(9) + Pole(TYPE003)

Ambar  9 Ambar 9AMBAR  20W-80W AMBAR  20W-80W

• H igh  visual com fort

• Elegant and com fortab le so lution  for creating 

am biance

• Trad itional look com bined w ith  cutting edge 

technology

• Low  energy consum ption

• IP 66 tightness level for long lasting

• Energy savings of up  to  75%  com pared w ith  

trad itional light sources

• No light po llution: ULO R 0%  in  flat glass

version

• Surge protection  10kV

     Key advantages

New

653

380

148

3000 - 5000

480

630

60

480

630

60



5199
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,916 to 10,896lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5199

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

Ambar(9) + Pole(TYPE003)

Ambar  9 Ambar 9AMBAR  20W-80W AMBAR  20W-80W

• H igh  visual com fort

• Elegant and com fortab le so lution  for creating 

am biance

• Trad itional look com bined w ith  cutting edge 

technology

• Low  energy consum ption

• IP 66 tightness level for long lasting

• Energy savings of up  to  75%  com pared w ith  

trad itional light sources

• No light po llution: ULO R 0%  in  flat glass

version

• Surge protection  10kV

     Key advantages

New

653

380

148

3000 - 5000

480

630

60

480

630

60
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TECHNICAL SPECIFICATIONS 
 luminaire is made of 3 main parts.  Au5191

 is made of aluminium sheet fixed into the frame with 4 stainless steel screws.  THE CANOPY
 of the luminaire is made up of 2 parts.4 arms in cast aluminium fixed to the base flange.THE FRAME

Moungting for a 76 held with 3 stainless steel screws.  
is made up of 3 parts sealed together so as to obtain a high degree of protection.  THE OPTICAL BLOCK 

A control gear in the base, once removed the base and control gear are easily attained.  
A conical bowl in polycarbonate.  
A reflector in pure aluminium,stamped out in one piece,anodized. The control gear is placed under the reflector.  
Painted by polyester powder,color on request  

:  PROTECTION DEGREE
Optical block IP65  

 SHOCK ENERGY: 
2 Joules(polycarbonate bowl)  

 CLASS I 
CLASSS II  

Au5191

480

62
0

76

Au5191

HID

ITEM NO.
AU5191

SOCKET
E27/E40

USED LAMPS
MAX:150W HPS/MH

Au5194 Au5194A

Hot Sale

Ambar

Explosive View
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TECHNICAL SPECIFICATIONS 
 luminaire is made of 3 main parts. Au5191

 is made of aluminium sheet fixed into the frame with 4 stainless steel screws. THE CANOPY
 of the luminaire is made up of 2 parts.4 arms in cast aluminium fixed to the base flange.THE FRAME

Moungting for a 76 held with 3 stainless steel screws. 
is made up of 3 parts sealed together so as to obtain a high degree of protection. THE OPTICAL BLOCK 

A control gear in the base, once removed the base and control gear are easily attained. 
A conical bowl in polycarbonate. 
A reflector in pure aluminium,stamped out in one piece,anodized. The control gear is placed under the reflector.  
Painted by polyester powder,color on request 

: PROTECTION DEGREE
Optical block IP65 
SHOCK ENERGY: 
2 Joules(polycarbonate bowl) 
CLASS I 
CLASSS II 

Au5191

480

62
0

76

Au5191

HID

ITEM NO.
AU5191

SOCKET
E27/E40

USED LAMPS
MAX:150W HPS/MH

Au5194 Au5194A

Hot Sale

Ambar

Explosive View
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TECHNICAL SPECIFICATIONS
 HorizonSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 16-48pcs of LEDSLED Q'TY:

 20-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm),60mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

Horizon

LED Street Light Series

105Http://www.austarlux.

New

AUR6081
20W-120W

Horizon
IP 66 IK 10

La serie Horizon es la opción más demandada en farol artístico LED.
C01A01 D03 (TYPE III / V)

WLED CCT ΦLED 25℃ ΦMOD. ΦLUM. Φ/W

Horizon 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Horizon 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Horizon 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Horizon 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Horizon 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

Horizon 48 100W 3/4/5000K 700mA 18.976lm 13.496lm 11.986lm 119lm/W 88%

Horizon 48 120W 3/4/5000K 800mA 21.141lm 15.896lm 13.886lm 118lm/W 87%

F02
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TECHNICAL SPECIFICATIONS
 HorizonSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 16-48pcs of LEDSLED Q'TY:

 20-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm),60mmPIPE MOUNTING DIA:

 IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

Horizon

LED Street Light Series

105Http://www.austarlux.

New

AUR6081
20W-120W

Horizon
IP 66 IK 10

La serie Horizon es la opción más demandada en farol artístico LED.
C01A01 D03 (TYPE III / V)

WLED CCT ΦLED 25℃ ΦMOD. ΦLUM. Φ/W

Horizon 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Horizon 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Horizon 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Horizon 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Horizon 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

Horizon 48 100W 3/4/5000K 700mA 18.976lm 13.496lm 11.986lm 119lm/W 88%

Horizon 48 120W 3/4/5000K 800mA 21.141lm 15.896lm 13.886lm 118lm/W 87%

F02



ESPECIFICACIONES
 Estructura: Inyección de aluminio

 Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

 Difusores laterales: Opcional (translúcidot)

500 112 10 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

 Inclinación gradual: Opcional

 Grado de protección: IP66, IK10

 Garantía: 5/7/10 años

 Certificación: CE; RoHS;ENEC

 Clase de seguridad: I/II

MÓDULO LED*
 120Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

 Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

 Tipo LED: Cree XPG3 

 Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

 CRI mínimo: 70/80

 FHS: <1%

HORIZON  20W-120W Horizon

Horizon Versions
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HORIZON 20W-120W Horizon

Dimensions | Mounting

Columns and brackets

Horizon

AUR6081 AUR6081B AUR6072 AUR6071

La serie Horizon de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View

6081 6081B

A1

A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Transparent tempered glass guarantee IP66 IK10 for complete luminaire

A1 Top heat sink cover Bottom ring Front adaptor Bottom adaptor

Clips for tooless opening or closing

B

C

D

E

A2 A3 A4

A5

E

A2

A5

E

B1 Ring gasket

D

B1

B1F

H

G

F

G

F

Switching device

Plastic Gear plate & driver

Cable gland

Gracias al sistema óptico modular de Austar, la serie Horizon dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

A3

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

Open View

Circle Module

Square Module

A4

D

500

60

1
12

H Stainless steel bracket to secure the top cover
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7
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7
5
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D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

500

60

1
12

6
60

60

7
50

500

Harizor + Pole(TYPE003)

6072 6071

C

Tooless opening or closing



ESPECIFICACIONES
Estructura: Inyección de aluminio

Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

Difusores laterales: Opcional (translúcidot)

500 112 10 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

Inclinación gradual: Opcional

Grado de protección: IP66, IK10

Garantía: 5/7/10 años

Certificación: CE; RoHS;ENEC

Clase de seguridad: I/II

MÓDULO LED*
120Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

Tipo LED: Cree XPG3 

Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

CRI mínimo: 70/80

FHS: <1%

HORIZON  20W-120W Horizon

Horizon Versions
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HORIZON 20W-120W Horizon

Dimensions | Mounting

Columns and brackets

Horizon

AUR6081 AUR6081B AUR6072 AUR6071

La serie Horizon de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View

6081 6081B

A1

A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Transparent tempered glass guarantee IP66 IK10 for complete luminaire

A1 Top heat sink cover Bottom ring Front adaptor Bottom adaptor

Clips for tooless opening or closing

B

C

D

E

A2 A3 A4

A5

E

A2

A5

E

B1 Ring gasket

D

B1

B1F

H

G

F

G

F

Switching device

Plastic Gear plate & driver

Cable gland

Gracias al sistema óptico modular de Austar, la serie Horizon dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

A3

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

Open View

Circle Module

Square Module

A4

D
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1
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H Stainless steel bracket to secure the top cover
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Ø1 60mm | 2.5”

Ø2 76mm | 3”
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Harizor + Pole(TYPE003)
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Tooless opening or closing
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DECORATIVE

Dimensions | Mounting

Columns and brackets

AUR6081

AUR6081
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 13,886lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in translucent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

Key advantages

HORIZON  20W-120W Horizon HORIZON 20W-120W Horizon 1

6
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3
8
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3
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-
50

0
0

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

500

60

1
12

500

60

1
12

Harizor(1) + Pole(TYPE003)

New
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DECORATIVE

Dimensions | Mounting

Columns and brackets

AUR6081

AUR6081
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 13,886lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages

HORIZON  20W-120W Horizon HORIZON 20W-120W Horizon 1
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Ø2 76mm | 3”
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Harizor(1) + Pole(TYPE003)

New
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DECORATIVE

AUR6081B

Villa (06) + Pole(TYPE001)

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in translucent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

Key advantages

HORIZON  20W-120W Horizon HORIZON 20W-120W Horizon 2

6
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-
5
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Dimensions | Mounting

Columns and brackets

Harizor(2) + Pole(TYPE003)

D 100mm | 4”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

AUR6081B
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 13,886lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics
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DECORATIVE

AUR6081B

Villa (06) + Pole(TYPE001)

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages

HORIZON  20W-120W Horizon HORIZON 20W-120W Horizon 2
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Dimensions | Mounting

Columns and brackets

Harizor(2) + Pole(TYPE003)

D 100mm | 4”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

AUR6081B
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 13,886lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics
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DECORATIVE

AUR6071

New DECORATIVE

Dimensions | Mounting

Columns and brackets

6081-3 pendant

Horizon 4 + Pole(TYPE003)

500

112

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in translucent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

Key advantages

HORIZON  20W-120W Horizon 3 HORIZON 20W-120W Horizon 4

3/4" gas female
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Horizon 3 + Pole(TYPE001)

AUR6072/71
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 13,886lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics
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DECORATIVE

AUR6071

New DECORATIVE

Dimensions | Mounting

Columns and brackets

6081-3 pendant

Horizon 4 + Pole(TYPE003)

500

112

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages

HORIZON  20W-120W Horizon 3 HORIZON 20W-120W Horizon 4

3/4" gas female
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Horizon 3 + Pole(TYPE001)

AUR6072/71
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 13,886lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics



WLED CCT ΦLED 25℃ ΦMOD. ΦLUM. Φ/W

Aelia Luxe 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Aelia Luxe 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Aelia Luxe 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Aelia Luxe 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Aelia Luxe 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

Aelia Luxe 48 100W 3/4/5000K 700mA 18.976lm 13.496lm 11.986lm 119lm/W 88%

Aelia Luxe 48 120W 3/4/5000K 800mA 21.141lm 15.896lm 13.886lm 118lm/W 87%

Aelia Luxe 64 150W 3/4/5000K 750mA 26.421lm 20.256lm 17.896lm 119lm/W 88%
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TECHNICAL SPECIFICATIONS
 Aelia LuxeSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 16-64pcs of LEDSLED Q'TY:

 20-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm),60mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

Aelia luxe

LED Street Light Series

115Http://www.austarlux.

New

AUR155
20W-150W

Aelia luxe

IP 66 IK 10

La serie Aelia es la opción más demandada en farol artístico LED.

C01A01 D03 (TYPE III / V)F02



WLED CCT ΦLED 25℃ ΦMOD. ΦLUM. Φ/W

Aelia Luxe 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Aelia Luxe 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Aelia Luxe 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Aelia Luxe 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Aelia Luxe 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

Aelia Luxe 48 100W 3/4/5000K 700mA 18.976lm 13.496lm 11.986lm 119lm/W 88%

Aelia Luxe 48 120W 3/4/5000K 800mA 21.141lm 15.896lm 13.886lm 118lm/W 87%

Aelia Luxe 64 150W 3/4/5000K 750mA 26.421lm 20.256lm 17.896lm 119lm/W 88%
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TECHNICAL SPECIFICATIONS
Aelia LuxeSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 16-64pcs of LEDSLED Q'TY:

 20-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm),60mmPIPE MOUNTING DIA:

 IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

Aelia luxe

LED Street Light Series

115Http://www.austarlux.

New

AUR155
20W-150W

Aelia luxe

IP 66 IK 10

La serie Aelia es la opción más demandada en farol artístico LED.

C01A01 D03 (TYPE III / V)F02



ESPECIFICACIONES
 Estructura: Inyección de aluminio

 Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

 Difusores laterales: Opcional (translúcido)

600 109 11 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

 Inclinación gradual: Opcional

 Grado de protección: IP66, IK10

 Garantía: 5/7/10 años

 ;ENECCertificación: CE; RoHS

 Clase de seguridad: I/II

MÓDULO LED*
 150Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

 Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

 Tipo LED: Cree XPG3 

 Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

 CRI mínimo: 70/80

 FHS: <1%

AELIA  20W-150W Aelia Luxe

Aelia Luxe  Versions
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AELIA 20W-150W Aelia Luxe

Dimensions | Mounting

Columns and brackets

AUR155 AUR155B AUR155C

La serie Aelia de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View

A2

A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Transparent tempered glass guarantee IP66 IK10 for complete luminaire

A1 Top plate cover Big top dome cover Front adaptor Bottom adaptor

Clips for tooless opening or closing

B

C

D

E

A2 A3 A4

A5

E

A5

A1

E

B1 Big top dome cover gasket

D

B2

B1

F

H

G

F

G

F

Switching device

Plastic Gear plate & driver

Cable gland

Gracias al sistema óptico modular de Austar, la serie Aelia dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

A3

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

Open View

Circle Module

Square Module

A4

D

H Stainless steel wire to secure the ring flat plate

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

Aecia + Pole(TYPE003)
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Aelia luxe
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Tooless opening or closing

Ring flat plateA6
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B1 Ring plate cover gasket



ESPECIFICACIONES
Estructura: Inyección de aluminio

Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

Difusores laterales: Opcional (translúcido)

600 109 11 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

Inclinación gradual: Opcional

Grado de protección: IP66, IK10

Garantía: 5/7/10 años

;ENECCertificación: CE; RoHS

Clase de seguridad: I/II

MÓDULO LED*
150Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

Tipo LED: Cree XPG3 

Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

CRI mínimo: 70/80

FHS: <1%

AELIA  20W-150W Aelia Luxe

Aelia Luxe  Versions
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AELIA 20W-150W Aelia Luxe

Dimensions | Mounting

Columns and brackets

AUR155 AUR155B AUR155C

La serie Aelia de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View

A2

A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Transparent tempered glass guarantee IP66 IK10 for complete luminaire

A1 Top plate cover Big top dome cover Front adaptor Bottom adaptor

Clips for tooless opening or closing

B

C

D

E

A2 A3 A4

A5

E

A5

A1

E

B1 Big top dome cover gasket

D

B2

B1

F

H

G

F

G

F

Switching device

Plastic Gear plate & driver

Cable gland

Gracias al sistema óptico modular de Austar, la serie Aelia dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

A3

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

Open View

Circle Module

Square Module

A4

D

H Stainless steel wire to secure the ring flat plate

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

Aecia + Pole(TYPE003)
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DECORATIVE

Dimensions | Mounting

Columns and brackets

AUR155

AUR155
Recommended

installation height
3m to 6m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 17,896lm

Power consumption 20W to 150W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in translucent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

Key advantages

AELIA  20W-150W Aelia Luxe 1 AELIA 20W-150W Aelia Luxe 1

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

Aelia(1) + Pole(TYPE003)
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DECORATIVE

Dimensions | Mounting

Columns and brackets

AUR155

AUR155
Recommended

installation height
3m to 6m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 17,896lm

Power consumption 20W to 150W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages

AELIA  20W-150W Aelia Luxe 1 AELIA 20W-150W Aelia Luxe 1

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

Aelia(1) + Pole(TYPE003)
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Horizon 04 + Pole(TYPE003)

Aelia 1 + Pole(TYPE002)

AELIA  20W-150W Aelia Luxe 1 AELIA 20W-150W Aelia Luxe 1

Aelia 1 + Pole(TYPE002)
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Horizon 04 + Pole(TYPE003)

Aelia 1 + Pole(TYPE002)

AELIA  20W-150W Aelia Luxe 1 AELIA 20W-150W Aelia Luxe 1

Aelia 1 + Pole(TYPE002)
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DECORATIVE

AUR155C

New DECORATIVE

Horizon 04 + Pole(TYPE003)

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in translucent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

Key advantages

AUR155B

Horizon 03 + Pole(TYPE001)

AELIA  20W-150W Aelia Luxe 2 AELIA 20W-150W Aelia Luxe 3

Dimensions | Mounting

Columns and brackets

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”
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AUR155B/C
Recommended

installation height
3m to 6m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 17,896lm

Power consumption 20W to 150W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics
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DECORATIVE

AUR155C

New DECORATIVE

Horizon 04 + Pole(TYPE003)

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages

AUR155B

Horizon 03 + Pole(TYPE001)

AELIA  20W-150W Aelia Luxe 2 AELIA 20W-150W Aelia Luxe 3

Dimensions | Mounting

Columns and brackets

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”
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AUR155B/C
Recommended

installation height
3m to 6m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 17,896lm

Power consumption 20W to 150W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics



WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Aelia  Super 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Aelia  Super 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Aelia  Super 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Aelia  Super 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Aelia  Super 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

Aelia  Super 48 100W 3/4/5000K 700mA 18.976lm 13.496lm 11.986lm 119lm/W 88%

Aelia  Super 48 120W 3/4/5000K 800mA 21.141lm 15.896lm 13.886lm 118lm/W 87%
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TECHNICAL SPECIFICATIONS
 Aelia SuperSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 16-64pcs of LEDSLED Q'TY:

 20-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm),60mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

Aelia Super

LED Street Light Series

125Http://www.austarlux.

155
20W-120W

Aelia Super

IP 65 IK 10

La serie Aelia es la opción más demandada en farol artístico LED.
C01A01 D03 (TYPE III / V)F02



WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Aelia  Super 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Aelia  Super 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Aelia  Super 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Aelia  Super 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Aelia  Super 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

Aelia  Super 48 100W 3/4/5000K 700mA 18.976lm 13.496lm 11.986lm 119lm/W 88%

Aelia  Super 48 120W 3/4/5000K 800mA 21.141lm 15.896lm 13.886lm 118lm/W 87%
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TECHNICAL SPECIFICATIONS
Aelia SuperSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:
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 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm),60mmPIPE MOUNTING DIA:

 IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

Aelia Super

LED Street Light Series
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155
20W-120W

Aelia Super

IP 65 IK 10

La serie Aelia es la opción más demandada en farol artístico LED.
C01A01 D03 (TYPE III / V)F02
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New
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DECORATIVE

155-2

DECORATIVE

Horizon 04 + Pole(TYPE003)

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in translucent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

Key advantages

155

Horizon 03 + Pole(TYPE001)

AELIA  20W-120W Aelia Super 1 AELIA 20W-120W Aelia Super 2

Dimensions | Mounting

Columns and brackets

155/155-2
Recommended

installation height
3m to 6m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 13,886lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

76

8

2
1
0

52

70 30

R90 R46
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35
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Aelia  Versions
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New
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Horizon 04 + Pole(TYPE003)

AELIA  20W-120W Aelia Super 1 AELIA 20W-120W Aelia Super 1
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Horizon 04 + Pole(TYPE003)

AELIA  20W-120W Aelia Super 1 AELIA 20W-120W Aelia Super 1



CLASS II on request

THE BRACKET made of cast aluminium have 3 type for your choice.

AU155,155A,155B luminaire is made of 4 parts:

THE BODY made of die cast aluminium.The frame is attached by means of an hinge and 3 S/S  screw,under the 

body,assureing and easy access to the control gear and lamp.

THE DOME  made of embossed aluminium insures the overwhole protction of the luminaire.

Painted by polyester powder,color on request.

PROTCTION DEGREE:

THE OPTIC SYSTEM It comprises a pure refined aluminium reflector,stamped out in one piece and polished which is 

attaqched to the frame,A flat clear tempered glass is sealed directly to the thereflector by means of a silicone seal 

insuring a high degree of protection.

Optical block IP66

SHOCK ENERGY

20 Joules(Tempered Glass)

CLASS I

Au155

Au155A Au155B

Au155/Au155A/Au155B
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CLASS II on request

THE BRACKET made of cast aluminium have 3 type for your choice.

AU155,155A,155B luminaire is made of 4 parts:

THE BODY made of die cast aluminium.The frame is attached by means of an hinge and 3 S/S screw,under the 

body,assureing and easy access to the control gear and lamp.

THE DOME  made of embossed aluminium insures the overwhole protction of the luminaire.

Painted by polyester powder,color on request.

PROTCTION DEGREE:

THE OPTIC SYSTEM It comprises a pure refined aluminium reflector,stamped out in one piece and polished which is 

attaqched to the frame,A flat clear tempered glass is sealed directly to the thereflector by means of a silicone seal 

insuring a high degree of protection.

Optical block IP66

SHOCK ENERGY

20 Joules(Tempered Glass)

CLASS I

Au155
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Au155/Au155A/Au155B
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Au156/Au156A

AU156,156A luminaire is made of 4 parts:

THE DOME  made of embossed aluminium insures the overwhole protction of the luminaire.

THE BODY made of die cast aluminium.The frame is attached by means of an hinge and 3 S/S  screw,under the 

body,assureing and easy access to the control gear and lamp.

THE OPTIC SYSTEM It comprises a pure refined aluminium reflector,stamped out in one piece and polished which is 

attaqched to the frame,A flat clear tempered glass is sealed directly to the thereflector by means of a silicone seal 

insuring a high degree of protection.

THE BRACKET made of cast aluminium have 2 types for your choice.

Painted by polyester powder,color on request.

PROTCTION DEGREE:

Optical block IP66

SHOCK ENERGY

20 Joules(Tempered Glass)

CLASS I

CLASS II on request

Au156

Au156A
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Street  Light Series

HID

Aelia Super L



Au156/Au156A

AU156,156A luminaire is made of 4 parts:

THE DOME  made of embossed aluminium insures the overwhole protction of the luminaire.

THE BODY made of die cast aluminium.The frame is attached by means of an hinge and 3 S/S screw,under the 

body,assureing and easy access to the control gear and lamp.

THE OPTIC SYSTEM It comprises a pure refined aluminium reflector,stamped out in one piece and polished which is 

attaqched to the frame,A flat clear tempered glass is sealed directly to the thereflector by means of a silicone seal 

insuring a high degree of protection.

THE BRACKET made of cast aluminium have 2 types for your choice.

Painted by polyester powder,color on request.

PROTCTION DEGREE:

Optical block IP66

SHOCK ENERGY

20 Joules(Tempered Glass)

CLASS I

CLASS II on request

Au156

Au156A
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Aelia Super L
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TECHNICAL SPECIFICATIONS
 MagmaSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 16-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 76mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

Magma

LED Garden Light Series

135Http://www.austarlux.

5851
20W-80W

Magma

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Magma 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Magma 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Magma 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Magma 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Magma 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

IP 66 IK 10

La serie Magma es la opción más demandada en farol artístico LED.

B01 C01A01 D03 (TYPE III / V)
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TECHNICAL SPECIFICATIONS
 MagmaSERIES:

Aluminium body+PC MATERIAL: 
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0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:
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 Cree XPG3LED:
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 76mmPIPE MOUNTING DIA:
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At least 75% Energy Saving POWER SAVING: 
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                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

Magma

LED Garden Light Series
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5851
20W-80W

Magma

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Magma 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Magma 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Magma 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Magma 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%
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IP 66 IK 10

La serie Magma es la opción más demandada en farol artístico LED.

B01 C01A01 D03 (TYPE III / V)



ESPECIFICACIONES
 Estructura: Inyección de aluminio

 Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

 Difusores laterales: Opcional (translúcido)

470 775 10 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

 Inclinación gradual: Opcional

 Grado de protección: IP66, IK10

 Garantía: 5/7/10 años

 ;ENECCertificación: CE; RoHS

 Clase de seguridad: I/II

MÓDULO LED*
 80Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

 Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

 Tipo LED: Cree XPG3 

 Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

 CRI mínimo: 70/80

 FHS: <1%

MAGMA  20W-80W Magma

Magma Versions
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MAGMA 20W-80W Magma

Dimensions | Mounting

Columns and brackets

Magma

La serie Magma de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View
A1

A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Transparent tempered glass guarantee IP66 IK10 for complete luminaire

A1 Top  cover Middle Frame body Bottom adaptor

Clips for tooless opening or closing

B

C

D

E

A2 A3

A4

A3

A4

B1 Top cover Ring gasket

D

B1

B3

C

F

F

Switching device

Steel Gear plate & driver

Gracias al sistema óptico modular de Austar, la serie Magma dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

A3

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

Circle Module

Square Module

D

5851

5852 5853 5854

B2

B2 Glass gasket

Open View

Tooless opening or closing

6
85

470

26

470

60

7
75

Open View

OPEN VERSION

6
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8
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3
0
0

0
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0
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60

3/4" gas female

Suspended

4
0
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0
-

6
0

0
0

800

E

A2

B1

A4

A2

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”



ESPECIFICACIONES
 Estructura: Inyección de aluminio

 Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

 Difusores laterales: Opcional (translúcido)
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 Tipo LED: Cree XPG3 

 Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

 CRI mínimo: 70/80

 FHS: <1%

MAGMA  20W-80W Magma

Magma Versions
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MAGMA 20W-80W Magma

Dimensions | Mounting

Columns and brackets
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La serie Magma de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View
A1

A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5851

5851
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 95,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

Hot Sale

470

60

7
75

470

60

7
75

MAGMA  20W-80W Magma 1 MAGMA 20W-80W Magma 1

Magma (1) + Pole(TYPE003)
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5851

5851
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 95,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 
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Hot Sale
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7
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MAGMA  20W-80W Magma 1 MAGMA 20W-80W Magma 1

Magma (1) + Pole(TYPE003)
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DECORATIVE

• H igh  visual com fort

• Elegant and  com fortab le so lution  for creating 

am biance

• Trad itional look com bined w ith  cutting edge 

technology

• Low  energy consum ption

• IP 66 tightness level for long lasting

• Energy savings of up  to  75%  com pared w ith  

trad itional light sources

• No light po llution: ULO R 0%  in  flat glass

version

• Surge protection  10kV

     Key advantages

Villa (06) + Pole(TYPE001)

5852
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,916 to 10,896lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

Dimensions | Mounting

Columns and brackets

6
85

470

26

MAGMA  20W-80W Magma 1 MAGMA 20W-80W Magma 2

3
4
5

2
8
5

15

1
0
0
4

470

26mm (3/4') Gas male

5852
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DECORATIVE

• H igh  visual com fort

• Elegant and  com fortab le so lution  for creating

am biance

• Trad itional look com bined w ith  cutting edge

technology

• Low  energy consum ption

• IP 66 tightness level for long lasting

• Energy savings of up  to  75%  com pared w ith

trad itional light sources

• No light po llution: ULO R 0%  in  flat glass

version

• Surge protection  10kV

 Key advantages

Villa (06) + Pole(TYPE001)

5852
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,916 to 10,896lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

Dimensions | Mounting

Columns and brackets

6
85

470

26

MAGMA  20W-80W Magma 1 MAGMA 20W-80W Magma 2

3
4
5

2
8
5

15

1
0
0
4

470

26mm (3/4') Gas male

5852
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DECORATIVE

5854

• H igh  visual com fort

• Elegant and  com fortab le so lution  for creating 

am biance

• Trad itional look com bined w ith  cutting edge 

technology

• Low  energy consum ption

• IP 66 tightness level for long lasting

• Energy savings of up  to  75%  com pared w ith  

trad itional light sources

• No light po llution: ULO R 0%  in  flat glass

version

• Surge protection  10kV

     Key advantages

Villa (06) + Pole(TYPE001)

5853/4
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,916 to 10,896lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

Dimensions | Mounting

Columns and brackets

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

DECORATIVE

5853

MAGMA  20W-80W Magma 3 MAGMA 20W-80W Magma 4

1
9

5

470

6
8

5

470

60

26mm 3/4' gas female

Suspended

6
8

5
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60

6
8

5

470

4
0
0

0
-

6
0

0
0

800
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DECORATIVE

5854

• H igh  visual com fort

• Elegant and  com fortab le so lution  for creating 

am biance

• Trad itional look com bined w ith  cutting edge 

technology

• Low  energy consum ption

• IP 66 tightness level for long lasting

• Energy savings of up  to  75%  com pared w ith  

trad itional light sources

• No light po llution: ULO R 0%  in  flat glass

version

• Surge protection  10kV

     Key advantages

Villa (06) + Pole(TYPE001)

5853/4
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,916 to 10,896lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

Dimensions | Mounting

Columns and brackets

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

DECORATIVE

5853

MAGMA  20W-80W Magma 3 MAGMA 20W-80W Magma 4
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TECHNICAL SPECIFICATIONS
 ChiaraSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-48pcs of LEDSLED Q'TY:

 20-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 76mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

Chiara

LED Garden Light Series

145Http://www.austarlux.

7001
16W-80W

Chiara

WLED CCT ΦLED 25℃ ΦMOD. ΦLUM. Φ/W

Chiara 8 16W 3/4/5000K 700mA 2.796lm 2.316lm 2.068lm 129lm/W 89%

Chiara 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Chiara 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Chiara 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Chiara 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Chiara 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

IP 66 IK 10

La serie Chiara es la opción más demandada en farol artístico LED.

B01 C01A01 D03 (TYPE III / V)
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TECHNICAL SPECIFICATIONS
 ChiaraSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-48pcs of LEDSLED Q'TY:

 20-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 76mmPIPE MOUNTING DIA:

 IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

Chiara

LED Garden Light Series

145Http://www.austarlux.

7001
16W-80W

Chiara

WLED CCT ΦLED 25℃ ΦMOD. ΦLUM. Φ/W

Chiara 8 16W 3/4/5000K 700mA 2.796lm 2.316lm 2.068lm 129lm/W 89%

Chiara 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Chiara 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Chiara 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Chiara 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Chiara 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

IP 66 IK 10

La serie Chiara es la opción más demandada en farol artístico LED.

B01 C01A01 D03 (TYPE III / V)



ESPECIFICACIONES
 Estructura: Inyección de aluminio

 Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

 Difusores laterales: Opcional (translúcido)

478 661 8 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

 Inclinación gradual: Opcional

 Grado de protección: IP66, IK10

 Garantía: 5/7/10 años

 ;ENECCertificación: CE; RoHS

 Clase de seguridad: I/II

MÓDULO LED*
 80Potencia: 16W- W

Eficiencia lm/W: 110-150 lm/W

 Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

 Tipo LED: Cree XPG3 

 Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

 CRI mínimo: 70/80

 FHS: <1%

CHIARA  16W-80W Chiara

Chiara Versions

146 Http://www.ChinaAustar.com 147Http://www.austarlux.com

CHIARA 16W-80W Chiara

Dimensions | Mounting

Columns and brackets

Chiara

La serie Chiara de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View

A1
A Housing is made of very corronsion resistant high pressure Die-casting aluminium with

UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Transparent stripe Polycarbonate bowl guarantee IP66 IK10 for complete luminaire

A1 Top  cover AL spun Refelector plate Decorative  base cover

Base upper ring

B

C

D

E

A2 A3

A4
A2

A5

B1 Top cover Ring gasket

B1

B3

C

Steel Gear plate in bottom base

Gracias al sistema óptico modular de Austar, la serie Chiara dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

Circle Module

Square Module

7001

B2

B2 Diffuser base gasket

Open View

D

A3

B3

A4

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

478

66
1

76 76

660

6
61

7002

B3 Bottom base gasket

Bottom base A5

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

E

6
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3
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0
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0
0

0

6
5

3

3
8

0

148

3
0

0
0

-
5

0
0

0

478

66
1
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76mm Spigot



ESPECIFICACIONES
Estructura: Inyección de aluminio

Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

Difusores laterales: Opcional (translúcido)

478 661 8 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

Inclinación gradual: Opcional

Grado de protección: IP66, IK10

Garantía: 5/7/10 años

;ENECCertificación: CE; RoHS

Clase de seguridad: I/II

MÓDULO LED*
80Potencia: 16W- W

Eficiencia lm/W: 110-150 lm/W

Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

Tipo LED: Cree XPG3 

Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

CRI mínimo: 70/80

FHS: <1%

CHIARA  16W-80W Chiara

Chiara Versions
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CHIARA 16W-80W Chiara

Dimensions | Mounting

Columns and brackets

Chiara

La serie Chiara de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View

A1
A Housing is made of very corronsion resistant high pressure Die-casting aluminium with

UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Transparent stripe Polycarbonate bowl guarantee IP66 IK10 for complete luminaire

A1 Top  cover AL spun Refelector plate Decorative  base cover

Base upper ring

B

C

D

E

A2 A3

A4
A2

A5

B1 Top cover Ring gasket

B1

B3

C

Steel Gear plate in bottom base

Gracias al sistema óptico modular de Austar, la serie Chiara dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

Circle Module

Square Module

7001

B2

B2 Diffuser base gasket

Open View

D

A3
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A4

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”
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B3 Bottom base gasket

Bottom base A5

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 
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Ambar (4-1) + Pole(TYPE003)

CHIARA 16W-80W

148 Http://www.ChinaAustar.com

CHIARA  16W-80W Chiara 1 Chiara 1



149Http://www.austarlux.com

Ambar (4-1) + Pole(TYPE003)

CHIARA 16W-80W

148 Http://www.ChinaAustar.com

CHIARA  16W-80W Chiara 1 Chiara 1
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DECORATIVE

7002

Hot Sale
DECORATIVE

7001

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

7001/2
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 95,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

Hot Sale

CHIARA  16W-80W Chiara 1 CHIARA 16W-80W Chiara 2

Dimensions | Mounting

Columns and brackets

D 90mm | 3.5”

Ø1 76mm | 3”

Ø2 89mm | 3.5”

478

6
6
1

76 76

660

6
61

478

66
1

76

76mm Spigot
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DECORATIVE

7002

Hot Sale
DECORATIVE

7001

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

 Key advantages

7001/2
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 95,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

Hot Sale

CHIARA  16W-80W Chiara 1 CHIARA 16W-80W Chiara 2

Dimensions | Mounting

Columns and brackets

D 90mm | 3.5”

Ø1 76mm | 3”

Ø2 89mm | 3.5”

478

6
6
1

76 76

660

6
61

478

6
61
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76mm Spigot
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TECHNICAL SPECIFICATIONS
 PoseidonSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 16-48pcs of LEDSLED Q'TY:

 20-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm),60mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

Poseidon

LED Street Light Series

153Http://www.austarlux.

New

5491-4
20W-50W

Poseidon
IP 66 IK 10

La serie Poseidon es la opción 
más demandada en farol artístico LED.

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Poseidon 18 20W 3/4/5000K 350mA 3.286lm 2.816lm 2.668lm 133lm/W 94%

Poseidon 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Poseidon 18 50W 3/4/5000K 800mA 8.249lm 6.938lm 6.454lm 129lm/W 93%

D03 (TYPE III / V)F02
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TECHNICAL SPECIFICATIONS
 PoseidonSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 16-48pcs of LEDSLED Q'TY:

 20-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm),60mmPIPE MOUNTING DIA:

 IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

Poseidon

LED Street Light Series

153Http://www.austarlux.

New

5491-4
20W-50W

Poseidon
IP 66 IK 10

La serie Poseidon es la opción 
más demandada en farol artístico LED.

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Poseidon 18 20W 3/4/5000K 350mA 3.286lm 2.816lm 2.668lm 133lm/W 94%

Poseidon 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Poseidon 18 50W 3/4/5000K 800mA 8.249lm 6.938lm 6.454lm 129lm/W 93%

D03 (TYPE III / V)F02
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DECORATIVE

5551-5

DECORATIVE

5491-4

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent stripe PMMA/PC tube 

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

5491-4/5551-5
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 6,464lm

Power consumption 20W to 50W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

POSEIDON  20W-50W Poseidon 4 POSEIDON 20W-50W Poseidon 5

Dimensions | Mounting

Columns and brackets

D 90mm | 3.5”

Ø1 76mm | 3”

Ø2 89mm | 3.5”

76mm Spigot

New New
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DECORATIVE

5551-5

DECORATIVE

5491-4

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent stripe PMMA/PC tube

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

5491-4/5551-5
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 6,464lm

Power consumption 20W to 50W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

POSEIDON  20W-50W Poseidon 4 POSEIDON 20W-50W Poseidon 5

Dimensions | Mounting

Columns and brackets

D 90mm | 3.5”

Ø1 76mm | 3”

Ø2 89mm | 3.5”

76mm Spigot
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DECORATIVE

5491

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent PMMA/PC tube

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

5491
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 6,454lm

Power consumption 20W to 50W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

Hot Sale

POSEIDON 20W-50W Poseidon 1

Dimensions | Mounting

Columns and brackets

D 90mm | 3.5”

Ø1 76mm | 3”

Ø2 89mm | 3.5”

76mm Spigot

POSEIDON  20W-50W Poseidon 1

255

7
50

76

255

7
50

76

Poseidon(1) + Pole(TYPE003) 6
5

3

3
8

0

148

3
0

0
0

-
5

0
0
0
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DECORATIVE

5491

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent PMMA/PC tube

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

5491
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 6,454lm

Power consumption 20W to 50W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

Hot Sale

POSEIDON 20W-50W Poseidon 1

Dimensions | Mounting
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Ø1 76mm | 3”

Ø2 89mm | 3.5”

76mm Spigot

POSEIDON  20W-50W Poseidon 1

255

7
50

76

255

7
50

76

Poseidon(1) + Pole(TYPE003) 6
5

3

3
8

0

148

3
0

0
0

-
5

0
0
0



159Http://www.austarlux.com158 Http://www.ChinaAustar.com

DECORATIVE

5551-3

5551/-3
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 6,454lm

Power consumption 20W to 50W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

Hot Sale

POSEIDON  20W-50W Poseidon 2 POSEIDON 20W-50W Poseidon 2/3

Dimensions | Mounting

Columns and brackets

D 90mm | 3.5”

Ø1 76mm | 3”

Ø2 89mm | 3.5”

76mm Spigot

Poseidon(2) + Pole(TYPE003) Poseidon(2-1) + Pole(TYPE003)

5551

76

800

7
50

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent PMMA/PC tube

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

Key advantages
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DECORATIVE

5551-3

5551/-3
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 6,454lm

Power consumption 20W to 50W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

Hot Sale

POSEIDON  20W-50W Poseidon 2 POSEIDON 20W-50W Poseidon 2/3

Dimensions | Mounting

Columns and brackets

D 90mm | 3.5”

Ø1 76mm | 3”

Ø2 89mm | 3.5”

76mm Spigot

Poseidon(2) + Pole(TYPE003) Poseidon(2-1) + Pole(TYPE003)

5551

76

800

7
50

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent PMMA/PC tube

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages
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DECORATIVE

Au5551 HID

DECORATIVE

Dimensions | Mounting

Columns and brackets

 70W-150W HPS

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional Lamp with E40/E27 lampholder

• Protector in PMMA/PC transparent tube

• IP 66 tightness level for optic block

• Anodized louver reflector

• Symmetrical light distribution for lighting roads and 

streets

Key advantages

Villa (06) + Pole(TYPE001)

HID

HID

ITEM NO.
Au5491

SOCKET
E27/E40

USED LAMPS
Max:150W HPS/MH

Au5551 E27/E40 Max:150W HPS/MH

Dimensions | Mounting

Open versions

Au5491 HID

HID

 Photomatric curve

VILLA  Super 70W-150W HPS Poseidon 1Poseidon 1

3
0

0
0

1
0

0
0

5
0

0

140 THK 3 mm

76 THK 3 mm

250

180

22
14

THK12mm

76

800

7
5

0

D 90mm | 3.5”

Ø1 76mm | 3”

Ø2 89mm | 3.5”

76mm Spigot
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DECORATIVE

Au5551 HID

DECORATIVE

Dimensions | Mounting

Columns and brackets

 70W-150W HPS

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional Lamp with E40/E27 lampholder

• Protector in PMMA/PC transparent tube

• IP 66 tightness level for optic block

• Anodized louver reflector

• Symmetrical light distribution for lighting roads and

streets

 Key advantages

Villa (06) + Pole(TYPE001)

HID

HID

ITEM NO.
Au5491

SOCKET
E27/E40

USED LAMPS
Max:150W HPS/MH

Au5551 E27/E40 Max:150W HPS/MH

Dimensions | Mounting

Open versions

Au5491 HID

HID

 Photomatric curve

VILLA  Super 70W-150W HPS Poseidon 1Poseidon 1
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TECHNICAL SPECIFICATIONS
 PoseidonSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 16-48pcs of LEDSLED Q'TY:

 20-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm),60mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

Pencil

LED Garden Light Series

163Http://www.austarlux.

5481
20W-50W

Pencil
IP 66 IK 10

La serie Pencil es la opción 
más demandada en farol artístico LED.

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Pencil 18 20W 3/4/5000K 350mA 3.286lm 2.816lm 2.668lm 133lm/W 94%

Pencil 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Pencil 18 50W 3/4/5000K 800mA 8.249lm 6.938lm 6.454lm 129lm/W 93%

D03 (TYPE III / V)F02
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TECHNICAL SPECIFICATIONS
 PoseidonSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 16-48pcs of LEDSLED Q'TY:

 20-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 1 in.(26mm),60mmPIPE MOUNTING DIA:

 IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

Pencil

LED Garden Light Series

163Http://www.austarlux.

5481
20W-50W

Pencil
IP 66 IK 10

La serie Pencil es la opción 
más demandada en farol artístico LED.

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Pencil 18 20W 3/4/5000K 350mA 3.286lm 2.816lm 2.668lm 133lm/W 94%

Pencil 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Pencil 18 50W 3/4/5000K 800mA 8.249lm 6.938lm 6.454lm 129lm/W 93%

D03 (TYPE III / V)F02
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DECORATIVE

5481

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

5481
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 6,454lm

Power consumption 20W to 50W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

Hot Sale

PENCIL 20W-50W Pencil

Dimensions | Mounting

Columns and brackets

PENCIL  20W-50W Pencil

8
19

220

280

2
80

R143

44x20 x 4

3
0
00

8
19
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DECORATIVE

5481

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

 Key advantages

5481
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 6,454lm

Power consumption 20W to 50W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

Hot Sale

PENCIL 20W-50W Pencil

Dimensions | Mounting

Columns and brackets
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TECHNICAL SPECIFICATIONS
Au5481  luminaire is made of 3 parts.

 in casting aluminium,assembly is held to the top of louverTHE CAP

 is made of clear polycarbonate,diamter  200mm.THE DIFFUSER

 in cast aluminium,the control gear in the base,top mounting for 220mm pole.THE BASE PLANGE 

 in  aluminium anodized.THE LOUVER 

Painted by polyester powder,color on request

PROTECTION DEGREE:

Optical block IP65

SHOCK ENERGY:

2 Joules(Polycarbonate/PMMA tube  )

70 Joules(ME RESIST bowl) on request.

CLASS I

CLASSS II on request

ITEM NO.
Au5481

SOCKET
E27x2

USED LAMPS
Max:150W HPS/MH

167Http://www.austarlux.com

Au5481

HID
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TECHNICAL SPECIFICATIONS
Au5481  luminaire is made of 3 parts.

 in casting aluminium,assembly is held to the top of louverTHE CAP

 is made of clear polycarbonate,diamter  200mm.THE DIFFUSER

 in cast aluminium,the control gear in the base,top mounting for 220mm pole.THE BASE PLANGE 

 in  aluminium anodized.THE LOUVER 

Painted by polyester powder,color on request

PROTECTION DEGREE:

Optical block IP65

SHOCK ENERGY:

2 Joules(Polycarbonate/PMMA tube  )
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Au5481

HID
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TECHNICAL SPECIFICATIONS
 AlayaSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 16-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 76mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

169

7011
20W-80W

Alaya

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Alaya 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Alaya 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Alaya 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Alaya 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Alaya 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

IP 66 IK 10

La serie Alaya es la opción más demandada en farol artístico LED.

B01 C01A01 D03 (TYPE III / V)
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TECHNICAL SPECIFICATIONS
 AlayaSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 16-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 76mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

169

7011
20W-80W

Alaya

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Alaya 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Alaya 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Alaya 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Alaya 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Alaya 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

IP 66 IK 10

La serie Alaya es la opción más demandada en farol artístico LED.

B01 C01A01 D03 (TYPE III / V)



ESPECIFICACIONES
 Estructura: Inyección de aluminio

 Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

 Difusores laterales: Opcional (translúcido)

490 550 7 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

 Inclinación gradual: Opcional

 Grado de protección: IP66, IK10

 Garantía: 5/7/10 años

 ;ENECCertificación: CE; RoHS

 Clase de seguridad: I/II

MÓDULO LED*
 80Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

 Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

 Tipo LED: Cree XPG3 

 Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

 CRI mínimo: 70/80

 FHS: <1%

ALAYA  20W-80W Alaya

Alaya Versions

170 Http://www.ChinaAustar.com 171Http://www.austarlux.com

ALAYA 20W-80W Alaya

Dimensions | Mounting

Columns and brackets

Alaya

La serie Alaya de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View

A1

A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Transparent tempered glass guarantee IP66 IK10 for complete luminaire

A1 Top  cover Bottom adaptor Spun aluminium reflector

B

C

D

A2 A3

B1 Top cover Ring gasket

B1

B3

C

E

E

M16 Gland

Gracias al sistema óptico modular de Austar, la serie Alaya dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

Circle Module

Square Module

D
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B2

B2 Adaptor gasket
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ESPECIFICACIONES
 Estructura: Inyección de aluminio

 Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

 Difusores laterales: Opcional (translúcido)

490 550 7 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

 Inclinación gradual: Opcional

 Grado de protección: IP66, IK10

 Garantía: 5/7/10 años

 ;ENECCertificación: CE; RoHS

 Clase de seguridad: I/II

MÓDULO LED*
 80Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

 Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

 Tipo LED: Cree XPG3 

 Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

 CRI mínimo: 70/80

 FHS: <1%

ALAYA  20W-80W Alaya

Alaya Versions
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ALAYA 20W-80W Alaya

Dimensions | Mounting

Columns and brackets

Alaya

La serie Alaya de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View

A1

A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Transparent tempered glass guarantee IP66 IK10 for complete luminaire

A1 Top  cover Bottom adaptor Spun aluminium reflector

B
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D

A2 A3

B1 Top cover Ring gasket

B1

B3

C

E

E

M16 Gland

Gracias al sistema óptico modular de Austar, la serie Alaya dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

Circle Module

Square Module

D

7011 7012 7014

7021
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B2 Adaptor gasket
A3

A2
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DECORATIVE

Dimensions | Mounting

Columns and brackets

7011

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

Hot Sale

Magma (1) + Pole(TYPE003)

ALAYA  20W-80W Alaya 1 ALAYA 20W-80W Alaya 1

5
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5
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0
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0
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7011
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 95,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics
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DECORATIVE

Dimensions | Mounting

Columns and brackets

7011

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

Hot Sale

Magma (1) + Pole(TYPE003)

ALAYA  20W-80W Alaya 1 ALAYA 20W-80W Alaya 1
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7011
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 95,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics
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DECORATIVE

Villa (06) + Pole(TYPE001)

Dimensions | Mounting

Columns and brackets

ALAYA  20W-40W Alaya 2 ALAYA 20W-40W Alaya 2

7012

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot
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7012
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 5,154m

Power consumption 20W to 40W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages
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DECORATIVE

Villa (06) + Pole(TYPE001)

Dimensions | Mounting

Columns and brackets

ALAYA  20W-40W Alaya 2 ALAYA 20W-40W Alaya 2

7012

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot
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7012
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 5,154m

Power consumption 20W to 40W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages
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DECORATIVE

Dimensions | Mounting

Columns and brackets

7014

7013/4
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 95,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”60mm Spigot

ALAYA  20W-80W Alaya 3 ALAYA 20W-80W Alaya 4

DECORATIVE

7013
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New New

• H igh  visual com fort

• Elegant and com fortab le so lution  for creating 

am biance

• Trad itional look com bined w ith  cutting edge 

technology

• Low  energy consum ption

• IP 66 tightness level for long lasting

• Energy savings of up  to  75%  com pared w ith  

trad itional light sources

• No light po llution: ULO R 0%  in  flat glass

version

• Surge protection  10kV

     Key advantages
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DECORATIVE

Dimensions | Mounting

Columns and brackets

7014

7013/4
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 95,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”60mm Spigot

ALAYA  20W-80W Alaya 3 ALAYA 20W-80W Alaya 4

DECORATIVE

7013
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New New

• H igh  visual com fort

• Elegant and com fortab le so lution  for creating 

am biance

• Trad itional look com bined w ith  cutting edge 

technology

• Low  energy consum ption

• IP 66 tightness level for long lasting

• Energy savings of up  to  75%  com pared w ith  

trad itional light sources

• No light po llution: ULO R 0%  in  flat glass

version

• Surge protection  10kV

     Key advantages
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DECORATIVE

7022

Villa (06) + Pole(TYPE001)

Dimensions | Mounting

Columns and brackets

DECORATIVE

7021
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ALAYA  20W-40W Alaya 5 ALAYA 20W-40W Alaya 6

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot
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7021/2
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 5,154m

Power consumption 16W to 40W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics
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• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages
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DECORATIVE

7022

Villa (06) + Pole(TYPE001)

Dimensions | Mounting

Columns and brackets

DECORATIVE

7021
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ALAYA  20W-40W Alaya 5 ALAYA 20W-40W Alaya 6

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot
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7021/2
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 5,154m

Power consumption 16W to 40W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

       Characteristics
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• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

     Key advantages



Au7011

E27Au7011 HPS:150W

CLASS I

SHOCK ENERGY

THE DOME  made of aluminium diecasting body insures the overwhole protction of the luminaire.THE DOME assembly in 

stainless steel is held to the flange by means of Zinc coated steel tweaded rods,access for maintenance is easly 

achieved by removing the top part of the DOME assembly.

THE DIFFUSER made of frost polycarbonate,A reflector in pure aluminium stamped out in one piece..

Painted by polyester powder,color on request.

PROTCTION DEGREE:

THE BASE made of  die cast aluminium.mounting for a 60mm.

AU7011  luminaire is made of 3 mail parts:

Optical block Ip66

20 Joules(polycarbnate bowl)

CLASS II on request

Au7011
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Au7011

E27Au7011 HPS:150W

CLASS I

SHOCK ENERGY

THE DOME  made of aluminium diecasting body insures the overwhole protction of the luminaire.THE DOME assembly in 

stainless steel is held to the flange by means of Zinc coated steel tweaded rods,access for maintenance is easly 

achieved by removing the top part of the DOME assembly.

THE DIFFUSER made of frost polycarbonate,A reflector in pure aluminium stamped out in one piece..

Painted by polyester powder,color on request.

PROTCTION DEGREE:

THE BASE made of  die cast aluminium.mounting for a 60mm.

AU7011  luminaire is made of 3 mail parts:

Optical block Ip66

20 Joules(polycarbnate bowl)

CLASS II on request

Au7011
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LED Garden Light Series
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TECHNICAL SPECIFICATIONS
 SteliaSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 16-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 76mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

183Http://www.austarlux.

6021
20W-80W

Stelia

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Stelia 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Stelia 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Stelia 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Stelia 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Stelia 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

IP 66 IK 10

La serie Stelia es la opción más demandada en farol artístico LED.

B01 C01A01 D03 (TYPE III / V)



LED Garden Light Series
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TECHNICAL SPECIFICATIONS
 SteliaSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 16-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 76mmPIPE MOUNTING DIA:

 IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

183Http://www.austarlux.

6021
20W-80W

Stelia

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Stelia 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Stelia 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Stelia 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Stelia 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Stelia 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

IP 66 IK 10

La serie Stelia es la opción más demandada en farol artístico LED.

B01 C01A01 D03 (TYPE III / V)



6021
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 95,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

185Http://www.austarlux.com184 Http://www.ChinaAustar.com

DECORATIVE

Villa (06) + Pole(TYPE001)

Dimensions | Mounting

Columns and brackets

STELIA  20W-80W Stelia STELIA 20W-80W Stelia

6021

D 90mm | 3.5”

Ø1 76mm | 3”

Ø2 89mm | 3.5”

76mm Spigot

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

OPEN VERSION
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6021
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 95,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics
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DECORATIVE

Villa (06) + Pole(TYPE001)

Dimensions | Mounting

Columns and brackets

STELIA  20W-80W Stelia STELIA 20W-80W Stelia

6021

D 90mm | 3.5”

Ø1 76mm | 3”

Ø2 89mm | 3.5”

76mm Spigot

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

 Key advantages

OPEN VERSION
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LED Garden Light Series
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TECHNICAL SPECIFICATIONS
 NettaSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 16-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 76mmPIPE MOUNTING DIA:

 IP44IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

187Http://www.austarlux.

5831
20W-80W

Netta

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Netta 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Netta 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Netta 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Netta 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Netta 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

IP 44 IK 10

La serie Netta es la opción más demandada en farol artístico LED.

B01 C01A01 D03 (TYPE III / V)



LED Garden Light Series
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TECHNICAL SPECIFICATIONS
 NettaSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 16-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 76mmPIPE MOUNTING DIA:

 IP44IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

187Http://www.austarlux.

5831
20W-80W

Netta

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Netta 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Netta 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Netta 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Netta 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Netta 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

IP 44 IK 10

La serie Netta es la opción más demandada en farol artístico LED.

B01 C01A01 D03 (TYPE III / V)



ESPECIFICACIONES
 Estructura: Inyección de aluminio

 Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

 Difusores laterales: Opcional (translúcido)

600 655 5 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

 Inclinación gradual: Opcional

 Grado de protección: Optical block IP66, IK10

 Garantía: 5/7/10 años

 Certificación: CE; RoHS;ENEC

 Clase de seguridad: I/II

MÓDULO LED*
 80Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

 Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

 Tipo LED: Cree XPG3 

 Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

 CRI mínimo: 70/80

 FHS: <1%

NETTA  20W-80W Netta

Netta Versions

188 Http://www.ChinaAustar.com 189Http://www.austarlux.com

NETTA 20W-80W Netta

Dimensions | Mounting

Columns and brackets

La serie Netta  de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View
A1

A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon glue and embedded vent caps guarantee Ip65 for optical block.

Transparent polycarbonate bowl guarantee  IK10 for complete luminaire

A1 Top  Fixation part Top dome Al spun cover Spun Al ring plate

B

C

D

A2 A3

B1 Silicon glueB1

B3

C

E

E

Galvanizing steel hook to protect well when opening or closing

Gracias al sistema óptico modular de Austar, la serie Netta dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

Circle Module

Square Module

D

5831

E

A2

A3

D

5831B 5831A 5831E 5831C

100

M26

(3/4" gas)

TOP TYPE01 TOP TYPE02 TOP TYPE03

6
5

5

600

Netta



ESPECIFICACIONES
Estructura: Inyección de aluminio

Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

Difusores laterales: Opcional (translúcido)

600 655 5 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

Inclinación gradual: Opcional

Grado de protección: Optical block IP66, IK10

Garantía: 5/7/10 años

Certificación: CE; RoHS;ENEC

Clase de seguridad: I/II

MÓDULO LED*
80Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

Tipo LED: Cree XPG3 

Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

CRI mínimo: 70/80

FHS: <1%

NETTA  20W-80W Netta

Netta Versions
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NETTA 20W-80W Netta

Dimensions | Mounting

Columns and brackets

La serie Netta  de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View
A1

A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon glue and embedded vent caps guarantee Ip65 for optical block.

Transparent polycarbonate bowl guarantee  IK10 for complete luminaire

A1 Top  Fixation part Top dome Al spun cover Spun Al ring plate

B

C

D

A2 A3

B1 Silicon glueB1

B3

C

E

E

Galvanizing steel hook to protect well when opening or closing

Gracias al sistema óptico modular de Austar, la serie Netta dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 
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D
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D

5831B 5831A 5831E 5831C
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5831

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

Magma (1) + Pole(TYPE003)

NETTA 20W-80W Netta 1

5831
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 95,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

NETTA  20W-80W Netta 1

100

M26

(3/4" gas)

TOP TYPE01 TOP TYPE02 TOP TYPE03
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5831

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages

Magma (1) + Pole(TYPE003)

NETTA 20W-80W Netta 1

5831
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 95,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

NETTA  20W-80W Netta 1

100

M26

(3/4" gas)

TOP TYPE01 TOP TYPE02 TOP TYPE03
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5831C

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

Magma (1) + Pole(TYPE003)

5831B/C
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 95,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

DECORATIVE

5831B

100

M26

(3/4" gas)

TOP TYPE01 TOP TYPE02 TOP TYPE03

4
2

0

600

6
5

5

600

NETTA 20W-80W Netta 3NETTA  20W-80W Netta 2

4
0

0
0

-
6
0
0
0

800
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5831C

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages

Magma (1) + Pole(TYPE003)

5831B/C
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 95,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

DECORATIVE

5831B

100

M26

(3/4" gas)

TOP TYPE01 TOP TYPE02 TOP TYPE03

4
2

0

600

6
5

5

600

NETTA 20W-80W Netta 3NETTA  20W-80W Netta 2

4
0

0
0

-
6
0
0
0
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5831E

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent polycarbonate bowl

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

Key advantages

D 90mm | 3.5”

Ø1 76mm | 3”

Ø2 90mm | 3.5”

76mm Spigot

Netta (4) + Pole(TYPE003)

ALAYA 20W-80W

5831A/E
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 95,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

DECORATIVE

5831A

76

600

9
5

0

6
5
3

3
8
0

148

3
0
0
0

-
5
0
0
0

NETTA 20W-80W Netta 5NETTA  20W-80W Netta 4

Netta (4) + Pole(TYPE003)
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5831E

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages

D 90mm | 3.5”

Ø1 76mm | 3”

Ø2 90mm | 3.5”

76mm Spigot

Netta (4) + Pole(TYPE003)

ALAYA 20W-80W

5831A/E
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 95,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

DECORATIVE

5831A

76

600
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NETTA 20W-80W Netta 5NETTA  20W-80W Netta 4

Netta (4) + Pole(TYPE003)



LED Garden Light Series
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TECHNICAL SPECIFICATIONS
 Netta LuxeSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 16-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 76mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

197Http://www.austarlux.

5831 Luxe

20W-80W

Netta Luxe

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Netta Luxe 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Netta Luxe 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Netta Luxe 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Netta Luxe 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Netta Luxe 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

IP 66 IK 10

La serie Netta Luxe es la opción más demandada en farol artístico LED.

B01 C01A01 D03 (TYPE III / V)

NEW



LED Garden Light Series
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TECHNICAL SPECIFICATIONS
 Netta LuxeSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 16-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 76mmPIPE MOUNTING DIA:

 IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:
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5831 Luxe

20W-80W

Netta Luxe

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Netta Luxe 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Netta Luxe 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Netta Luxe 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Netta Luxe 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Netta Luxe 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

IP 66 IK 10

La serie Netta Luxe es la opción más demandada en farol artístico LED.

B01 C01A01 D03 (TYPE III / V)

NEW



ESPECIFICACIONES
 Estructura: Inyección de aluminio

 Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

 Difusores laterales: Opcional (translúcido)

600 655 8 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

 Inclinación gradual: Opcional

 Grado de protección: IP66, IK10

 Garantía: 5/7/10 años

 Certificación: CE; RoHS;ENEC

 Clase de seguridad: I/II

MÓDULO LED*
 80Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

 Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

 Tipo LED: Cree XPG3 

 Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

 CRI mínimo: 70/80

 FHS: <1%

NETTA  20W-80W Netta Luxe

Netta Luxe Versions
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NETTA 20W-80W Netta Luxe

Dimensions | Mounting

Columns and brackets

Netta Luxe

La serie Netta Luxe de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View
A1

A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Transparent tempered glass guarantee IP66 IK10 for complete luminaire

A1 Top diecasting fixation Spun aluminium sheet dome Diecasting Big ring plate

B

C

D

A2 A3

B1 Top cover Ring silicon gasket

B1

B3

C

E

E

M16 Gland

Gracias al sistema óptico modular de Austar, la serie Netta Luxe dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

Circle Module

Square Module

D

5831 Luxe1

B1

B2 Diffuser ring silicon gasketA4

A3

6
5
3

3
8
0

148

3
0
0
0

-
5
0
0
0

A2

B2

A4 Bottom diecasting Small ring

100

M26

(3/4" gas)

TOP TYPE01 TOP TYPE02 TOP TYPE03

6
5

5

600

5831B Luxe2 5831A Luxe3 5831E Luxe4

NEW

76

600

9
5

0

Netta Luxe(3) + Pole(TYPE003)

A4



ESPECIFICACIONES
Estructura: Inyección de aluminio

Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

Difusores laterales: Opcional (translúcido)

600 655 8 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

Inclinación gradual: Opcional

Grado de protección: IP66, IK10

Garantía: 5/7/10 años

Certificación: CE; RoHS;ENEC

Clase de seguridad: I/II

MÓDULO LED*
80Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

Tipo LED: Cree XPG3

Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

CRI mínimo: 70/80

FHS: <1%

NETTA  20W-80W Netta Luxe

Netta Luxe Versions
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NETTA 20W-80W Netta Luxe

Dimensions | Mounting

Columns and brackets

Netta Luxe

La serie Netta Luxe de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View
A1

A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Transparent tempered glass guarantee IP66 IK10 for complete luminaire

A1 Top diecasting fixation Spun aluminium sheet dome Diecasting Big ring plate

B

C

D

A2 A3

B1 Top cover Ring silicon gasket

B1

B3

C

E

E

M16 Gland

Gracias al sistema óptico modular de Austar, la serie Netta Luxe dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 
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Square Module

D
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5831 Luxe 1

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

NEW

Magma (1) + Pole(TYPE003)

NETTA 20W-80W Netta Luxe 1

5831 Luxe 1

Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 95,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

100

M26

(3/4" gas)

TOP TYPE01 TOP TYPE02 TOP TYPE03

NETTA  20W-80W Netta Luxe 1
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5831 Luxe 1

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

 Key advantages

NEW

Magma (1) + Pole(TYPE003)

NETTA 20W-80W Netta Luxe 1

5831 Luxe 1

Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 95,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

100

M26

(3/4" gas)

TOP TYPE01 TOP TYPE02 TOP TYPE03

NETTA  20W-80W Netta Luxe 1



203Http://www.austarlux.com202 Http://www.ChinaAustar.com

DECORATIVE

Dimensions | Mounting

Columns and brackets

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

D 90mm | 3.5”

Ø1 76mm | 3”

Ø2 90mm | 3.5”

76mm Spigot

Netta (4) + Pole(TYPE003)

5831A/E Luxe3/4

Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 95,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

DECORATIVE

76
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Netta Luxe(3) + Pole(TYPE003)

NETTA 20W-80W Netta Luxe 3/4NETTA  20W-80W Netta Luxe 2

5831B Luxe 2
5831E Luxe 45831A Luxe 3

NEWNEW
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AU5831,AU5831A  luminaire is made of 3 mail parts:

THE OPTICAL BLOCK is composed of an anodized aluminium reflector,sealed to a bowl,the lot is attached to the dome 

by means o hinge and locked by 4X1/4 turns locks.

THE DOME  in embossed aluminium or aged copper,insures the protection of the reflector and the control gear.

THE DIFFUSER made of clear or opal methacrylate,standard or ogive shape on request.

Painted by polyester powder,color on request.

PROTCTION DEGREE:

Optical block IP65

SHOCK ENERGY

2 Joules

CLASS I

CLASS II on request

Au5831B Au5831C Au5831D

204 205Http://www.austarlux.comHttp://www.chinaaustar.com

HID

More poles for fitting,pls check PG.243

MAX:250W
  (600MM)
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400

(700mm)

MAX:400W
  (700MM)

SHOCK ENERGY

THE DOME  in embossed aluminium or aged copper,insures the protection of the reflector and the control gear.

THE OPTICAL BLOCK is composed of an anodized aluminium reflector,sealed to a bowl,the lot is attached to the dome by 

means o hinge and locked by 4X1/4 turns locks.

PROTCTION DEGREE:

CLASS I

AU5831,AU5831A  luminaire is made of 3 mail parts:

Painted by polyester powder,color on request.

CLASS II on request

Optical block IP65

2 Joules

THE DIFFUSER made of clear or opal methacrylate,standard or ogive shape on request.

HID
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LED Garden Light Series
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TECHNICAL SPECIFICATIONS
 PerlaSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 16-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 76mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

209Http://www.austarlux.

5661a
20W-80W

Perla

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Perla 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Perla 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Perla 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Perla 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Perla 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

IP 66 IK 10

La serie Netta Luxe es la opción más demandada en farol artístico LED.

B01 C01A01 D03 (TYPE III / V)

NEW
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DECORATIVE

Dimensions | Mounting

Columns and brackets

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

D 90mm | 3.5”

Ø1 76mm | 3”

Ø2 90mm | 3.5”

76mm Spigot

Netta (4) + Pole(TYPE003)

5661A
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 95,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

DECORATIVE

Perla 1 + Pole(TYPE003)

PERLA 20W-80W Perla 2PERLA  20W-80W Perla 1

5661a

NEWNEW
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TECHNICAL SPECIFICATIONS
 GardenSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 16-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 IP65IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

213Http://www.austarlux.

5181
20W-80W

Garden

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Garden 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.368lm 118lm/W 81%

Garden 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.123lm 118lm/W 83%

Garden 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 4.754lm 119lm/W 85%

Garden 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.266lm 119lm/W 85%

Garden 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.086lm 113lm/W 83%

IP 65 IK 10

La serie Netta Luxe es la opción más demandada en farol artístico LED.

B01 C01A01 D03 (TYPE III / V)
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DECORATIVE

Dimensions | Mounting

Columns and brackets

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

Netta (4) + Pole(TYPE003)

5181B/C
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,368 to 90,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

DECORATIVE

GARDEN 20W-80W Garden 2GARDEN  20W-80W Garden 1

5181B 5181C

Perla 1 + Pole(TYPE003)
OPEN VERSION
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Painted by polyester powder,color on request.

THE BASE made of  die cast aluminium.onto which the control gear ,lamp and its protection cover are fixed,mounting for 

a 60mm.

PROTCTION DEGREE:

20 Joules(polycarbnate bowl)

Optical block IP55

THE DOME  made of embossed  aluminium anodized insures the overwhole protction of the luminaire.THE DOME 

assembly in stainless steel is held to the flange by means of Zinc coated steel tweaded rods,access for maintenance is 

easly achieved by removing the top part of the DOME assembly.

CLASS I

AU5181D,B,C  luminaire is made of 3 mail parts:

THE DIFFUSER made of frost polycarbonate,A reflector in pure aluminium stamped out in one piece..

CLASS II on request

SHOCK ENERGY
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LED Garden Light Series
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TECHNICAL SPECIFICATIONS
 EuropeaSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 16-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

219Http://www.austarlux.

5061
20W-80W

Europea
IP 66 IK 10

La serie Netta Luxe es la opción más demandada en farol artístico LED.

B01 C01A01 D03 (TYPE III / V)

Hot Sale

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Europea 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Europea 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Europea 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Europea 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Europea 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%
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 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

219Http://www.austarlux.

5061
20W-80W

Europea
IP 66 IK 10

La serie Netta Luxe es la opción más demandada en farol artístico LED.

B01 C01A01 D03 (TYPE III / V)

Hot Sale

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Europea 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Europea 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Europea 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Europea 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Europea 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5061

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

Hot sale

Magma (1) + Pole(TYPE003)

EUROPEA 20W-80W Europea

5061
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 95,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

EUROPEA  20W-80W Europea

520

70
0

60

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

520

70
0

60



221Http://www.austarlux.com220 Http://www.ChinaAustar.com

DECORATIVE

Dimensions | Mounting

Columns and brackets

5061

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

 Key advantages

Hot sale

Magma (1) + Pole(TYPE003)

EUROPEA 20W-80W Europea

5061
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 95,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

EUROPEA  20W-80W Europea

520

7
00

60

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

520

7
0
0

60



Garden Light Series

TECHNICAL SPECIFICATIONS
AU5061 luminaire is made of 3 parts.

 made of embossed aluminium sheet,thickness:2mm,once removed the cap and control gear are easily THE CAP

attained.

 of the luminaire is made up of 3 parts,A ring in die cast aluminium supported by 4 arms in cast aluminium fixed THE FRAME

to the base flange.Moungting for a Ö60 held with 2 rows of set stainless steel screws.

 is made up of 3 parts sealed together so as to obtain a high degree of protection.THE OPTICAL BLOCK

A control gear cover with lamp holder cap

A conical bowl in opal or clear quality polycarbonate material.

A reflector made in embossed aluminium,anodized.

Painted by polyester powder,color on request

PROTECTION DEGREE:

Optical block Ip66

SHOCK ENERGY:

2 Joules(Polycarbonate  bowl)

70 Joules(ME RESIST bowl) on request.

CLASS I

CLASSS II on request

Au5061

Au5061

ITEM NO.
AU5061

SOCKET
E27/E40

USED LAMPS
Max:250W HPS

222 Http://www.austarlux.net 223Http://www.austarlux.com

3
0
0
0

1
0
0
0

5
0
0

140 THK 3 mm

76 THK 3 mm

250

180

22
14

THK12mm

HID

More poles for fitting,pls check PG.243



Garden Light Series

TECHNICAL SPECIFICATIONS
AU5061 luminaire is made of 3 parts.

 made of embossed aluminium sheet,thickness:2mm,once removed the cap and control gear are easily THE CAP

attained.

 of the luminaire is made up of 3 parts,A ring in die cast aluminium supported by 4 arms in cast aluminium fixed THE FRAME

to the base flange.Moungting for a Ö60 held with 2 rows of set stainless steel screws.

 is made up of 3 parts sealed together so as to obtain a high degree of protection.THE OPTICAL BLOCK

A control gear cover with lamp holder cap

A conical bowl in opal or clear quality polycarbonate material.

A reflector made in embossed aluminium,anodized.

Painted by polyester powder,color on request

PROTECTION DEGREE:

Optical block Ip66

SHOCK ENERGY:

2 Joules(Polycarbonate  bowl)

70 Joules(ME RESIST bowl) on request.

CLASS I

CLASSS II on request

Au5061

Au5061

ITEM NO.
AU5061

SOCKET
E27/E40

USED LAMPS
Max:250W HPS
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140 THK 3 mm

76 THK 3 mm
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180

22
14

THK12mm

HID

More poles for fitting,pls check PG.243



LED Garden Light Series
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TECHNICAL SPECIFICATIONS
 ModenaSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 16-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 Optical block IP65IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

225Http://www.austarlux.

5361
20W-80W

Modena
IP 65 IK 10

La serie Netta Luxe es la opción más demandada en farol artístico LED.

B01 C01A01 D03 (TYPE III / V)

Hot Sale

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Modena 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Modena 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Modena 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Modena 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Modena 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

La serie Modena es la opción más demandada en farol artístico LED.



LED Garden Light Series
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TECHNICAL SPECIFICATIONS
 ModenaSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 16-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 Optical block IP65IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

225Http://www.austarlux.

5361
20W-80W

Modena
IP 65 IK 10

La serie Netta Luxe es la opción más demandada en farol artístico LED.

B01 C01A01 D03 (TYPE III / V)

Hot Sale

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Modena 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Modena 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Modena 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Modena 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Modena 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

La serie Modena es la opción más demandada en farol artístico LED.
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5361

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

Hot sale

Magma (1) + Pole(TYPE003)

MODENA 20W-80W Modena 1

5361
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 95,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

MODENA  20W-80W Modena 1

100

M26

(3/4" gas)

TOP TYPE01

TOP TYPE02

Au5361 HID E27/E40

560

26(3/4'')

3
60

26

7
1
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5361

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages

Hot sale

Magma (1) + Pole(TYPE003)

MODENA 20W-80W Modena 1

5361
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 95,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

MODENA  20W-80W Modena 1

100

M26

(3/4" gas)

TOP TYPE01

TOP TYPE02

Au5361 HID E27/E40

560

26(3/4'')

3
60

26

7
1
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5361 L

Modena 2  + Pole(TYPE003)

MODENA 20W-120W Modena 2

5361L
Recommended

installation height
4m to 8m / 10’ to 20’

Typical luminaire

Output flux (range)
2,068 to 15,366lm

Power consumption 16W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

MODENA  20W-120W Modena 2

TOP TYPE01

TOP TYPE02

680

4
0

5

5
2

5

M26 (3/4 gas)

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

NEW

100

M26

(3/4" gas)26

7
1
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5361 L

Modena 2  + Pole(TYPE003)

MODENA 20W-120W Modena 2

5361L
Recommended

installation height
4m to 8m / 10’ to 20’

Typical luminaire

Output flux (range)
2,068 to 15,366lm

Power consumption 16W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

MODENA  20W-120W Modena 2

TOP TYPE01

TOP TYPE02

680

4
0

5

5
2

5

M26 (3/4 gas)

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

 Key advantages

NEW

100

M26

(3/4" gas)26

7
1
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TECHNICAL SPECIFICATIONS
 DisanoSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 16-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 LED Module IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

231Http://www.austarlux.

5461
20W-80W

Disano

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Disano 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Disano 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Disano 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Disano 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

IP 55 IK 10

La serie Disona es la opción 
más demandada en farol artístico LED.

D03 (TYPE III / V)F02



LED Garden Light Series
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TECHNICAL SPECIFICATIONS
 DisanoSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 16-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 LED Module IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

231Http://www.austarlux.

5461
20W-80W

Disano

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Disano 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Disano 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Disano 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Disano 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

IP 55 IK 10

La serie Disona es la opción 
más demandada en farol artístico LED.

D03 (TYPE III / V)F02
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5461

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

Hot Sale

Magma (1) + Pole(TYPE003)

DISANO  20W-80W Disano DISANO 20W-80W Disano

5461
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 95,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

6
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5461

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

Hot Sale

Magma (1) + Pole(TYPE003)

DISANO  20W-80W Disano DISANO 20W-80W Disano

5461
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 95,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics
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HID

More poles for fitting,pls check PG.243
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LED Garden Light Series
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TECHNICAL SPECIFICATIONS
 ImperialSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 16-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 26mm/60mm/76mmPIPE MOUNTING DIA:

 LED Module IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

237Http://www.austarlux.

5691
20W-80W

Imperial
IP 55 IK 10

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Imperial 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.368lm 118lm/W 81%

Imperial 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.123lm 118lm/W 83%

Imperial 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 4.754lm 119lm/W 85%

Imperial 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.266lm 119lm/W 85%

Imperial 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.086lm 113lm/W 83%

C01A01 D03 (TYPE III / V)
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TECHNICAL SPECIFICATIONS
 ImperialSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 16-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 26mm/60mm/76mmPIPE MOUNTING DIA:

 LED Module IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:
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5691
20W-80W

Imperial
IP 55 IK 10

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Imperial 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.368lm 118lm/W 81%

Imperial 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.123lm 118lm/W 83%

Imperial 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 4.754lm 119lm/W 85%

Imperial 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.266lm 119lm/W 85%

Imperial 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.086lm 113lm/W 83%

C01A01 D03 (TYPE III / V)



5691
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,368 to 90,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5691

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

Hot Sale

Magma (1) + Pole(TYPE003)

IMPERIAL  20W-80W Imperial IMPERIAL 20W-80W Imperial



5691
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,368 to 90,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

239Http://www.austarlux.com238 Http://www.ChinaAustar.com

DECORATIVE

Dimensions | Mounting

Columns and brackets

5691

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages

Hot Sale

Magma (1) + Pole(TYPE003)

IMPERIAL  20W-80W Imperial IMPERIAL 20W-80W Imperial
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5961A

5961A
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,368 to 90,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

76mm Spigot

ROMANICO  20W-80W Romanico 31 ROMANICO 20W-80W Romanico 32

DECORATIVE

5681-31

Dimensions | Mounting

Columns and brackets

5681-11
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,368 to 90,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

26mm Spigot

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in stripe tempered glass

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in prismatic polycarbonate plate

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5961A

5961A
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,368 to 90,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

76mm Spigot

ROMANICO  20W-80W Romanico 31 ROMANICO 20W-80W Romanico 32

DECORATIVE

5681-31

Dimensions | Mounting

Columns and brackets

5681-11
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,368 to 90,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

26mm Spigot

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in stripe tempered glass

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in prismatic polycarbonate plate

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages



LED Urban Light Series
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TECHNICAL SPECIFICATIONS
 Romanico LuxeSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 20-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

243Http://www.austarlux.

5681
20W-80W

IP 66 IK 10

D03 (TYPE III / V)

NEW

F02

WLED CCT ΦLED 25℃ ΦMOD. ΦLUM. Φ/W

Romanico 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Romanico 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Romanico 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Romanico 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Romanico 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

F03

La serie Romanico es la opción 
más demandada en farol artístico LED.

Romanico Luxe



LED Urban Light Series
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TECHNICAL SPECIFICATIONS
 Romanico LuxeSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 20-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:
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5681
20W-80W

IP 66 IK 10

D03 (TYPE III / V)

NEW

F02

WLED CCT ΦLED 25℃ ΦMOD. ΦLUM. Φ/W

Romanico 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Romanico 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Romanico 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Romanico 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Romanico 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

F03

La serie Romanico es la opción 
más demandada en farol artístico LED.

Romanico Luxe



ESPECIFICACIONES
 Estructura: Inyección de aluminio

 Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

 Difusores laterales: Opcional (translúcido)

455 940 9 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

 Inclinación gradual: Opcional

 Grado de protección: IP66, IK10

 Garantía: 5/7/10 años

 Certificación: CE; RoHS;ENEC

 Clase de seguridad: I/II

MÓDULO LED*
 80Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

 Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

 Tipo LED: Cree XPG3 

 Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

 CRI mínimo: 70/80

 FHS: <1%

ROMANICO  20W-80W Romanico Luxe

Romanico Versions
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Dimensions | Mounting

Columns and brackets

Romanico Luxe

La serie Romanico de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View

B1

B3

C

F

Gracias al sistema óptico modular de Austar, la serie Romanico dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

Circle Module

Square Module

D

5681-1

A8

5681-2 5681-3

5681-7 5681-8 5681-9

A1

A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Translucent polycarbonate cube gobal guarantee IP66 IK10 for complete luminaire

A1 Top tips Dome cover Big Dome

Bar

B

C

D

E

A2 A3

A6

B1 Big top dome cover gasket

F

Cable Gland

Nema socket

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

B2 Diffuser gasket

B2

Bottom base flangeA7

A4

A7

E

Tooless opening

400

455

455

940

60

455

815

60

ROMANICO  20W-80W Romanico Luxe

5681-4 5681-5 5681-6

653

380

148

3000 - 5000

653

380

148

3000 - 5000

653

380

148

3000 - 5000

455

760

3/4 Gas

A2

A6

A3

A5

Hexagon RingA4 A5 Clips for tooless opening or closing

Adapter for 60mm poleA8

455

970

60

4000 - 6000

800

5691-12

455

26

840



ESPECIFICACIONES
Estructura: Inyección de aluminio

Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

Difusores laterales: Opcional (translúcido)

455 940 9 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

Inclinación gradual: Opcional

Grado de protección: IP66, IK10

Garantía: 5/7/10 años

Certificación: CE; RoHS;ENEC

Clase de seguridad: I/II

MÓDULO LED*
80Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

Tipo LED: Cree XPG3 

Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

CRI mínimo: 70/80

FHS: <1%

ROMANICO  20W-80W Romanico Luxe

Romanico Versions
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Dimensions | Mounting

Columns and brackets

Romanico Luxe

La serie Romanico de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View

B1

B3

C

F

Gracias al sistema óptico modular de Austar, la serie Romanico dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

Circle Module

Square Module

D

5681-1

A8

5681-2 5681-3

5681-7 5681-8 5681-9

A1

A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Translucent polycarbonate cube gobal guarantee IP66 IK10 for complete luminaire

A1 Top tips Dome cover Big Dome

Bar

B

C

D

E

A2 A3

A6

B1 Big top dome cover gasket

F

Cable Gland

Nema socket

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

B2 Diffuser gasket

B2

Bottom base flangeA7

A4

A7

E

Tooless opening

400

455

455

940

60

455

815

60

ROMANICO  20W-80W Romanico Luxe

5681-4 5681-5 5681-6

653

380

148

3000 - 5000

653

380

148

3000 - 5000

653

380

148

3000 - 5000

455

760

3/4 Gas

A2

A6

A3

A5

Hexagon RingA4 A5 Clips for tooless opening or closing

Adapter for 60mm poleA8

455

970

60

4000 - 6000

800

5691-12

455

26

840



NEW NEW
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5681-1
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 9,586lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

76mm Spigot

ROMANICO  20W-80W Romanico Luxe1 ROMANICO 20W-80W Romanico Luxe 2/3

DECORATIVE

5681-1

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent tempered glass

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

455

940

60

455

815

60

455

940

60

455

970

60

653

380

148

3000 - 5000

5681-2 5681-3



NEW NEW
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5681-1
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 9,586lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

76mm Spigot

ROMANICO  20W-80W Romanico Luxe1 ROMANICO 20W-80W Romanico Luxe 2/3

DECORATIVE

5681-1

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent tempered glass

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages

455

940

60

455

815

60

455

940

60

455

970

60

653

380

148

3000 - 5000

5681-2 5681-3
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5681-4
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 9,586lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

ROMANICO  20W-80W Romanico Luxe 4 ROMANICO 20W-80W

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent tempered glass

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

455

760

3/4 Gas

4000 - 6000

800

4000 - 6000

800

3/4 Gas male

3/4 Gas female

5681-4

Romanico Luxe 4
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5681-4
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 9,586lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

ROMANICO  20W-80W Romanico Luxe 4 ROMANICO 20W-80W

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent tempered glass

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages

455

760

3/4 Gas

4000 - 6000

800

4000 - 6000

800

3/4 Gas male

3/4 Gas female

5681-4

Romanico Luxe 4
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DECORATIVE

Dimensions | Mounting

Columns and brackets

ROMANICO  20W-80W ROMANICO 20W-80W

DECORATIVE

5681-5

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in stripe tempered glass

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

3/4 Gas male

455

26

865

455

26

840

653

380

148

3000 - 5000

5681-6

Romanico Luxe 5 Romanico Luxe 6

26mm Spigot

455

26

840

5681-5/6
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 9,586lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

c/w diffuser
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DECORATIVE

Dimensions | Mounting

Columns and brackets

ROMANICO  20W-80W ROMANICO 20W-80W

DECORATIVE

5681-5

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in stripe tempered glass

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages

3/4 Gas male

455

26

865

455

26

840

653

380

148

3000 - 5000

5681-6

Romanico Luxe 5 Romanico Luxe 6

26mm Spigot

455

26

840

5681-5/6
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 9,586lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

c/w diffuser
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5681-7/8
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,368 to 9,586lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

ROMANICO  20W-80W ROMANICO 20W-80W

DECORATIVE

5681-7

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent PC diffuser

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

455

970

60

455

940

60

455

815

60

455

970

60

653

380

148

3000 - 5000

3/4 Gas male

5681-8

Romanico Luxe 7 Romanico Luxe 8

c/w diffuser
5681-5 c/w diffuser



NEW NEW

253Http://www.austarlux.com252 Http://www.ChinaAustar.com

DECORATIVE

Dimensions | Mounting

Columns and brackets

5681-7/8
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,368 to 9,586lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

ROMANICO  20W-80W ROMANICO 20W-80W

DECORATIVE

5681-7

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent PC diffuser

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages

455

970

60

455

940

60

455

815

60

455

970

60

653

380

148

3000 - 5000

3/4 Gas male

5681-8

Romanico Luxe 7 Romanico Luxe 8

c/w diffuser
5681-5 c/w diffuser
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5681-9

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

Magma (1) + Pole(TYPE003)

5681-9
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 9,586lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

ROMANICO Luxe  20W-80W Romanico Luxe9 ROMANICO Luxe 20W-80W Romanico Luxe9

NEW

Romanico Luxe + Pole(TYPE003)

455

970

60

455

970

60

653

380

148

3000 - 5000

c/w diffuser
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5681-9

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

Magma (1) + Pole(TYPE003)

5681-9
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 9,586lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

 Key advantages

ROMANICO Luxe  20W-80W Romanico Luxe9 ROMANICO Luxe 20W-80W Romanico Luxe9

NEW

Romanico Luxe + Pole(TYPE003)

455

970

60

455

970

60

653

380

148

3000 - 5000

c/w diffuser
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5681-11

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

5681-10/11
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 9,586lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

ROMANICO Luxe  20W-80W Romanico Luxe10 ROMANICO Luxe 20W-80W Romanico Luxe11

NEW

Romanico Luxe + Pole(TYPE003)

DECORATIVE

c/w diffuser
5681-10

c/w diffuser

455

680

4000 - 6000

800

455

60

865

653

380

148

3000 - 5000

455

60

865

26mm(3/4') Gas Female
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5681-11

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

5681-10/11
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 9,586lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in translucent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

 Key advantages

ROMANICO Luxe  20W-80W Romanico Luxe10 ROMANICO Luxe 20W-80W Romanico Luxe11

NEW

Romanico Luxe + Pole(TYPE003)

DECORATIVE

c/w diffuser
5681-10

c/w diffuser

455

680

4000 - 6000

800

455

60

865

653

380

148

3000 - 5000

455

60

865

26mm(3/4') Gas Female
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5691-13 Luxe

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

5691-13 Luxe
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 9,586lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology,toolless opening

• Protector in translucent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

IMPERIAL Luxe  20W-80W Imperial Luxe13 IMPERIAL Luxe 20W-80W Imperial Luxe13

NEW

455

60

970

455

940

60

455

940

60

Romanico Luxe + Pole(TYPE003)
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5691-13 Luxe

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

5691-13 Luxe
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 9,586lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology,toolless opening

• Protector in translucent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

 Key advantages

IMPERIAL Luxe  20W-80W Imperial Luxe13 IMPERIAL Luxe 20W-80W Imperial Luxe13

NEW

455

60

970

455

940

60

455

940

60

Romanico Luxe + Pole(TYPE003)
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5691-21

5691-21/2
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 9,586lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology,toolless opening

• Protector in translucent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

MOUGINS  20W-80W Mougins 21 MOUGINS 20W-80W Mougins 22

NEW

455

600

4000 - 6000

800

490

600

455

600

3/4 Gas

490

600

3/4 Gas

5691-22

26mm(3/4') Gas Male

26mm(3/4') Gas Female
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5691-21

5691-21/2
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 9,586lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology,toolless opening

• Protector in translucent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

 Key advantages

MOUGINS  20W-80W Mougins 21 MOUGINS 20W-80W Mougins 22

NEW

455

600

4000 - 6000

800

490

600

455

600

3/4 Gas

490

600

3/4 Gas

5691-22

26mm(3/4') Gas Male

26mm(3/4') Gas Female
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DECORATIVE

Dimensions | Mounting

Columns and brackets

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

5691-23/4
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 9,586lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology,toolless opening

• Protector in translucent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

MOUGINS  20W-80W Mougins 24 MOUGINS 20W-80W Mougins 23

NEW

Romanico Luxe + Pole(TYPE003)

455

780

490

780

455

780

653

380

148

3000 - 5000

653

380

148

3000 - 5000

5691-245691-23
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DECORATIVE

Dimensions | Mounting

Columns and brackets

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

5691-23/4
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 9,586lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology,toolless opening

• Protector in translucent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

 Key advantages

MOUGINS  20W-80W Mougins 24 MOUGINS 20W-80W Mougins 23

NEW

Romanico Luxe + Pole(TYPE003)

455

780

490

780

455

780

653

380

148

3000 - 5000

653

380

148

3000 - 5000

5691-245691-23
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5691-25/6
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 9,586lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology,toolless opening

• Protector in translucent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

MOUGINS  20W-80W Mougins 25 MOUGINS 20W-80W Mougins 26

NEW

5691-265691-25

455

190

490

190

26mm(3/4') Gas Female

26mm (3/4') Gas Male

4000 - 6000

800

4000 - 6000

800
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DECORATIVE

Dimensions | Mounting

Columns and brackets

5691-25/6
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 9,586lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology,toolless opening

• Protector in translucent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

 Key advantages

MOUGINS  20W-80W Mougins 25 MOUGINS 20W-80W Mougins 26

NEW

5691-265691-25

455

190

490

190

26mm(3/4') Gas Female

26mm (3/4') Gas Male

4000 - 6000

800

4000 - 6000

800
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23Http://www.austarlux.com266 Http://www.ChinaAustar.com 61

TECHNICAL SPECIFICATIONS
 SferaSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 16-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 LED Module IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

267Http://www.austarlux.

5701
20W-80W

Sfera
IP 55 IK 10

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Sfera 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.368lm 118lm/W 81%

Sfera 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.123lm 118lm/W 83%

Sfera 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 4.754lm 119lm/W 85%

Sfera 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.266lm 119lm/W 85%

Sfera 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.086lm 113lm/W 83%

C01A01 D03 (TYPE III / V)
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LED Garden Light Series
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TECHNICAL SPECIFICATIONS
 SferaSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 16-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 LED Module IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:
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5701
20W-80W

Sfera
IP 55 IK 10

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Sfera 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.368lm 118lm/W 81%

Sfera 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.123lm 118lm/W 83%

Sfera 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 4.754lm 119lm/W 85%

Sfera 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.266lm 119lm/W 85%

Sfera 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.086lm 113lm/W 83%

C01A01 D03 (TYPE III / V)



5701
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,368 to 90,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

269Http://www.austarlux.com268 Http://www.ChinaAustar.com

DECORATIVE

Dimensions | Mounting

Columns and brackets

5701

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in stripe transparent polycarbonate bowl

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

Hot Sale

SFERA  20W-80W Sfera SFERA 20W-80W Sfera

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

OPEN VERSION

OPEN VERSION

HID

E27

Max:150W



5701
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,368 to 90,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

269Http://www.austarlux.com268 Http://www.ChinaAustar.com

DECORATIVE

Dimensions | Mounting

Columns and brackets

5701

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in stripe transparent polycarbonate bowl

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages

Hot Sale

SFERA  20W-80W Sfera SFERA 20W-80W Sfera

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

OPEN VERSION

OPEN VERSION

HID

E27

Max:150W
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TECHNICAL SPECIFICATIONS
 FaneoSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 16-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 76mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

271Http://www.austarlux.

6091
20W-80W

Faneo

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Faneo 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Faneo 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Faneo 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Faneo 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

IP 66 IK 10

La serie Faneo es la opción 
más demandada en farol artístico LED.

D03 (TYPE III / V)F02

OPEN VERSION
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TECHNICAL SPECIFICATIONS
 FaneoSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 16-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 76mmPIPE MOUNTING DIA:

 IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

271Http://www.austarlux.

6091
20W-80W

Faneo

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Faneo 18 20W 3/4/5000K 350mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Faneo 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Faneo 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Faneo 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

IP 66 IK 10

La serie Faneo es la opción 
más demandada en farol artístico LED.

D03 (TYPE III / V)F02

OPEN VERSION
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DECORATIVE

Dimensions | Mounting

Columns and brackets

6091

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent/opal polycarbonate bowl

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

FANEO  20W-80W Faneo FANEO 20W-80W Faneo

D 90mm | 3.5”

Ø1 76mm | 3”

Ø2 90mm | 3.5”

76mm Spigot

6091
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 95,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics
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DECORATIVE

Dimensions | Mounting

Columns and brackets

6091

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent/opal polycarbonate bowl

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages

FANEO  20W-80W Faneo FANEO 20W-80W Faneo

D 90mm | 3.5”

Ø1 76mm | 3”

Ø2 90mm | 3.5”

76mm Spigot

6091
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,068 to 95,86lm

Power consumption 16W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics
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TECHNICAL SPECIFICATIONS
 EstellaSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

700MAWORKING CURRENT: 

0.96POWER FACTOR:

 27/42pcs of LEDSLED Q'TY:

 60/90WTOTAL CONSUMPTION:

 >105 Lm/wEFFICACY:

 Cree XPG3LED:

D01BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

275Http://www.austarlux.

AUT3021
60W/90W

Estella
IP 55 IK 10

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Estella 27 60W 3/4/5000K 700mA 9.896lm 7.846lm 6.198lm 104lm/W 79%

Estella 42 90W 3/4/5000K 700mA 15.120lm 11.886lm 9.285lm 103lm/W 78%

C01A01 D03 (TYPE III / V)

522

2
67

60 D01
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LED Garden Light Series
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TECHNICAL SPECIFICATIONS
 EstellaSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

700MAWORKING CURRENT: 

0.96POWER FACTOR:

 27/42pcs of LEDSLED Q'TY:

 60/90WTOTAL CONSUMPTION:

 >105 Lm/wEFFICACY:

 Cree XPG3LED:

D01BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

275Http://www.austarlux.

AUT3021
60W/90W

Estella
IP 55 IK 10

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Estella 27 60W 3/4/5000K 700mA 9.896lm 7.846lm 6.198lm 104lm/W 79%

Estella 42 90W 3/4/5000K 700mA 15.120lm 11.886lm 9.285lm 103lm/W 78%

C01A01 D03 (TYPE III / V)

522

2
6
7

60 D01
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DECORATIVE

Dimensions | Mounting

Columns and brackets

AUT3041

3041
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
9,896 to 15,120lm

Power consumption 60W to 90W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

ESTELLA  60W-90W Estella 1 ESTELLA 60W-90W Estella 2

DECORATIVE

AUT3021

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Modern look combined with cutting edge technology

• Protector in opal / transparent polycarbonate diffuser

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

522

2
6
7

60

522

2
6
7

60

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

522

1
9
1

6
0

TOP TYPE 01

522

6
7

26 (3/4'')

TOP TYPE 02

522

1
22

TOP TYPE 03
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DECORATIVE

Dimensions | Mounting

Columns and brackets

AUT3041

3041
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
9,896 to 15,120lm

Power consumption 60W to 90W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

ESTELLA  60W-90W Estella 1 ESTELLA 60W-90W Estella 2

DECORATIVE

AUT3021

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Modern look combined with cutting edge technology

• Protector in opal / transparent polycarbonate diffuser

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution  for lighting roads and 

streets

• Surge protection 10kV

 Key advantages
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Ø2 76mm | 3”

60mm Spigot
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DECORATIVE

3033

DECORATIVE

3013

3013
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 5,386lm

Power consumption 25W/50W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Modern look combined with cutting edge technology

• Protector in opal transparent polycarbonate plate

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

roads and streets

• Surge protection 10kV

 Key advantages

ESTELLA  25W-50W Estella 3 ESTELLA 25W-50W Estella 4

AUT3012 AUT3013 AUT3014

294

26
5

294

2
61

294

3
29

Dimensions | Mounting

AUT3032 AUT3033 AUT3034

20
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17
5

140

8x4

2
0
0
0

1
0
00

294

140
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DECORATIVE

3033

DECORATIVE

3013

3013
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 5,386lm

Power consumption 25W/50W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Modern look combined with cutting edge technology

• Protector in opal transparent polycarbonate plate

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

roads and streets

• Surge protection 10kV

Key advantages

ESTELLA  25W-50W Estella 3 ESTELLA 25W-50W Estella 4

AUT3012 AUT3013 AUT3014

294

2
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2
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3
29

Dimensions | Mounting
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20
0

17
5

140

8x4

2
0
0
0

1
00

0

294

140



LED Street Light Series

23Http://www.austarlux.com280 Http://www.ChinaAustar.com 61

TECHNICAL SPECIFICATIONS
 AnimaSERIES:

Aluminium body+Tempered glass MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-48pcs of LEDSLED Q'TY:

 16-100WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

281Http://www.austarlux.

2011
20W-80W

Anima
IP 66 IK 10

D03 (TYPE III / V)

NEW

F02

WLED CCT ΦLED 25℃ ΦMOD. ΦLUM. Φ/W

Anima 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Anima 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Anima 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Anima 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Anima 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

Anima 48 100W 3/4/5000K 700mA 18.976lm 13.496lm 11.986lm 119lm/W 88%

F03

La serie Anima es la opción 
más demandada en farol artístico LED.
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TECHNICAL SPECIFICATIONS
AnimaSERIES:

Aluminium body+Tempered glass MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-48pcs of LEDSLED Q'TY:

 16-100WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

281Http://www.austarlux.

2011
20W-80W

Anima
IP 66 IK 10

D03 (TYPE III / V)

NEW

F02

WLED CCT ΦLED 25℃ ΦMOD. ΦLUM. Φ/W

Anima 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Anima 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.523lm 130lm/W 91%

Anima 18 40W 3/4/5000K 700mA 7.239lm 5.539lm 5.154lm 129lm/W 93%

Anima 32 70W 3/4/5000K 700mA 12.396lm 9.996lm 8.986lm 128lm/W 90%

Anima 32 80W 3/4/5000K 800mA 13.996lm 10.896lm 9.586lm 119lm/W 87%

Anima 48 100W 3/4/5000K 700mA 18.976lm 13.496lm 11.986lm 119lm/W 88%

F03

La serie Anima es la opción 
más demandada en farol artístico LED.



ESPECIFICACIONES
 Estructura: Inyección de aluminio

 Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

 Difusores laterales: Opcional (translúcido)

530 126 7 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

 Inclinación gradual: Opcional

 Grado de protección: IP66, IK10

 Garantía: 5/7/10 años

 ;ENECCertificación: CE; RoHS

 Clase de seguridad: I/II

MÓDULO LED*
 80Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

 Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

 Tipo LED: Cree XPG3 

 Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

 CRI mínimo: 70/80

 FHS: <1%

ANIMA  20W-80W Anima

Anima Versions

282 Http://www.ChinaAustar.com 283Http://www.austarlux.com

ANIMA 20W-80W Anima

Dimensions | Mounting

Columns and brackets

Anima

La serie Anima de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View

A1

B1

B3

C

F

Gracias al sistema óptico modular de Austar, la serie Anima dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

Circle Module

Square Module

D
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A3
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2011-6

2011-2

A4 A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Transparent polycarbonate/tempered glass guarantee IP66 IK10 for complete luminaire

A1 Top dome cover Base plate ring Bottom base adaptor

Clips for tooless opening or closing

B

C

D

E

A2 A3

A4

B1 Big top dome cover gasket

F

Switching device

Plastic Gear plate & driver

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

B2 Diffuser gasket B3 Bottom base gasket

B2

Decorative spun aluminium partA5

A2

A5

E

Tooless opening or closing

104

725
610

530

76

740 690



ESPECIFICACIONES
Estructura: Inyección de aluminio

Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

Difusores laterales: Opcional (translúcido)

530 126 7 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

Inclinación gradual: Opcional

Grado de protección: IP66, IK10

Garantía: 5/7/10 años

;ENECCertificación: CE; RoHS

Clase de seguridad: I/II

MÓDULO LED*
80Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

Tipo LED: Cree XPG3 

Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

CRI mínimo: 70/80

FHS: <1%

ANIMA  20W-80W Anima

Anima Versions
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ANIMA 20W-80W Anima

Dimensions | Mounting

Columns and brackets

Anima

La serie Anima de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View

A1

B1

B3

C

F

Gracias al sistema óptico modular de Austar, la serie Anima dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

Circle Module

Square Module
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2011-3 2011-4 2011-5 2011-7 2011-8

2011-6

2011-2

A4 A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Transparent polycarbonate/tempered glass guarantee IP66 IK10 for complete luminaire

A1 Top dome cover Base plate ring Bottom base adaptor

Clips for tooless opening or closing

B

C

D

E

A2 A3

A4

B1 Big top dome cover gasket

F

Switching device

Plastic Gear plate & driver

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

B2 Diffuser gasket B3 Bottom base gasket

B2

Decorative spun aluminium partA5

A2

A5

E

Tooless opening or closing

104

725
610

530

76

740 690



2011-1
Recommended

installation height
3m to 6m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 95,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

285Http://www.austarlux.com284 Http://www.ChinaAustar.com

DECORATIVE

Villa (06) + Pole(TYPE001)

Dimensions | Mounting

Columns and brackets

2011-1

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

NEW

ANIMA  20W-80W Anima 1 ANIMA 20W-80W Anima 1

104

653

380

148

3000 - 5000

104



2011-1
Recommended

installation height
3m to 6m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 95,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics
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DECORATIVE

Villa (06) + Pole(TYPE001)

Dimensions | Mounting

Columns and brackets

2011-1

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

NEW

ANIMA  20W-80W Anima 1 ANIMA 20W-80W Anima 1

104

653

380

148

3000 - 5000

104



2011-2
Recommended

installation height
3m to 6m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 95,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics
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DECORATIVE

Villa (06) + Pole(TYPE001)

Dimensions | Mounting

Columns and brackets

2011-2

NEW

3/4" gas female

Suspended

100

M26

(3/4" gas)

ANIMA  20W-80W Anima 2 ANIMA 20W-80W Anima 2

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

530

104



2011-2
Recommended

installation height
3m to 6m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 95,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics
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DECORATIVE

Villa (06) + Pole(TYPE001)

Dimensions | Mounting

Columns and brackets

2011-2

NEW

3/4" gas female

Suspended

100

M26

(3/4" gas)

ANIMA  20W-80W Anima 2 ANIMA 20W-80W Anima 2

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

 Key advantages

530

104



2011-2A
Recommended

installation height
3m to 6m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 95,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics
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DECORATIVE

Villa (06) + Pole(TYPE001)

Dimensions | Mounting

Columns and brackets

2011-2A

D 90mm | 3.5”

Ø1 76mm | 3”

Ø2 89mm | 3.5”

76mm Spigot

NEW

530

1
6

3

1166

89

6
5
3

3
8
0

148

3
0

0
0

-
5
0
0
0

3/4" gas female

Suspended

ANIMA  20W-80W Anima 2A ANIMA 20W-80W Anima 2A

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

530

104



2011-2A
Recommended

installation height
3m to 6m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 95,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics
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DECORATIVE

Villa (06) + Pole(TYPE001)

Dimensions | Mounting

Columns and brackets

2011-2A

D 90mm | 3.5”

Ø1 76mm | 3”

Ø2 89mm | 3.5”

76mm Spigot

NEW

530

1
6

3

1166

89

6
5
3

3
8
0

148

3
0

0
0

-
5
0
0
0

3/4" gas female

Suspended

ANIMA  20W-80W Anima 2A ANIMA 20W-80W Anima 2A

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

530

104



2011-3/4
Recommended

installation height
3m to 6m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 95,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

291Http://www.austarlux.com290 Http://www.ChinaAustar.com

DECORATIVE

Dimensions | Mounting

Columns and brackets

Anima (3) + Pole(TYPE003)

DECORATIVE NEWNEW

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

ANIMA  20W-80W Anima 3 ANIMA 20W-80W Anima 4

2011-42011-3

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

725
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3000 - 5000



2011-3/4
Recommended

installation height
3m to 6m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 95,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics
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DECORATIVE

Dimensions | Mounting

Columns and brackets

Anima (3) + Pole(TYPE003)

DECORATIVE NEWNEW

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

ANIMA  20W-80W Anima 3 ANIMA 20W-80W Anima 4

2011-42011-3

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

725
610

653

380

148

3000 - 5000

653

380

148

3000 - 5000
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DECORATIVE

Dimensions | Mounting

Columns and brackets

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

Magma (1) + Pole(TYPE003)

NEW

D 90mm | 3.5”

Ø1 76mm | 3.0”

Ø2 90mm | 3.5”

76mm Spigot

ANIMA  20W-80W Anima 5 ANIMA 20W-80W Anima 5

2011-5

2011-5
Recommended

installation height
3m to 6m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 95,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

Anima (5) + Pole(TYPE003)

530

76

740

530

76

740

653

380

148

3000 - 5000
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DECORATIVE

Dimensions | Mounting

Columns and brackets

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages

Magma (1) + Pole(TYPE003)

NEW

D 90mm | 3.5”

Ø1 76mm | 3.0”

Ø2 90mm | 3.5”

76mm Spigot

ANIMA  20W-80W Anima 5 ANIMA 20W-80W Anima 5

2011-5

2011-5
Recommended

installation height
3m to 6m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 95,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

Anima (5) + Pole(TYPE003)

530

76

740

530

76

740

653

380

148

3000 - 5000
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DECORATIVE

Dimensions | Mounting • High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

NEW

3/4" gas female

Suspended

ANIMA  20W-80W Anima 6 ANIMA 20W-80W Anima 6

2011-6
Recommended

installation height
3m to 6m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 95,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

2011-6

678
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DECORATIVE

Dimensions | Mounting • High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages

NEW

3/4" gas female

Suspended

ANIMA  20W-80W Anima 6 ANIMA 20W-80W Anima 6

2011-6
Recommended

installation height
3m to 6m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 95,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

2011-6

678



297Http://www.austarlux.com296 Http://www.ChinaAustar.com

DECORATIVE

Dimensions | Mounting

Columns and brackets

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

Magma (1) + Pole(TYPE003)

DECORATIVE NEWNEW

479

7
6
2

D 90mm | 3.5”

Ø1 76mm | 3.0”

Ø2 90mm | 3.5”

2011-82011-7

ANIMA  20W-80W Anima 7 ANIMA 20W-80W Anima 8

2011-7/8
Recommended

installation height
3m to 6m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 95,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

653

380

148

3000 - 5000

690
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DECORATIVE

Dimensions | Mounting

Columns and brackets

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages

Magma (1) + Pole(TYPE003)

DECORATIVE NEWNEW

479

7
6
2

D 90mm | 3.5”

Ø1 76mm | 3.0”

Ø2 90mm | 3.5”

2011-82011-7

ANIMA  20W-80W Anima 7 ANIMA 20W-80W Anima 8

2011-7/8
Recommended

installation height
3m to 6m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 95,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

653

380

148

3000 - 5000

690
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DECORATIVE

Dimensions | Mounting

Columns and brackets

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

DECORATIVE NEWNEW

D 90mm | 3.5”

Ø1 76mm | 3.0”

Ø2 90mm | 3.5”

2011-102011-9

ANIMA  20W-80W Anima 9 ANIMA 20W-80W Anima 10

2011-9/10
Recommended

installation height
3m to 6m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 95,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

653

380

148

3000 - 5000

530

76

625

530

625

60

653

380

148

3000 - 5000

530

76

625
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DECORATIVE

Dimensions | Mounting

Columns and brackets

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

 Key advantages

DECORATIVE NEWNEW

D 90mm | 3.5”

Ø1 76mm | 3.0”

Ø2 90mm | 3.5”

2011-102011-9

ANIMA  20W-80W Anima 9 ANIMA 20W-80W Anima 10

2011-9/10
Recommended

installation height
3m to 6m / 10’ to 16’

Typical luminaire

Output flux (range)
2,668 to 95,86lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

653

380

148

3000 - 5000

530

76

625

530

625

60

653

380

148

3000 - 5000

530

76

625



LED Street Light Series
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TECHNICAL SPECIFICATIONS
 AxiaSERIES:

Aluminium body+Tempered glass MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-64pcs of LEDSLED Q'TY:

 20-180WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 E01,F02,A01BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

301Http://www.austarlux.

2021
20W-180W

Axia
IP 66 IK 10

NEW

WLED CCT ΦLED 25℃ ΦMOD. ΦLUM. Φ/W

Axia S 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Axia S 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.655lm 133lm/W 93%

Axia S 24 55W 3/4/5000K 700mA 9.639lm 7.839lm 7.264lm 129lm/W 93%

Axia S 32 70W 3/4/5000K 700mA 12.396lm 10.336lm 9.666lm 138lm/W 93%

Axia S 32 90W 3/4/5000K 900mA 14.996lm 12.876lm 11.256lm 125lm/W 87%

Axia S 48 120W 3/4/5000K 850mA 19.976lm 17.296lm 14.766lm 123lm/W 85%

Axia L 48 105W 3/4/5000K 700mA 18.585lm 15.746lm 14.286lm 136lm/W 91%

Axia L 64 150W 3/4/5000K 700mA 25.876lm 22.347lm 20.286lm 135lm/W 91%

D03 (TYPE III / V)F02E01

La serie Axia es la opción 
más demandada en farol artístico LED.



LED Street Light Series
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TECHNICAL SPECIFICATIONS
AxiaSERIES:

Aluminium body+Tempered glass MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-64pcs of LEDSLED Q'TY:

 20-180WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 E01,F02,A01BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

301Http://www.austarlux.

2021
20W-180W

Axia
IP 66 IK 10

NEW

WLED CCT ΦLED 25℃ ΦMOD. ΦLUM. Φ/W

Axia S 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Axia S 16 35W 3/4/5000K 700mA 6.496lm 4.956lm 4.655lm 133lm/W 93%

Axia S 24 55W 3/4/5000K 700mA 9.639lm 7.839lm 7.264lm 129lm/W 93%

Axia S 32 70W 3/4/5000K 700mA 12.396lm 10.336lm 9.666lm 138lm/W 93%

Axia S 32 90W 3/4/5000K 900mA 14.996lm 12.876lm 11.256lm 125lm/W 87%

Axia S 48 120W 3/4/5000K 850mA 19.976lm 17.296lm 14.766lm 123lm/W 85%

Axia L 48 105W 3/4/5000K 700mA 18.585lm 15.746lm 14.286lm 136lm/W 91%

Axia L 64 150W 3/4/5000K 700mA 25.876lm 22.347lm 20.286lm 135lm/W 91%

D03 (TYPE III / V)F02E01

La serie Axia es la opción 
más demandada en farol artístico LED.



ESPECIFICACIONES
 Estructura: Inyección de aluminio

 Difusor óptico: Vidrio templado(translúcido)

690 437 11 5Dimensiones y peso: L  mm. W  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

 Inclinación gradual: Opcional

 Grado de protección: IP66, IK10

 Garantía: 5/7/10 años

 ENECCertificación: CE; RoHS;

 Clase de seguridad: I/II

MÓDULO LED*
 180Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

 Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

 Tipo LED: Cree XPG3 

 Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

 CRI mínimo: 70/80

 FHS: <1%

AXIA  20W-180W Axia

Axia Versions
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AXIA 20W-180W Axia

Dimensions | Mounting

Columns and brackets

Axia

La serie Axia de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View

A3

B1

B3C

F

Gracias al sistema óptico modular de Austar, la serie Axia dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

D

2021L

F

2021S

A1 A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Transparent tempered glass guarantee IP66 IK10 for complete luminaire

A1 Top heatsink cover Square Ring plate Gear housing part

Clips for tooless opening or closing

B

C

D

E

A2 A3

A4

B1 Big top heatsink cover gasket

F

Switching device

Plastic Gear plate & driver

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

B2 Glass gasket B3 Gear housing gasket

B2

Adaptor part for 60mm poleA5

A2

A5

E

Tooless opening or closing
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ESPECIFICACIONES
Estructura: Inyección de aluminio

Difusor óptico: Vidrio templado(translúcido)

690 437 11 5Dimensiones y peso: L  mm. W  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

Inclinación gradual: Opcional

Grado de protección: IP66, IK10

Garantía: 5/7/10 años

ENECCertificación: CE; RoHS;

Clase de seguridad: I/II

MÓDULO LED*
180Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

Tipo LED: Cree XPG3

Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

CRI mínimo: 70/80

FHS: <1%

AXIA  20W-180W Axia

Axia Versions
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AXIA 20W-180W Axia

Dimensions | Mounting

Columns and brackets

Axia

La serie Axia de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View

A3

B1

B3C

F

Gracias al sistema óptico modular de Austar, la serie Axia dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

D

2021L

F

2021S

A1 A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Transparent tempered glass guarantee IP66 IK10 for complete luminaire

A1 Top heatsink cover Square Ring plate Gear housing part

Clips for tooless opening or closing

B

C

D

E

A2 A3

A4

B1 Big top heatsink cover gasket

F

Switching device

Plastic Gear plate & driver

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

B2 Glass gasket B3 Gear housing gasket

B2

Adaptor part for 60mm poleA5

A2

A5

E

Tooless opening or closing
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2021L
Recommended

installation height
3m to 12m / 10’ to 30’

Typical luminaire

Output flux (range)
2,668 to 22,347lm

Power consumption 20W to 180W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics
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DECORATIVE

Dimensions | Mounting

Columns and brackets

Anima (3) + Pole(TYPE003)

NEW

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

2021L

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages
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2021L
Recommended

installation height
3m to 12m / 10’ to 30’

Typical luminaire

Output flux (range)
2,668 to 22,347lm

Power consumption 20W to 180W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics
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DECORATIVE

Dimensions | Mounting

Columns and brackets

Anima (3) + Pole(TYPE003)

NEW

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

2021L

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages
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Anima (3) + Pole(TYPE003)

AXIA  20W-180W Axia L AXIA 20W-180W Axia L
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Anima (3) + Pole(TYPE003)

AXIA  20W-180W Axia L AXIA 20W-180W Axia L



2021s
Recommended

installation height
3m to 8m / 10’ to 20’

Typical luminaire

Output flux (range)
2,668 to 17,296lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics
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DECORATIVE

Dimensions | Mounting

Columns and brackets

Anima (3) + Pole(TYPE003)

NEW

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

2011s

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages
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2021s
Recommended

installation height
3m to 8m / 10’ to 20’

Typical luminaire

Output flux (range)
2,668 to 17,296lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics
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DECORATIVE

Dimensions | Mounting

Columns and brackets

Anima (3) + Pole(TYPE003)

NEW

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

2011s

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages
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LED Garden Light Series
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TECHNICAL SPECIFICATIONS
 AuroraSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 16-80pcs of LEDSLED Q'TY:

 35-180WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

311Http://www.austarlux.

1302
35W-80W

Aurora
IP 66 IK 10

La serie Aurora es la opción.

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Aurora 16 35W 3/4/5000K 700mA 6.496lm 5.156lm 5.023lm 143lm/W 98%

Aurora 32 70W 3/4/5000K 700mA 12.396lm 10.396lm 10.186lm 145lm/W 98%

Aurora 32 80W 3/4/5000K 800mA 13.996lm 11.896lm 11.586lm 144lm/W 98%

Aurora 48 100W 3/4/5000K 700mA 18.976lm 14.996lm 14.586lm 145lm/W 98%

Aurora 48 120W 3/4/5000K 800mA 21.141lm 17.496lm 16.886lm 143lm/W 98%

Aurora 64 150W 3/4/5000K 750mA 26.421lm 21.256lm 20.696lm 145lm/W 98%

Aurora 80 180W 3/4/5000K 700mA 31.528lm 26.806lm 26.196lm 145lm/W 98%

C01A01 D03 (TYPE III / V)F02



LED Garden Light Series
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TECHNICAL SPECIFICATIONS
AuroraSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 16-80pcs of LEDSLED Q'TY:

 35-180WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

311Http://www.austarlux.

1302
35W-80W

Aurora
IP 66 IK 10

La serie Aurora es la opción.

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Aurora 16 35W 3/4/5000K 700mA 6.496lm 5.156lm 5.023lm 143lm/W 98%

Aurora 32 70W 3/4/5000K 700mA 12.396lm 10.396lm 10.186lm 145lm/W 98%

Aurora 32 80W 3/4/5000K 800mA 13.996lm 11.896lm 11.586lm 144lm/W 98%

Aurora 48 100W 3/4/5000K 700mA 18.976lm 14.996lm 14.586lm 145lm/W 98%

Aurora 48 120W 3/4/5000K 800mA 21.141lm 17.496lm 16.886lm 143lm/W 98%

Aurora 64 150W 3/4/5000K 750mA 26.421lm 21.256lm 20.696lm 145lm/W 98%

Aurora 80 180W 3/4/5000K 700mA 31.528lm 26.806lm 26.196lm 145lm/W 98%

C01A01 D03 (TYPE III / V)F02



313Http://www.austarlux.com312 Http://www.ChinaAustar.com

DECORATIVE

Dimensions | Mounting

Columns and brackets

1302

1301/2
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
5,023 to 10,186lm

Power consumption 35W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

76mm Spigot

DECORATIVE

1301

AURORA  35W-180W Aurora 1 AURORA 35W-180W Aurora 2

60

60

35W-80W15W-40W

• Cost-effective and efficient lighting solution

• Superior efficacy: from 125 to 145lm/W, depending

on the model

• Accelerated return on investment

• Easy and fast installation

• N sizes for flexibility and consistency when lighting P1 to

P6 and M1 to M6 applications in accordance with CIE 115

• Wide range of operating temperatures

• Dark sky compliant: ULOR =0%, no up-light

• Tool free maintenance

• Sustainable and robust materials

• Surge protection 10kV (20kV as an option)

• Ready for Smart City connectivity with NEMA 7-pin socket

Key advantages
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DECORATIVE

Dimensions | Mounting

Columns and brackets

1302

1301/2
Recommended

installation height
3m to 5m / 10’ to 16’

Typical luminaire

Output flux (range)
5,023 to 10,186lm

Power consumption 35W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

76mm Spigot

DECORATIVE

1301

AURORA  35W-180W Aurora 1 AURORA 35W-180W Aurora 2

60

60

35W-80W15W-40W

• Cost-effective and efficient lighting solution

• Superior efficacy: from 125 to 145lm/W, depending

on the model

• Accelerated return on investment

• Easy and fast installation

• N sizes for flexibility and consistency when lighting P1 to

P6 and M1 to M6 applications in accordance with CIE 115

• Wide range of operating temperatures

• Dark sky compliant: ULOR =0%, no up-light

• Tool free maintenance

• Sustainable and robust materials

• Surge protection 10kV (20kV as an option)

• Ready for Smart City connectivity with NEMA 7-pin socket

 Key advantages
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DECORATIVE

Dimensions | Mounting

Columns and brackets

1303/4/5
Recommended

installation height
3m to 10m / 10’ to 26’

Typical luminaire

Output flux (range)
10,186 to 26,196lm

Power consumption 70W to 180W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

DECORATIVE

AURORA  35W-180W Aurora 3 AURORA 35W-180W Aurora 4

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

76mm Spigot

60

60

60W-150W50W-110W

13041303

• Cost-effective and efficient lighting solution

• Superior efficacy: from 125 to 145lm/W, depending

on the model

• Accelerated return on investment

• Easy and fast installation

• N sizes for flexibility and consistency when lighting P1 to

P6 and M1 to M6 applications in accordance with CIE 115

• Wide range of operating temperatures

• Dark sky compliant: ULOR =0%, no up-light

• Tool free maintenance

• Sustainable and robust materials

• Surge protection 10kV (20kV as an option)

• Ready for Smart City connectivity with NEMA 7-pin socket

Key advantages
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DECORATIVE

Dimensions | Mounting

Columns and brackets

1303/4/5
Recommended

installation height
3m to 10m / 10’ to 26’

Typical luminaire

Output flux (range)
10,186 to 26,196lm

Power consumption 70W to 180W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

DECORATIVE

AURORA  35W-180W Aurora 3 AURORA 35W-180W Aurora 4

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

76mm Spigot

60

60

60W-150W50W-110W

13041303

• Cost-effective and efficient lighting solution

• Superior efficacy: from 125 to 145lm/W, depending

on the model

• Accelerated return on investment

• Easy and fast installation

• N sizes for flexibility and consistency when lighting P1 to

P6 and M1 to M6 applications in accordance with CIE 115

• Wide range of operating temperatures

• Dark sky compliant: ULOR =0%, no up-light

• Tool free maintenance

• Sustainable and robust materials

• Surge protection 10kV (20kV as an option)

• Ready for Smart City connectivity with NEMA 7-pin socket

 Key advantages
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DECORATIVE

Dimensions | Mounting

Columns and brackets

1602

DECORATIVE

1603

AURORA  35W-180W Aurora 6-3 AURORA 35W-180W Aurora 6

8
1

81

60

81

3
45

254

L

50W-110W 35W-80W

• Cost-effective and efficient lighting solution

• Superior efficacy: from 125 to 145lm/W, depending

on the model

• Accelerated return on investment

• Easy and fast installation

• N sizes for flexibility and consistency when lighting P1 to

P6 and M1 to M6 applications in accordance with CIE 115

• Wide range of operating temperatures

• Dark sky compliant: ULOR =0%, no up-light

• Tool free maintenance

• Sustainable and robust materials

• Surge protection 10kV (20kV as an option)

• Ready for Smart City connectivity with NEMA 7-pin socket

Key advantages

1602/3
Recommended

installation height
3m to 10m / 10’ to 26’

Typical luminaire

Output flux (range)
5,023 to 16,886lm

Power consumption 35W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

Http://www.austarlux.net



317Http://www.austarlux.com316

DECORATIVE

Dimensions | Mounting

Columns and brackets

1602

DECORATIVE

1603

AURORA  35W-180W Aurora 6-3 AURORA 35W-180W Aurora 6

8
1

81

60

81

3
45

254

L

50W-110W 35W-80W

• Cost-effective and efficient lighting solution

• Superior efficacy: from 125 to 145lm/W, depending

on the model

• Accelerated return on investment

• Easy and fast installation

• N sizes for flexibility and consistency when lighting P1 to

P6 and M1 to M6 applications in accordance with CIE 115

• Wide range of operating temperatures

• Dark sky compliant: ULOR =0%, no up-light

• Tool free maintenance

• Sustainable and robust materials

• Surge protection 10kV (20kV as an option)

• Ready for Smart City connectivity with NEMA 7-pin socket

 Key advantages

1602/3
Recommended

installation height
3m to 10m / 10’ to 26’

Typical luminaire

Output flux (range)
5,023 to 16,886lm

Power consumption 35W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

Http://www.austarlux.net
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DECORATIVE

Dimensions | Mounting

Columns and brackets

1732

2001/1732/3/4/5
Recommended

installation height
3m to 8m / 10’ to 20’

Typical luminaire

Output flux (range)
2,888 to 26,196lm

Power consumption 20W to 180W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

DECORATIVE

2001

Dimensions | Mounting

Columns and brackets

165

1
7
0

2
0
5

dia:830218

62

L

345

8
1

81

100

5
0

AURORA  15W-40W Aurora 5 AURORA 15W-180W Aurora 7

15W-40W 35W-180W

• Cost-effective and efficient lighting solution

• Superior efficacy: from 125 to 145lm/W, depending

on the model

• Accelerated return on investment

• Easy and fast installation

• N sizes for flexibility and consistency when lighting P1 to

P6 and M1 to M6 applications in accordance with CIE 115

• Wide range of operating temperatures

• Dark sky compliant: ULOR =0%, no up-light

• Tool free maintenance

• Sustainable and robust materials

• Surge protection 10kV (20kV as an option)

• Ready for Smart City connectivity with NEMA 7-pin socket

Key advantages
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DECORATIVE

Dimensions | Mounting

Columns and brackets

1732

2001/1732/3/4/5
Recommended

installation height
3m to 8m / 10’ to 20’

Typical luminaire

Output flux (range)
2,888 to 26,196lm

Power consumption 20W to 180W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

DECORATIVE

2001

Dimensions | Mounting

Columns and brackets
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AURORA  15W-40W Aurora 5 AURORA 15W-180W Aurora 7

15W-40W 35W-180W

• Cost-effective and efficient lighting solution

• Superior efficacy: from 125 to 145lm/W, depending

on the model

• Accelerated return on investment

• Easy and fast installation

• N sizes for flexibility and consistency when lighting P1 to

P6 and M1 to M6 applications in accordance with CIE 115

• Wide range of operating temperatures

• Dark sky compliant: ULOR =0%, no up-light

• Tool free maintenance

• Sustainable and robust materials

• Surge protection 10kV (20kV as an option)

• Ready for Smart City connectivity with NEMA 7-pin socket

 Key advantages
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DECORATIVE

Dimensions | Mounting

Columns and brackets

1903
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AURORA  15W-150W Aurora 8 AURORA 15W-150W Aurora 9

• Cost-effective and efficient lighting solution

• Superior efficacy: from 125 to 145lm/W, depending

on the model

• Accelerated return on investment

• Easy and fast installation

• N sizes for flexibility and consistency when lighting P1 to

P6 and M1 to M6 applications in accordance with CIE 115

• Wide range of operating temperatures

• Dark sky compliant: ULOR =0%, no up-light

• Tool free maintenance

• Sustainable and robust materials

• Surge protection 10kV (20kV as an option)

• Ready for Smart City connectivity with NEMA 7-pin socket

Key advantages

1803/1901/2/3/4
Recommended

installation height
3m to 8m / 10’ to 20’

Typical luminaire

Output flux (range)
10,186 to 20,696lm

Power consumption 35W to 150W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics
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DECORATIVE

Dimensions | Mounting

Columns and brackets
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AURORA  15W-150W Aurora 8 AURORA 15W-150W Aurora 9

• Cost-effective and efficient lighting solution

• Superior efficacy: from 125 to 145lm/W, depending

on the model

• Accelerated return on investment

• Easy and fast installation

• N sizes for flexibility and consistency when lighting P1 to

P6 and M1 to M6 applications in accordance with CIE 115

• Wide range of operating temperatures

• Dark sky compliant: ULOR =0%, no up-light

• Tool free maintenance

• Sustainable and robust materials

• Surge protection 10kV (20kV as an option)

• Ready for Smart City connectivity with NEMA 7-pin socket

 Key advantages

1803/1901/2/3/4
Recommended

installation height
3m to 8m / 10’ to 20’

Typical luminaire

Output flux (range)
10,186 to 20,696lm

Power consumption 35W to 150W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics



WLED CCT ΦLED 25℃ ΦMOD. ΦLUM. Φ/W

Ripa 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Ripa 16 35W 3/4/5000K 700mA 6.496lm 5.156lm 4.763lm 136lm/W 93%

Ripa 18 40W 3/4/5000K 700mA 7.239lm 5.939lm 5.454lm 136lm/W 93%

Ripa 32 70W 3/4/5000K 700mA 12.396lm 10.296lm 9.686lm 138lm/W 94%

Ripa 32 80W 3/4/5000K 800mA 13.996lm 11.396lm 10.566lm 132lm/W 92%

Ripa 48 100W 3/4/5000K 700mA 18.976lm 14.696lm 13.786lm 135lm/W 93%

Ripa 48 120W 3/4/5000K 850mA 20.776lm 17.096lm 15.286lm 127lm/W 90%

LED Street Light Series
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TECHNICAL SPECIFICATIONS
 RipaSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-48pcs of LEDSLED Q'TY:

 20-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 D03,F02,F03,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

323Http://www.austarlux.

115A
20W-120W

Ripa
IP 66 IK 10

D03 (TYPE III / V)F02F03

La serie Ripa es la opción 
más demandada en farol artístico LED.



WLED CCT ΦLED 25℃ ΦMOD. ΦLUM. Φ/W

Ripa 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Ripa 16 35W 3/4/5000K 700mA 6.496lm 5.156lm 4.763lm 136lm/W 93%

Ripa 18 40W 3/4/5000K 700mA 7.239lm 5.939lm 5.454lm 136lm/W 93%

Ripa 32 70W 3/4/5000K 700mA 12.396lm 10.296lm 9.686lm 138lm/W 94%

Ripa 32 80W 3/4/5000K 800mA 13.996lm 11.396lm 10.566lm 132lm/W 92%

Ripa 48 100W 3/4/5000K 700mA 18.976lm 14.696lm 13.786lm 135lm/W 93%

Ripa 48 120W 3/4/5000K 850mA 20.776lm 17.096lm 15.286lm 127lm/W 90%

LED Street Light Series
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TECHNICAL SPECIFICATIONS
 RipaSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-48pcs of LEDSLED Q'TY:

 20-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 D03,F02,F03,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:
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115A
20W-120W

Ripa
IP 66 IK 10

D03 (TYPE III / V)F02F03

La serie Ripa es la opción 
más demandada en farol artístico LED.



ESPECIFICACIONES
 Estructura: Inyección de aluminio

 Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

 Difusores laterales: Opcional (translúcido)

600 270 9 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

 Inclinación gradual: Opcional

 Grado de protección: IP66, IK10

 Garantía: 5/7/10 años

 Certificación: CE; RoHS;ENEC

 Clase de seguridad: I/II

MÓDULO LED*
 120Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

 Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

 Tipo LED: Cree XPG3 

 Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

 CRI mínimo: 70/80

 FHS: <1%

Ripa Versions
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Dimensions | Mounting

Columns and brackets

Ripa

La serie Ripa de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View
A3

B1

B3

C

F

Gracias al sistema óptico modular de Austar, la serie Ripa dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

Circle Module

Square Module

D

A4

A1 A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Transparent tempered glass guarantee IP66 IK10 for complete luminaire

A1 Top dome cover Bottom plate ring 60mm adaptor

Clips for tooless opening or closing

B

C

D

E

A2 A3

A4

B1 Big top dome cover gasket

F

Switching device

Steel Gear plate & driver

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

B2 Glass gasket
B2

60mm gear adaptorA5

A2

A5

E

Tooless opening or closing

600

270
60

115 115A 115H

600

215

60

600

270

60 600

270

1080

4000 - 6000

500

800

1000

500

89

60

4000 - 8000

500

85¡ã

1080

4000 - 8000

500

Tooless opening or closing

RIPA  20W-120W Ripa RIPA 20W-120W Ripa

A6

Adaptor connectorA6

Http://www.austarlux.net



ESPECIFICACIONES
Estructura: Inyección de aluminio

Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

Difusores laterales: Opcional (translúcido)

600 270 9 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

Inclinación gradual: Opcional

Grado de protección: IP66, IK10

Garantía: 5/7/10 años

Certificación: CE; RoHS;ENEC

Clase de seguridad: I/II

MÓDULO LED*
120Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

Tipo LED: Cree XPG3

Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

CRI mínimo: 70/80

FHS: <1%

Ripa Versions
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Dimensions | Mounting

Columns and brackets

Ripa

La serie Ripa de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View
A3

B1

B3

C

F

Gracias al sistema óptico modular de Austar, la serie Ripa dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

Circle Module

Square Module

D

A4

A1 A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Transparent tempered glass guarantee IP66 IK10 for complete luminaire

A1 Top dome cover Bottom plate ring 60mm adaptor

Clips for tooless opening or closing

B

C

D

E

A2 A3

A4

B1 Big top dome cover gasket

F

Switching device

Steel Gear plate & driver

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

B2 Glass gasket
B2

60mm gear adaptorA5

A2

A5

E

Tooless opening or closing
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RIPA  20W-120W Ripa RIPA 20W-120W Ripa
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Adaptor connectorA6
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115A
Recommended

installation height
4m to 8m / 10’ to 20’

Typical luminaire

Output flux (range)
2,668 to 15,286lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics
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DECORATIVE

Villa (06) + Pole(TYPE001)

Dimensions | Mounting

Columns and brackets

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

RIPA  20W-120W Ripa 2 RIPA 20W-120W Ripa 2

115A

1080

4000 - 8000

500

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages



115A
Recommended

installation height
4m to 8m / 10’ to 20’

Typical luminaire

Output flux (range)
2,668 to 15,286lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics
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DECORATIVE

Villa (06) + Pole(TYPE001)

Dimensions | Mounting

Columns and brackets

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

RIPA  20W-120W Ripa 2 RIPA 20W-120W Ripa 2

115A

1080

4000 - 8000

500

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

 Key advantages



115/115H
Recommended

installation height
4m to 8m / 10’ to 20’

Typical luminaire

Output flux (range)
2,668 to 15,286lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics
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DECORATIVE

Dimensions | Mounting

Columns and brackets

Anima (3) + Pole(TYPE003)

DECORATIVE

115H115

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

RIPA  20W-120W Ripa 1 RIPA 20W-120W Ripa 3
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115/115H
Recommended

installation height
4m to 8m / 10’ to 20’

Typical luminaire

Output flux (range)
2,668 to 15,286lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics
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DECORATIVE

Dimensions | Mounting

Columns and brackets

Anima (3) + Pole(TYPE003)

DECORATIVE

115H115

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

RIPA  20W-120W Ripa 1 RIPA 20W-120W Ripa 3
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WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Rayben 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Rayben 16 35W 3/4/5000K 700mA 6.496lm 5.156lm 4.763lm 136lm/W 93%

Rayben 18 40W 3/4/5000K 700mA 7.239lm 5.939lm 5.454lm 136lm/W 93%

Rayben 32 70W 3/4/5000K 700mA 12.396lm 10.296lm 9.686lm 138lm/W 94%

Rayben 32 80W 3/4/5000K 800mA 13.996lm 11.396lm 10.566lm 132lm/W 92%

Rayben 48 100W 3/4/5000K 700mA 18.976lm 14.696lm 13.786lm 135lm/W 93%

Rayben 48 120W 3/4/5000K 850mA 20.776lm 17.096lm 15.286lm 127lm/W 90%

LED Street Light Series
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TECHNICAL SPECIFICATIONS
 RaybenSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-48pcs of LEDSLED Q'TY:

 20-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 F03,F02,D03BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

331Http://www.austarlux.

115B
20W-80W

Rayben
IP 66 IK 10

D03 (TYPE III / V)F02F03

La serie Rayben es la opción 
más demandada en farol artístico LED.

Http://www.austarlux.net



WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Rayben 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Rayben 16 35W 3/4/5000K 700mA 6.496lm 5.156lm 4.763lm 136lm/W 93%

Rayben 18 40W 3/4/5000K 700mA 7.239lm 5.939lm 5.454lm 136lm/W 93%

Rayben 32 70W 3/4/5000K 700mA 12.396lm 10.296lm 9.686lm 138lm/W 94%

Rayben 32 80W 3/4/5000K 800mA 13.996lm 11.396lm 10.566lm 132lm/W 92%

Rayben 48 100W 3/4/5000K 700mA 18.976lm 14.696lm 13.786lm 135lm/W 93%

Rayben 48 120W 3/4/5000K 850mA 20.776lm 17.096lm 15.286lm 127lm/W 90%

LED Street Light Series
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TECHNICAL SPECIFICATIONS
 RaybenSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-48pcs of LEDSLED Q'TY:

 20-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 F03,F02,D03BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:
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115B
20W-80W

Rayben
IP 66 IK 10

D03 (TYPE III / V)F02F03

La serie Rayben es la opción 
más demandada en farol artístico LED.

Http://www.austarlux.net



ESPECIFICACIONES
 Estructura: Inyección de aluminio

 Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

 Difusores laterales: Opcional (translúcido)

600 870 12Dimensiones y peso: W  mm. H  mm. Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

 Inclinación gradual: Opcional

 Grado de protección: IP66, IK10

 Garantía: 5/7/10 años

 ;ENECCertificación: CE; RoHS

 Clase de seguridad: I/II

MÓDULO LED*
 120Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

 Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

 Tipo LED: Cree XPG3 

 Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

 CRI mínimo: 70/80

 FHS: <1%

Rayben Versions
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Dimensions | Mounting

Columns and brackets

La serie Rayben de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Gracias al sistema óptico modular de Austar, la serie Rayben dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

Circle Module

Square Module

115B 115C

Tooless opening or closing

RAYBEN  20W-120W Rayben RAYBEN 20W-120W Rayben

653

380

148

3000 - 5000

653

380

148

3000 - 5000

60

600

215

870

653

380

148

3000 - 5000

600

585

990

60

653

380

148

3000 - 5000

653

380

148

3000 - 5000

600

700

1110

60

653

380

148

3000 - 5000

600

860

270

60

600

465

870

60

Rayben

115D 115E 115V

Explosive View

B1

B3

C

F

D

A1 A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Transparent Curved tempered glass guarantee IP66 IK10 for complete luminaire

A1 Top dome cover Bottom plate ring 60mm adaptor

Clips for tooless opening or closing

B

C

D

E

A2 A3

A4

B1 Big top dome cover gasket

F

Switching device

Steel Gear plate & driver

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

B2 Glass gasket
B2

A2
A4

E

A3

A4



ESPECIFICACIONES
Estructura: Inyección de aluminio

Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

Difusores laterales: Opcional (translúcido)

600 870 12Dimensiones y peso: W  mm. H  mm. Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

Inclinación gradual: Opcional

Grado de protección: IP66, IK10

Garantía: 5/7/10 años

;ENECCertificación: CE; RoHS

Clase de seguridad: I/II

MÓDULO LED*
120Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

Tipo LED: Cree XPG3

Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

CRI mínimo: 70/80

FHS: <1%

Rayben Versions
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Dimensions | Mounting

Columns and brackets

La serie Rayben de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Gracias al sistema óptico modular de Austar, la serie Rayben dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

Circle Module

Square Module

115B 115C

Tooless opening or closing

RAYBEN  20W-120W Rayben RAYBEN 20W-120W Rayben
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Rayben

115D 115E 115V

Explosive View

B1

B3

C

F

D

A1 A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Transparent Curved tempered glass guarantee IP66 IK10 for complete luminaire

A1 Top dome cover Bottom plate ring 60mm adaptor

Clips for tooless opening or closing

B

C

D

E

A2 A3

A4

B1 Big top dome cover gasket

F

Switching device

Steel Gear plate & driver

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

B2 Glass gasket
B2

A2
A4

E

A3

A4



115B
Recommended

installation height
3m to 5m / 8’ to 13’

Typical luminaire

Output flux (range)
2,668 to 15,286lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics
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DECORATIVE

Villa (06) + Pole(TYPE001)

Dimensions | Mounting

Columns and brackets

115B

Hot sale

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

Flat glassCurved glass

Tooless opening or closing

RAYBEN  20W-120W Rayben 1 RAYBEN 20W-120W Rayben 1

60

600

215

870

653

380

148

3000 - 5000

653

380

148

3000 - 5000

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

60

870

270

600
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115B
Recommended

installation height
3m to 5m / 8’ to 13’

Typical luminaire

Output flux (range)
2,668 to 15,286lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics
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DECORATIVE

Villa (06) + Pole(TYPE001)

Dimensions | Mounting

Columns and brackets

115B

Hot sale

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

 Key advantages

Flat glassCurved glass

Tooless opening or closing

RAYBEN  20W-120W Rayben 1 RAYBEN 20W-120W Rayben 1

60

600

215

870

653

380

148

3000 - 5000

653

380

148

3000 - 5000

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

60

870

270

600
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115C/D
Recommended

installation height
3m to 5m / 8’ to 13’

Typical luminaire

Output flux (range)
2,668 to 15,286lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics
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DECORATIVE

Dimensions | Mounting

Columns and brackets

Rayben (3) + Pole(TYPE003)

DECORATIVE

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

115C115D

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

600

585

990

60

653

380

148

3000 - 5000

653

380

148

3000 - 5000

600

465

870

60

600

465

870

60

RAYBEN  20W-120W Rayben 2 RAYBEN 20W-120W Rayben 3
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115C/D
Recommended

installation height
3m to 5m / 8’ to 13’

Typical luminaire

Output flux (range)
2,668 to 15,286lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics
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DECORATIVE

Dimensions | Mounting

Columns and brackets

Rayben (3) + Pole(TYPE003)

DECORATIVE

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

115C115D

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

 Key advantages
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990

60

653

380

148

3000 - 5000

653

380

148

3000 - 5000

600

465

870

60

600

465

870

60

RAYBEN  20W-120W Rayben 2 RAYBEN 20W-120W Rayben 3
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115E
Recommended

installation height
3m to 5m / 8’ to 13’

Typical luminaire

Output flux (range)
2,668 to 15,286lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics
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DECORATIVE

Dimensions | Mounting

Columns and brackets

Anima (3) + Pole(TYPE003)

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

115E

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent Polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

600

700

1110

60

653

380

148

3000 - 5000

600

700

1110

60

RAYBEN  20W-120W Rayben 4 RAYBEN 20W-120W Rayben 4



115E
Recommended

installation height
3m to 5m / 8’ to 13’

Typical luminaire

Output flux (range)
2,668 to 15,286lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics
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DECORATIVE

Dimensions | Mounting

Columns and brackets

Anima (3) + Pole(TYPE003)

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

115E

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent Polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

 Key advantages
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60
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148

3000 - 5000
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60

RAYBEN  20W-120W Rayben 4 RAYBEN 20W-120W Rayben 4



115V
Recommended

installation height
3m to 5m / 8’ to 13’

Typical luminaire

Output flux (range)
2,668 to 15,286lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics
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DECORATIVE

Dimensions | Mounting

Columns and brackets

Anima (3) + Pole(TYPE003)

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

115V

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

Flat glassCurved glass

653

380

148

3000 - 5000

600

860

270

60

600

860

270

60

RAYBEN  20W-120W Rayben 5 RAYBEN 20W-120W Rayben 5
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115V
Recommended

installation height
3m to 5m / 8’ to 13’

Typical luminaire

Output flux (range)
2,668 to 15,286lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics
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DECORATIVE

Dimensions | Mounting

Columns and brackets

Anima (3) + Pole(TYPE003)

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

115V

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

Flat glassCurved glass

653

380

148

3000 - 5000

600

860

270

60

600

860

270

60

RAYBEN  20W-120W Rayben 5 RAYBEN 20W-120W Rayben 5
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LED Street Light Series
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TECHNICAL SPECIFICATIONS
 MilenioSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-48pcs of LEDSLED Q'TY:

 20-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 F02,D03,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

343Http://www.austarlux.

115F
20W-120W

Milenio
IP 66 IK 10

(TYPE III / V)F03

La serie Milenio es la opción 
más demandada en farol artístico LED.

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Milenio 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Milenio 16 35W 3/4/5000K 700mA 6.496lm 5.156lm 4.763lm 136lm/W 93%

Milenio 18 40W 3/4/5000K 700mA 7.239lm 5.939lm 5.454lm 136lm/W 93%

Milenio 32 70W 3/4/5000K 700mA 12.396lm 10.296lm 9.686lm 138lm/W 94%

Milenio 32 80W 3/4/5000K 800mA 13.996lm 11.396lm 10.566lm 132lm/W 92%

Milenio 48 100W 3/4/5000K 700mA 18.976lm 14.696lm 13.786lm 135lm/W 93%

Milenio 48 120W 3/4/5000K 850mA 20.776lm 17.096lm 15.286lm 127lm/W 90%

D03F02F03

Http://www.austarlux.net



LED Street Light Series
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TECHNICAL SPECIFICATIONS
 MilenioSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-48pcs of LEDSLED Q'TY:

 20-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 F02,D03,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:
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115F
20W-120W

Milenio
IP 66 IK 10

(TYPE III / V)F03

La serie Milenio es la opción 
más demandada en farol artístico LED.

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Milenio 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Milenio 16 35W 3/4/5000K 700mA 6.496lm 5.156lm 4.763lm 136lm/W 93%

Milenio 18 40W 3/4/5000K 700mA 7.239lm 5.939lm 5.454lm 136lm/W 93%

Milenio 32 70W 3/4/5000K 700mA 12.396lm 10.296lm 9.686lm 138lm/W 94%

Milenio 32 80W 3/4/5000K 800mA 13.996lm 11.396lm 10.566lm 132lm/W 92%

Milenio 48 100W 3/4/5000K 700mA 18.976lm 14.696lm 13.786lm 135lm/W 93%

Milenio 48 120W 3/4/5000K 850mA 20.776lm 17.096lm 15.286lm 127lm/W 90%

D03F02F03
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ESPECIFICACIONES
 Estructura: Inyección de aluminio

 Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

 Difusores laterales: Opcional (translúcido)

600 690 10 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

 Inclinación gradual: Opcional

 Grado de protección: IP66, IK10

 Garantía: 5/7/10 años

 ;ENECCertificación: CE; RoHS

 Clase de seguridad: I/II

MÓDULO LED*
 120Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

 Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

 Tipo LED: Cree XPG3 

 Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

 CRI mínimo: 70/80

 FHS: <1%

Milenio Versions
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Dimensions | Mounting

Columns and brackets

Milenio

La serie Milenio de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View
A1

B1

B3

C

F

Gracias al sistema óptico modular de Austar, la serie Milenio dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

Circle Module

Square Module

D

115F

B2

A5

6051

A2

A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Transparent polycarbonate/tempered glass guarantee IP66 IK10 for complete luminaire

A1 Top dome cover Base plate ring Bottom base adaptor

Clips for tooless opening or closing

B

C

D

E

A2 A3

A4

B1 Big top dome cover gasket

F

Switching device

Plastic Gear plate & driver

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

B2 Diffuser gasket B3 Bottom base gasket

Decorative spun aluminium partA5

A3

A6

E

Tooless opening or closing

1
0
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7
1
7

600
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920
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33

650

1000

300

33
33

650

920

300

600
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1110

MILENIO  20W-120W Milenio MILENIO 20W-120W Milenio

5000 - 10000

800

1000

500

5000 - 10000

800
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500

5000 - 10000

800

1000

500

A7

A4
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ESPECIFICACIONES
Estructura: Inyección de aluminio

Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

Difusores laterales: Opcional (translúcido)

600 690 10 5Dimensiones y peso: W  mm. H  mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

Inclinación gradual: Opcional

Grado de protección: IP66, IK10

Garantía: 5/7/10 años

;ENECCertificación: CE; RoHS

Clase de seguridad: I/II

MÓDULO LED*
120Potencia: 20W- W

Eficiencia lm/W: 110-150 lm/W

Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

Tipo LED: Cree XPG3

Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

CRI mínimo: 70/80

FHS: <1%

Milenio Versions
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Dimensions | Mounting

Columns and brackets

Milenio

La serie Milenio de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View
A1

B1

B3

C

F

Gracias al sistema óptico modular de Austar, la serie Milenio dispone
de distintos bloques ópticos que se adecúan a la disposición de las
luminarias y a las condiciones de la vía. Austar proporciona al cliente 
el soporte necesario en la elección de la luminaria óptima para su proyecto.

Circle Module

Square Module

D

115F

B2

A5

6051

A2

A Housing is made of very corronsion resistant high pressure Die-casting aluminium with
UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Transparent polycarbonate/tempered glass guarantee IP66 IK10 for complete luminaire

A1 Top dome cover Base plate ring Bottom base adaptor

Clips for tooless opening or closing

B

C

D

E

A2 A3

A4

B1 Big top dome cover gasket

F

Switching device

Plastic Gear plate & driver

Led module CE approval,Square o round module Polycarbonate lens guarantee IK10,IP66 

B2 Diffuser gasket B3 Bottom base gasket

Decorative spun aluminium partA5

A3

A6

E

Tooless opening or closing

10
04

600

33

26

71
7

600

600

920

250

33

650

1000

300

33
33

650

920

300

600

920

710

1110

MILENIO  20W-120W Milenio MILENIO 20W-120W Milenio

5000 - 10000

800

1000

500

5000 - 10000

800

1000

500

5000 - 10000

800

1000

500

A7

A4

Http://www.austarlux.net

6051A 6061 6061A

115G 115H 6041 6041A



115F/G
Recommended

installation height
3m to 5m / 8’ to 13’

Typical luminaire

Output flux (range)
2,668 to 15,286lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

347Http://www.austarlux.com346

DECORATIVE

Dimensions | Mounting

Columns and brackets

Rayben (3) + Pole(TYPE003)

DECORATIVE

115G115F

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

5000 - 10000

800

1000

500

5000 - 10000

800

1000

500

5000 - 10000

800

1000

500

26

71
7

600

MILENIO  20W-120W Milenio 1 Milenio 2

115H

MILENIO 20W-120W

Http://www.austarlux.net



115F/G
Recommended

installation height
3m to 5m / 8’ to 13’

Typical luminaire

Output flux (range)
2,668 to 15,286lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

347Http://www.austarlux.com346

DECORATIVE

Dimensions | Mounting

Columns and brackets

Rayben (3) + Pole(TYPE003)

DECORATIVE

115G115F

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

 Key advantages

5000 - 10000

800

1000

500

5000 - 10000

800

1000

500

5000 - 10000

800

1000

500

26

7
1
7

600

MILENIO  20W-120W Milenio 1 Milenio 2

115H

MILENIO 20W-120W

Http://www.austarlux.net



6051/6061
Recommended

installation height
3m to 5m / 8’ to 13’

Typical luminaire

Output flux (range)
2,668 to 15,286lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

349Http://www.austarlux.com348 Http://www.ChinaAustar.com

DECORATIVE

Dimensions | Mounting

Columns and brackets

Milenio (3) + Pole(TYPE001)

DECORATIVE

60616051

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

5000 - 10000

800

1000

500

5000 - 10000

800

1000

500

1
0
0
4

600

33
650

1000

300

33

MILENIO  20W-120W Milenio 3 MILENIO 20W-120W Milenio 4

6051A 6061A

600

26

1000

250



6051/6061
Recommended

installation height
3m to 5m / 8’ to 13’

Typical luminaire

Output flux (range)
2,668 to 15,286lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

349Http://www.austarlux.com348 Http://www.ChinaAustar.com

DECORATIVE

Dimensions | Mounting

Columns and brackets

Milenio (3) + Pole(TYPE001)

DECORATIVE

60616051

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

 Key advantages

5000 - 10000

800

1000

500

5000 - 10000

800

1000

500

1
0
0
4

600

33
650

1000

300

33

MILENIO  20W-120W Milenio 3 MILENIO 20W-120W Milenio 4

6051A 6061A

600

26

1000

250



250

600

930
6041/A

Recommended

installation height
3m to 5m / 8’ to 13’

Typical luminaire

Output flux (range)
2,668 to 15,286lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

351Http://www.austarlux.com350

DECORATIVE

Dimensions | Mounting

Columns and brackets

Melenio (5) + Pole(TYPE001)

DECORATIVE NEWNEW

6041A6041

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

5000 - 10000

800

1000

500

250

600

930
740

600

5000 - 10000

800

1000

500

MILENIO  20W-120W Milenio 5 MILENIO 20W-120W Milenio 6

3/4" gas female

Suspended

Http://www.austarlux.net



250

600

930
6041/A

Recommended

installation height
3m to 5m / 8’ to 13’

Typical luminaire

Output flux (range)
2,668 to 15,286lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

351Http://www.austarlux.com350

DECORATIVE

Dimensions | Mounting

Columns and brackets

Melenio (5) + Pole(TYPE001)

DECORATIVE NEWNEW

6041A6041

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent polycarbonate bowl

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

 Key advantages

5000 - 10000

800

1000

500

250

600

930
740

600

5000 - 10000

800

1000

500

MILENIO  20W-120W Milenio 5 MILENIO 20W-120W Milenio 6

3/4" gas female

Suspended

Http://www.austarlux.net



LED Street Light Series
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TECHNICAL SPECIFICATIONS
 OnixSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 20-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 IP65IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

353Http://www.austarlux.

191B
20W-80W

Onix
IP 65 IK 10

D03 (TYPE III / V)F02F03

La serie Onix es la opción 
más demandada en farol artístico LED.

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Onix 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Onix 16 35W 3/4/5000K 700mA 6.496lm 5.156lm 4.763lm 136lm/W 93%

Onix 18 40W 3/4/5000K 700mA 7.239lm 5.939lm 5.454lm 136lm/W 93%

Onix 32 70W 3/4/5000K 700mA 12.396lm 10.296lm 9.686lm 138lm/W 94%

Onix 32 80W 3/4/5000K 800mA 13.996lm 11.396lm 10.566lm 132lm/W 92%



LED Street Light Series
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TECHNICAL SPECIFICATIONS
 OnixSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 20-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 IP65IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

353Http://www.austarlux.

191B
20W-80W

Onix
IP 65 IK 10

D03 (TYPE III / V)F02F03

La serie Onix es la opción 
más demandada en farol artístico LED.

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Onix 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Onix 16 35W 3/4/5000K 700mA 6.496lm 5.156lm 4.763lm 136lm/W 93%

Onix 18 40W 3/4/5000K 700mA 7.239lm 5.939lm 5.454lm 136lm/W 93%

Onix 32 70W 3/4/5000K 700mA 12.396lm 10.296lm 9.686lm 138lm/W 94%

Onix 32 80W 3/4/5000K 800mA 13.996lm 11.396lm 10.566lm 132lm/W 92%



191B
Recommended

installation height
3m to 5m / 10’ to 13’

Typical luminaire

Output flux (range)
2,668 to 10,566lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

355Http://www.austarlux.com354 Http://www.austarlux.net

DECORATIVE

Dimensions | Mounting

Columns and brackets

Anima (3) + Pole(TYPE003)

DECORATIVE

ONIX  20W-80W Onix ONIX 20W-80W Onix

191B-1191B

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent tempered glass

• IP 65 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

Key advantages

Flat glassCurved glass

w/o glass

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

TYPE F01

653

380

148

3000 - 5000



191B
Recommended

installation height
3m to 5m / 10’ to 13’

Typical luminaire

Output flux (range)
2,668 to 10,566lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

355Http://www.austarlux.com354 Http://www.austarlux.net

DECORATIVE

Dimensions | Mounting

Columns and brackets

Anima (3) + Pole(TYPE003)

DECORATIVE

ONIX  20W-80W Onix ONIX 20W-80W Onix

191B-1191B

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent tempered glass

• IP 65 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting 

or asymmetrical light distribution for lighting roads and 

streets

• Surge protection 10kV

 Key advantages

Flat glassCurved glass

w/o glass

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

TYPE F01

653

380

148

3000 - 5000



LED Street Light Series
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TECHNICAL SPECIFICATIONS
 ZenaSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 20-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 IP65IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

357Http://www.austarlux.

191
20W-80W

Zena
IP 65 IK 10

D03 (TYPE III / V)F02F03

La serie Zena es la opción 
más demandada en farol artístico LED.

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Zena 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Zena 16 35W 3/4/5000K 700mA 6.496lm 5.156lm 4.763lm 136lm/W 93%

Zena 18 40W 3/4/5000K 700mA 7.239lm 5.939lm 5.454lm 136lm/W 93%

Zena 32 70W 3/4/5000K 700mA 12.396lm 10.296lm 9.686lm 138lm/W 94%

Zena 32 80W 3/4/5000K 800mA 13.996lm 11.396lm 10.566lm 132lm/W 92%

Http://www.austarlux.net



LED Street Light Series

23Http://www.austarlux.com356 61

TECHNICAL SPECIFICATIONS
 ZenaSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-32pcs of LEDSLED Q'TY:

 20-80WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 IP65IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

357Http://www.austarlux.

191
20W-80W

Zena
IP 65 IK 10

D03 (TYPE III / V)F02F03

La serie Zena es la opción 
más demandada en farol artístico LED.

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Zena 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Zena 16 35W 3/4/5000K 700mA 6.496lm 5.156lm 4.763lm 136lm/W 93%

Zena 18 40W 3/4/5000K 700mA 7.239lm 5.939lm 5.454lm 136lm/W 93%

Zena 32 70W 3/4/5000K 700mA 12.396lm 10.296lm 9.686lm 138lm/W 94%

Zena 32 80W 3/4/5000K 800mA 13.996lm 11.396lm 10.566lm 132lm/W 92%

Http://www.austarlux.net
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DECORATIVE

Dimensions | Mounting

Columns and brackets

Anima (3) + Pole(TYPE003)

DECORATIVE

ZENA  20W-80W Zena 1 ZENA 20W-80W Zena 2

191H191

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

Flat glassCurved glass w/o glass

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

TYPE F01

4000 - 6000

800

1080

500

1' o 3/4' gas
490

200

653

380

148

3000 - 5000

191B
Recommended

installation height
3m to 5m / 10’ to 13’

Typical luminaire

Output flux (range)
2,668 to 10,566lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics
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DECORATIVE

Dimensions | Mounting

Columns and brackets

Anima (3) + Pole(TYPE003)

DECORATIVE

ZENA  20W-80W Zena 1 ZENA 20W-80W Zena 2

191H191

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

Flat glassCurved glass w/o glass

D 90mm | 3.5”

Ø1 60mm | 2.5”

Ø2 76mm | 3”

60mm Spigot

TYPE F01

4000 - 6000

800

1080

500

1' o 3/4' gas
490

200

653

380

148

3000 - 5000

191B
Recommended

installation height
3m to 5m / 10’ to 13’

Typical luminaire

Output flux (range)
2,668 to 10,566lm

Power consumption 20W to 80W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics



Au191

Au191/Au191B

360 361Http://www.austarlux.com

Au191B

ITEM NO.
Au191

SOCKET
E27/E40

USED LAMPS
Max:150W HPS/MH

Au191B E27/E40 Max:150W HPS/MH

THE TOP COVER made of die cast aluminium insures the overwhole protction of the luminaire.

Painted by polyester powder,color on request.

20 Joules(Tempered Glass)

PROTCTION DEGREE:

SHOCK ENERGY

THE BODY made of die cast aluminium.The frame is attached by means of an hinge and 1 S/S screw,under the 

body,assureing and easy access to the control gear and lamp.

AU191,191B luminaire is made of 3 parts:

THE OPTIC SYSTEM It comprises a pure refined aluminium reflector,stamped out in one piece and polished which is 

attaqched to the frame,and another CDG steel reflector fixed with aluminium reflector,A arc tempered glass is sealed 

directly to the CDG steel reflector by means of a silicone seal insuring a high degree of protection.

Optical block Ip66

CLASS II on request

CLASS I

Http://www.austarlux.net

Street  Light Series

HID



Au191

Au191/Au191B

360 361Http://www.austarlux.com

Au191B

ITEM NO.
Au191

SOCKET
E27/E40

USED LAMPS
Max:150W HPS/MH

Au191B E27/E40 Max:150W HPS/MH

THE TOP COVER made of die cast aluminium insures the overwhole protction of the luminaire.

Painted by polyester powder,color on request.

20 Joules(Tempered Glass)

PROTCTION DEGREE:

SHOCK ENERGY

THE BODY made of die cast aluminium.The frame is attached by means of an hinge and 1 S/S screw,under the 

body,assureing and easy access to the control gear and lamp.

AU191,191B luminaire is made of 3 parts:

THE OPTIC SYSTEM It comprises a pure refined aluminium reflector,stamped out in one piece and polished which is 

attaqched to the frame,and another CDG steel reflector fixed with aluminium reflector,A arc tempered glass is sealed 

directly to the CDG steel reflector by means of a silicone seal insuring a high degree of protection.

Optical block Ip66

CLASS II on request

CLASS I

Http://www.austarlux.net

Street  Light Series

HID



LED Street Light Series
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TECHNICAL SPECIFICATIONS
 BentoSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-48pcs of LEDSLED Q'TY:

 20-100WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 48/60/76mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

363Http://www.austarlux.

197
20W-100W

Bento
IP 66 IK 10

D03 (TYPE III / V)F02F03

La serie Bento es la opción 
más demandada en farol artístico LED.

Http://www.austarlux.net

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Bento 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Bento 16 35W 3/4/5000K 700mA 6.496lm 5.156lm 4.763lm 136lm/W 93%

Bento 18 40W 3/4/5000K 700mA 7.239lm 5.939lm 5.454lm 136lm/W 93%

Bento 32 70W 3/4/5000K 700mA 12.396lm 10.296lm 9.686lm 138lm/W 94%

Bento 32 80W 3/4/5000K 800mA 13.996lm 11.396lm 10.566lm 132lm/W 92%

Bento 48 100W 3/4/5000K 700mA 18.976lm 14.696lm 13.786lm 135lm/W 93%



LED Street Light Series
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TECHNICAL SPECIFICATIONS
 BentoSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-48pcs of LEDSLED Q'TY:

 20-100WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 48/60/76mmPIPE MOUNTING DIA:

 IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

363Http://www.austarlux.

197
20W-100W

Bento
IP 66 IK 10

D03 (TYPE III / V)F02F03

La serie Bento es la opción 
más demandada en farol artístico LED.

Http://www.austarlux.net

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Bento 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Bento 16 35W 3/4/5000K 700mA 6.496lm 5.156lm 4.763lm 136lm/W 93%

Bento 18 40W 3/4/5000K 700mA 7.239lm 5.939lm 5.454lm 136lm/W 93%

Bento 32 70W 3/4/5000K 700mA 12.396lm 10.296lm 9.686lm 138lm/W 94%

Bento 32 80W 3/4/5000K 800mA 13.996lm 11.396lm 10.566lm 132lm/W 92%

Bento 48 100W 3/4/5000K 700mA 18.976lm 14.696lm 13.786lm 135lm/W 93%
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DECORATIVE

Dimensions | Mounting

Columns and brackets

Bento s + Pole(TYPE001)

DECORATIVE

BENTO S  20W-80W Bento S BENTO L 20W-100W Bento L

197L

197s

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

Flat glass

Curved glass

Curved PC

D 90mm | 3.5”

Ø1 60mm | 3”

Ø2 76mm | 3.5”

48/76mm Spigot

197s/L
Recommended

installation height
3m to 10m / 10’ to 26’

Typical luminaire

Output flux (range)
2,668 to 13,786lm

Power consumption 20W to 100W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

4000 - 10000

800
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DECORATIVE

Dimensions | Mounting

Columns and brackets

Bento s + Pole(TYPE001)

DECORATIVE

BENTO S  20W-80W Bento S BENTO L 20W-100W Bento L

197L

197s

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

Flat glass

Curved glass

Curved PC

D 90mm | 3.5”

Ø1 60mm | 3”

Ø2 76mm | 3.5”

48/76mm Spigot

197s/L
Recommended

installation height
3m to 10m / 10’ to 26’

Typical luminaire

Output flux (range)
2,668 to 13,786lm

Power consumption 20W to 100W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

4000 - 10000

800



Au197s

Au197L/Au197S
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Au197L

ITEM NO.
Au197L

SOCKET
E27/E40/G12

USED LAMPS
Max:400W HPS/MH

Au197S Max:250W HPS/MHE27/E40/G12

THE TOP COVER  made of die casting aluminium insures the overwhole protction of the luminaire.

AU197L,AU197S luminaire is made of 4 parts:

THE OPTIC SYSTEM It comprises a pure refined aluminium reflector,stamped out in one piece and polished which is 

attaqched to the frame,A clear tempered glass is sealed directly to the thereflector by means of a silicone seal insuring a 

high degree of protection.

PROTCTION DEGREE:

CLASS I

20 Joules(Tempered Glass)

THE BODY made of die cast aluminium.The frame is attached by means of an hinge and 1 S/S  screw,under the 

body,assureing and easy access to the control gear and lamp.

One gasket between the fram body,Optical block Ip66

SHOCK ENERGY

CLASS II on request

Painted by polyester powder,color on request.

THE ADAPTOR made of  die cast aluminium.It can change angle as request..

Street  Light Series

HID

More poles for fitting,pls check PG.245



Au197s

Au197L/Au197S
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Au197L

ITEM NO.
Au197L

SOCKET
E27/E40/G12

USED LAMPS
Max:400W HPS/MH

Au197S Max:250W HPS/MHE27/E40/G12

THE TOP COVER  made of die casting aluminium insures the overwhole protction of the luminaire.

AU197L,AU197S luminaire is made of 4 parts:

THE OPTIC SYSTEM It comprises a pure refined aluminium reflector,stamped out in one piece and polished which is 

attaqched to the frame,A clear tempered glass is sealed directly to the thereflector by means of a silicone seal insuring a 

high degree of protection.

PROTCTION DEGREE:

CLASS I

20 Joules(Tempered Glass)

THE BODY made of die cast aluminium.The frame is attached by means of an hinge and 1 S/S screw,under the 

body,assureing and easy access to the control gear and lamp.

One gasket between the fram body,Optical block Ip66

SHOCK ENERGY

CLASS II on request

Painted by polyester powder,color on request.

THE ADAPTOR made of  die cast aluminium.It can change angle as request..

Street  Light Series

HID

More poles for fitting,pls check PG.245



LED Street Light Series
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TECHNICAL SPECIFICATIONS
 AtiniaSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-48pcs of LEDSLED Q'TY:

 20-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

369Http://www.austarlux.

198
20W-120W

Atinia
IP 66 IK 10

D03 (TYPE III / V)F02F03

La serie Atinia es la opción 
más demandada en farol artístico LED.

Http://www.austarlux.net

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Atinia 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Atinia 16 35W 3/4/5000K 700mA 6.496lm 5.156lm 4.763lm 136lm/W 93%

Atinia 18 40W 3/4/5000K 700mA 7.239lm 5.939lm 5.454lm 136lm/W 93%

Atinia 32 70W 3/4/5000K 700mA 12.396lm 10.296lm 9.686lm 138lm/W 94%

Atinia 32 80W 3/4/5000K 800mA 13.996lm 11.396lm 10.566lm 132lm/W 92%

Atinia 48 100W 3/4/5000K 700mA 18.976lm 14.696lm 13.786lm 135lm/W 93%

Atinia 48 120W 3/4/5000K 850mA 20.776lm 17.096lm 15.286lm 127lm/W 90%



LED Street Light Series
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TECHNICAL SPECIFICATIONS
AtiniaSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 08-48pcs of LEDSLED Q'TY:

 20-120WTOTAL CONSUMPTION:

 >120 Lm/wEFFICACY:

 Cree XPG3LED:

 C01,B01,A01,C02,D02BEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 60mmPIPE MOUNTING DIA:

 IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

369Http://www.austarlux.

198
20W-120W

Atinia
IP 66 IK 10

D03 (TYPE III / V)F02F03

La serie Atinia es la opción 
más demandada en farol artístico LED.

Http://www.austarlux.net

WLED CCT ΦLED 25 ℃ ΦMOD. ΦLUM. Φ/W

Atinia 8 20W 3/4/5000K 750mA 3.596lm 2.916lm 2.668lm 134lm/W 91%

Atinia 16 35W 3/4/5000K 700mA 6.496lm 5.156lm 4.763lm 136lm/W 93%

Atinia 18 40W 3/4/5000K 700mA 7.239lm 5.939lm 5.454lm 136lm/W 93%

Atinia 32 70W 3/4/5000K 700mA 12.396lm 10.296lm 9.686lm 138lm/W 94%

Atinia 32 80W 3/4/5000K 800mA 13.996lm 11.396lm 10.566lm 132lm/W 92%

Atinia 48 100W 3/4/5000K 700mA 18.976lm 14.696lm 13.786lm 135lm/W 93%

Atinia 48 120W 3/4/5000K 850mA 20.776lm 17.096lm 15.286lm 127lm/W 90%
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DECORATIVE

Dimensions | Mounting

Columns and brackets

Anima (3) + Pole(TYPE003)

DECORATIVE

ATINIA  20W-120W Atinia 1 ATINIA 20W-120W Atinia 2

191B
198

• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

D 90mm | 3.5”

Ø1 76mm | 3”

Ø2 89mm | 3.5”

76mm Spigot

198/198B
Recommended

installation height
3m to 8m / 10’ to 20’

Typical luminaire

Output flux (range)
2,668 to 15,286lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics

5000 - 10000

800

3000 - 6000

1080

500
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DECORATIVE

Dimensions | Mounting

Columns and brackets

Anima (3) + Pole(TYPE003)

DECORATIVE

ATINIA  20W-120W Atinia 1 ATINIA 20W-120W Atinia 2

191B
198

• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages

D 90mm | 3.5”

Ø1 76mm | 3”

Ø2 89mm | 3.5”

76mm Spigot

198/198B
Recommended

installation height
3m to 8m / 10’ to 20’

Typical luminaire

Output flux (range)
2,668 to 15,286lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics

5000 - 10000

800

3000 - 6000

1080

500



• High visual comfort

• Elegant and comfortable solution for creating 

ambiance

• Traditional look combined with cutting edge 

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with 

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages
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DECORATIVE

Dimensions | Mounting

Columns and brackets

DECORATIVE

180H180

ATINIA  20W-120W Atinia 3 ATINIA 20W-120W Atinia 4

5000 - 10000

800

223
282

620

60

304
364

620

60

5000 - 10000

800

180-1

223
282

620
3/4' gas

4000 - 6000

800

1080

500

180/180H
Recommended

installation height
3m to 10m / 10’ to 25’

Typical luminaire

Output flux (range)
2,668 to 15,286lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

Characteristics



• High visual comfort

• Elegant and comfortable solution for creating

ambiance

• Traditional look combined with cutting edge

technology

• Protector in transparent tempered glass

• IP 66 tightness level for long lasting

• Energy savings of up to 75% compared with

traditional light sources

• Symmetrical light distribution for general area lighting

or asymmetrical light distribution for lighting roads and

streets

• Surge protection 10kV

     Key advantages
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DECORATIVE

Dimensions | Mounting

Columns and brackets

DECORATIVE

180H180

ATINIA  20W-120W Atinia 3 ATINIA 20W-120W Atinia 4

5000 - 10000

800

223
282

620

60

304
364

620

60

5000 - 10000

800

180-1

223
282

620
3/4' gas

4000 - 6000

800

1080

500

180/180H
Recommended

installation height
3m to 10m / 10’ to 25’

Typical luminaire

Output flux (range)
2,668 to 15,286lm

Power consumption 20W to 120W

LED Brand Cree XPG3

Driver Brand Philips/Osram/MW

Colour temperature 3/4/5000K

Nominal voltage
220-240V / 120-277V

50-60Hz

Surge protection 10KV

 Characteristics



Au198

Au198/Au198B
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Au198B

ITEM NO.
Au198

SOCKET
E27/E40/G12

USED LAMPS
Max:400W HPS/MH

Au198B E27/E40/G12 Max:400W HPS/MH

THE BODY made of die cast aluminium.The frame is attached by means of a push-button incorporated into the bottom 

body element.,assureing and easy access to the control gear and lamp.

PROTCTION DEGREE:

Painted by polyester powder,color on request.

CLASS I

AU198/AU198B  serie luminaire is made of 3 parts:

THE TOP COVER made of die cast aluminium insures the overwhole protection of the luminaire.

THE OPTIC SYSTEM It comprises a pure refined aluminium reflector,stamped out in one piece and polished which is 

attaqched to the frame,A flat tempered glass is seated directly to the reflector by means of a silicone gasket insuring a 

high degree of protection.

Optical block IP66

SHOCK ENERGY

20 Joules(Tempered Glass)

CLASS II 

Street  Light Series

HID

More poles for fitting,pls check PG.245
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Au198/Au198B
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Au198B

ITEM NO.
Au198

SOCKET
E27/E40/G12

USED LAMPS
Max:400W HPS/MH

Au198B E27/E40/G12 Max:400W HPS/MH

THE BODY made of die cast aluminium.The frame is attached by means of a push-button incorporated into the bottom 

body element.,assureing and easy access to the control gear and lamp.

PROTCTION DEGREE:

Painted by polyester powder,color on request.

CLASS I

AU198/AU198B  serie luminaire is made of 3 parts:

THE TOP COVER made of die cast aluminium insures the overwhole protection of the luminaire.

THE OPTIC SYSTEM It comprises a pure refined aluminium reflector,stamped out in one piece and polished which is 

attaqched to the frame,A flat tempered glass is seated directly to the reflector by means of a silicone gasket insuring a 

high degree of protection.

Optical block IP66

SHOCK ENERGY

20 Joules(Tempered Glass)

CLASS II

Street  Light Series

HID

More poles for fitting,pls check PG.245



SHOCK ENERGY

Optical block IP66

20 Joules(Tempered Glass)

THE BODY made of die cast aluminium.The frame is attached by means of a push-button incorporated into the bottom 

body element.,assureing and easy access to the control gear and lamp.

AU180 serie luminaire is made of 3 parts:

CLASS I

PROTCTION DEGREE:

CLASS II 

Painted by polyester powder,color on request.

THE TOP COVER made of die cast aluminium insures the overwhole protction of the luminaire.

THE OPTIC SYSTEM It comprises a pure refined aluminium reflector,stamped out in one piece and polished which is 

attaqched to the frame,and another CDG steel reflector fixed with aluminium body,A arc tempered glass is sealed directly 

to the CDG steel reflector by means of a silicone gasket insuring a high degree of protection.
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HID

223
282

620

60



SHOCK ENERGY

Optical block IP66

20 Joules(Tempered Glass)

THE BODY made of die cast aluminium.The frame is attached by means of a push-button incorporated into the bottom 

body element.,assureing and easy access to the control gear and lamp.

AU180 serie luminaire is made of 3 parts:

CLASS I

PROTCTION DEGREE:

CLASS II

Painted by polyester powder,color on request.

THE TOP COVER made of die cast aluminium insures the overwhole protction of the luminaire.

THE OPTIC SYSTEM It comprises a pure refined aluminium reflector,stamped out in one piece and polished which is 

attaqched to the frame,and another CDG steel reflector fixed with aluminium body,A arc tempered glass is sealed directly 

to the CDG steel reflector by means of a silicone gasket insuring a high degree of protection.
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HID

223
282

620

60



LED  Module Series

AST MODULE
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TECHNICAL SPECIFICATIONS
 AST ModuleSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

700MAWORKING CURRENT: 

0.96POWER FACTOR:

 16pcs of LEDSLED Q'TY:

 35WTOTAL CONSUMPTION:

 >127lm/wEFFICACY:

 Cree XPG2LED:

 TYPE IIIBEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 IP66IP RATING:

 Temperature:-40ˇ~55ˇWORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 60% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

5
4 9

267

7
1

6
6

230

9

3.2

A01

WLED CCT ΦLED 25℃ ΦMOD. Φ/W

AST 16 35W 3/4/5000K 700mA 5.886lm 5.176lm 147lm/W 88%



LED  Module Series

AST MODULE
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TECHNICAL SPECIFICATIONS
AST ModuleSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

700MAWORKING CURRENT: 

0.96POWER FACTOR:

 16pcs of LEDSLED Q'TY:

 35WTOTAL CONSUMPTION:

 >127lm/wEFFICACY:

 Cree XPG2LED:

TYPE IIIBEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 IP66IP RATING:

Temperature:-40ˇ~55ˇWORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 60% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

5
4 9

267

7
1

6
6

230

9

3.2

A01

WLED CCT ΦLED 25℃ ΦMOD. Φ/W

AST 16 35W 3/4/5000K 700mA 5.886lm 5.176lm 147lm/W 88%



AUS MODULE
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TECHNICAL SPECIFICATIONS
 AUS ModuleSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

700MAWORKING CURRENT: 

0.96POWER FACTOR:

 16pcs of LEDSLED Q'TY:

 35WTOTAL CONSUMPTION:

 >127lm/wEFFICACY:

 Cree XPG3LED:

 TYPE IIIBEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 IP66IP RATING:

 Temperature:-40ˇ~55ˇWORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 60% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

B01
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LED  Module Series

WLED CCT ΦLED  25℃ ΦMOD . Φ /W

AUS 8 20W 3/4/5000K 700m A 3.360lm 2.856lm 142lm/W 88%

AUS 16 35W 3/4/5000K 700m A 5.886lm 5.176lm 147lm/W 88%
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TECHNICAL SPECIFICATIONS
AUS ModuleSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

700MAWORKING CURRENT: 

0.96POWER FACTOR:

 16pcs of LEDSLED Q'TY:

 35WTOTAL CONSUMPTION:

 >127lm/wEFFICACY:

 Cree XPG3LED:

TYPE IIIBEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 IP66IP RATING:

Temperature:-40ˇ~55ˇWORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 60% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:
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LED  Module Series

WLED CCT ΦLED  25℃ ΦMOD . Φ /W

AUS 8 20W 3/4/5000K 700m A 3.360lm 2.856lm 142lm/W 88%

AUS 16 35W 3/4/5000K 700m A 5.886lm 5.176lm 147lm/W 88%
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TECHNICAL SPECIFICATIONS
 AUA ModuleSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

700MAWORKING CURRENT: 

0.96POWER FACTOR:

 18pcs/32pcs of LEDSLED Q'TY:

 40W/70wTOTAL CONSUMPTION:

 >125lm/wEFFICACY:

 Cree XPG3LED:

 TYPE III,VBEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 IP66IP RATING:

 Temperature:-40ˇ~55ˇWORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 60% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

189

2
7

40W

LED  Module Series

280

3
0

TLED WLED CCT ΦLED  25℃ ΦMOD . Φ /W

AUA S 18 XPG3/LUMILED S 40W 3/4/5000K 700mA 7.239lm 6.439lm 160lm/W 89%

AUA L 32 XPG3/LUMILED S 70W 3/4/5000K 700mA 12.396lm 11.066lm 158lm/W 90%

IP 66 IK 10
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TECHNICAL SPECIFICATIONS
AUA ModuleSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

700MAWORKING CURRENT: 

0.96POWER FACTOR:

 18pcs/32pcs of LEDSLED Q'TY:

 40W/70wTOTAL CONSUMPTION:

 >125lm/wEFFICACY:

 Cree XPG3LED:

TYPE III,VBEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 IP66IP RATING:

Temperature:-40ˇ~55ˇWORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 60% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

189

2
7

40W

LED  Module Series

280

3
0

TLED WLED CCT ΦLED  25℃ ΦMOD . Φ /W

AUA S 18 XPG3/LUMILED S 40W 3/4/5000K 700mA 7.239lm 6.439lm 160lm/W 89%

AUA L 32 XPG3/LUMILED S 70W 3/4/5000K 700mA 12.396lm 11.066lm 158lm/W 90%

IP 66 IK 10
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TECHNICAL SPECIFICATIONS
 TAR ModuleSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

700MAWORKING CURRENT: 

0.96POWER FACTOR:

 18/30pcs of LEDSLED Q'TY:

 40W-50WTOTAL CONSUMPTION:

 >97lm/wEFFICACY:

 Cree XPG3LED:

 TYPE III VBEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 IP65IP RATING:

 Temperature:-40ˇ~55ˇWORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 60% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

LED  Module Series
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TECHNICAL SPECIFICATIONS
TAR ModuleSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

700MAWORKING CURRENT: 

0.96POWER FACTOR:

 18/30pcs of LEDSLED Q'TY:

 40W-50WTOTAL CONSUMPTION:

 >97lm/wEFFICACY:

 Cree XPG3LED:

TYPE III VBEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 IP65IP RATING:

Temperature:-40ˇ~55ˇWORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 60% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

LED  Module Series
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TECHNICAL SPECIFICATIONS
 AUR ModuleSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 16-144pcs of LEDSLED Q'TY:

 20-100WTOTAL CONSUMPTION:

 >125lm/wEFFICACY:

 Cree XPG3LED:

 TYPE II III VBEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 IP66IP RATING:

 Temperature:-40ˇ~55ˇWORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 60% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

LED  Module Series

IP 66 IK 10

New

TLED WLED CCT ΦLED 25℃ ΦMOD. Φ/W

AUR S 16 XPG3 40W 3/4/5000K 350-1050mA 6.660lm 5.869lm 146lm/W 89%

AUR M 24 XPG3 60W 3/4/5000K 350-1050mA 10.040lm 8.836lm 147lm/W 90%

AUR L 36 XPG3 90W 3/4/5000K 350-1050mA 14.584lm 12.839lm 142lm/W 89%

AUR S 16 LUMILEDS/5050 40W 3/4/5000K 350-1050mA 6.960lm 6.126lm 153lm/W 90%

AUR M 24 LUMILEDS/5050 60W 3/4/5000K 350-1050mA 10.440lm 9.239lm 154lm/W 89%

AUR L 36 LUMILEDS/5050 90W 3/4/5000K 350-1050mA 15.484lm 13.626lm 152lm/W 90%

AUR S 64 LUMILEDS/3030 50W 3/4/5000K 350-1050mA 9.106lm 8.016lm 160lm/W 90%

AUR M 96 LUMILEDS/3030 70W 3/4/5000K 350-1050mA 12.746lm 11.219lm 161lm/W 89%

AUR L 144 LUMILEDS/3030 100W 3/4/5000K 350-1050mA 18.196lm 16.016lm 159lm/W 90%

B01 C01A01 D03 (TYPE III / V)
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TECHNICAL SPECIFICATIONS
AUR ModuleSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 16-144pcs of LEDSLED Q'TY:

 20-100WTOTAL CONSUMPTION:

 >125lm/wEFFICACY:

 Cree XPG3LED:

TYPE II III VBEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 IP66IP RATING:

Temperature:-40ˇ~55ˇWORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 60% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

LED  Module Series

IP 66 IK 10

New

TLED WLED CCT ΦLED 25℃ ΦMOD. Φ/W

AUR S 16 XPG3 40W 3/4/5000K 350-1050mA 6.660lm 5.869lm 146lm/W 89%

AUR M 24 XPG3 60W 3/4/5000K 350-1050mA 10.040lm 8.836lm 147lm/W 90%

AUR L 36 XPG3 90W 3/4/5000K 350-1050mA 14.584lm 12.839lm 142lm/W 89%

AUR S 16 LUMILEDS/5050 40W 3/4/5000K 350-1050mA 6.960lm 6.126lm 153lm/W 90%

AUR M 24 LUMILEDS/5050 60W 3/4/5000K 350-1050mA 10.440lm 9.239lm 154lm/W 89%

AUR L 36 LUMILEDS/5050 90W 3/4/5000K 350-1050mA 15.484lm 13.626lm 152lm/W 90%

AUR S 64 LUMILEDS/3030 50W 3/4/5000K 350-1050mA 9.106lm 8.016lm 160lm/W 90%

AUR M 96 LUMILEDS/3030 70W 3/4/5000K 350-1050mA 12.746lm 11.219lm 161lm/W 89%

AUR L 144 LUMILEDS/3030 100W 3/4/5000K 350-1050mA 18.196lm 16.016lm 159lm/W 90%

B01 C01A01 D03 (TYPE III / V)



ESPECIFICACIONES
 Estructura: Inyección de aluminio

 Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

 Difusores laterales: Opcional (translúcido)

L 239 W 216 2 5Dimensiones y peso:   mm.   mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

 Inclinación gradual: Opcional

 08Grado de protección: IP66, IK

 Garantía: 5/7/10 años

 Certificación: CE; RoHS

 Clase de seguridad: I/II

MÓDULO LED*
 100Potencia: 20W- W

65Eficiencia lm/W: 110-1  lm/W

 Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

 5050 3030Tipo LED: Cree XPG3,Lumiled ,  

 Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

 CRI mínimo: 70/80

 FHS: <1%

AUR MODULE  20W-100W AUR Module

Aur Modules Versions
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AUR MODULE 20W-100W AUR Module

Dimensions | Mounting

Columns and brackets

AUR module

AUR-L AUR-M AUR-S

La serie Aur led module de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View

A1
A Housing is made of very corronsion resistant high pressure Die-casting aluminium with

UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Translucent polycarbonate bowl guarantee IP66 IK10 for complete luminaire

A1 Heatsink cover Heatsink

B

C

D

E

A2

A2

C

E

B1

D

G
F

G

F
LED Lens

Zhaga PCB

VDE Cable

Gland guarantee IK10,IP66 

166

188.5

53.2

239

216.5

53.2

188.5

216.5

53.2

AUR-L AUR-M AUR-S

AUR-L AUR-M AUR-S



ESPECIFICACIONES
Estructura: Inyección de aluminio

Difusor óptico: PC alta resistencia, tratamiento anti-U.V.

Difusores laterales: Opcional (translúcido)

L 239 W 216 2 5Dimensiones y peso:  mm.   mm. . Kg

Sistemas de anclaje:Punta columna, palomilla o suspendida

Inclinación gradual: Opcional

08Grado de protección: IP66, IK

Garantía: 5/7/10 años

Certificación: CE; RoHS

Clase de seguridad: I/II

MÓDULO LED*
100Potencia: 20W- W

65Eficiencia lm/W: 110-1  lm/W

Tensión de entrada: 90-305 V / ~ 50-60Hz (Según modelo)

Fuente de alimentación: PF > 0.95, Eficiencia > 88% (según modelo)

Vida útil:>50.000 horas (L80B10)

5050 3030Tipo LED: Cree XPG3,Lumiled ,

Temperatura de color: 3.000 K / 4.000K / 5.000 K / PC-ámbar

CRI mínimo: 70/80

FHS: <1%

AUR MODULE  20W-100W AUR Module

Aur Modules Versions
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AUR MODULE 20W-100W AUR Module

Dimensions | Mounting

Columns and brackets

AUR module

AUR-L AUR-M AUR-S

La serie Aur led module de Austar es una luminaria de estilo clásico de iluminación para calles, paseos, parques y plazas.

Explosive View

A1
A Housing is made of very corronsion resistant high pressure Die-casting aluminium with

UV resistance polyester powder coated treatment,Standard color:sand black color
(RAL9005),any other color on request.

Silicon gasket and embedded vent caps guarantee IP66 for complete luminaire

Translucent polycarbonate bowl guarantee IP66 IK10 for complete luminaire

A1 Heatsink cover Heatsink

B

C

D

E

A2

A2

C

E

B1

D

G
F

G

F
LED Lens

Zhaga PCB

VDE Cable

Gland guarantee IK10,IP66 

166

188.5

53.2

239

216.5

53.2

188.5

216.5

53.2

AUR-L AUR-M AUR-S

AUR-L AUR-M AUR-S
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TECHNICAL SPECIFICATIONS
 AstrisSERIES:

Aluminium body+Glass MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.9POWER FACTOR:

 10-300WTOTAL CONSUMPTION:

 >80 Lm/wEFFICACY:

 EpistarLED:

 More than 80COLOR RENDERING INDEX:

 IP65IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 2 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

391Http://www.austarlux.

1701
20W-80W

Astris
IP 65 IK 08

La serie Netta Luxe es la opción más demandada en farol artístico LED.

LED Flood Light Series
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TECHNICAL SPECIFICATIONS
AstrisSERIES:

Aluminium body+Glass MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.9POWER FACTOR:

 10-300WTOTAL CONSUMPTION:

 >80 Lm/wEFFICACY:

 EpistarLED:

 More than 80COLOR RENDERING INDEX:

 IP65IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 2 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

391Http://www.austarlux.

1701
20W-80W

Astris
IP 65 IK 08

La serie Netta Luxe es la opción más demandada en farol artístico LED.

LED Flood Light Series



ASTRIS  10W-300W ASTRIS
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ASTRIS 10W-300W ASTRIS

INSTALL

 Electrical Data

LE
D

AC180-260V ｜50/60HzWorking Voltage

Epistar

 CC T 3000 K,  4000K,  5000K, 6000 K

 CR I Ra> 80(Defau lt) 

 THD

 Power Factor(PF) PF ＞0.90

<15%

 
G ene ral Data

IP Ra ng ti IP65

IK Rating IK08

Install Mounting

Body Material High pressure die-cast aluminum

Housing Color Black (available on request)

Cover Material Tempered glass

Working Environment -20℃～+50℃

Lifespan L70 at 25℃ ＞50,000hrs

Mounting Type On the flood/On the ceiling/On the wall

Brackt 2mm thinkness

 Dimm able DAIL/0-10V/PWM

Protection Class Class Ⅰ(Defauit)/Class Ⅱ

St anda rds CE , RoHS , ENEC , CB , LM79 , LM 80 , TM-21, IP65, IK08

Ava ilable on reque st Photocell, Surge protenction device (10KV) ,Electrical disconnector switch(Power automactically switch off whenopening) 

Reasonable tolerance Watt: ±10%，CCT: ±500K, Lumen efficiency: ±5%

105×85×28.3

ASTRIS-10WA ASTRIS-20WA ASTRIS-30WA ASTRIS-50WA ASTRIS--70WA ASTRIS---100WA ASTRIS-150WA ASTRIS-200WA

10W

80-90lm/W 80-90lm/W 80-90lm/W 80-90lm/W 80-90lm/W 80-90lm/W 80-90lm/W 80-90lm/W 80-90lm/W

800-900lm

118×93×28.3

20W

1600-1800lm

162×120×28.5

30W

2400-2700lm

204×145×29.5

50W

4000-4500lm

236×177×29.5

70W

5600-6300lm

Item No.

Power

Lumen Efficiency

Lumen

Pr odu ct Size（mm） 269×209×29.7

100W

8000-9000lm

334×228×30.7

150W

12000-13500lm

377×277×31.3

200W

16000-18000lm

ASTRIS-300WA

433×318×31.3

300W

24000-27000lm

 Product Datasheet

On the ceiling

On the wall

Use bolts to fix the 
lamp to the installation 
surface.  

On the floor
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ASTRIS 10W-300W ASTRIS

INSTALL

Electrical Data

LE
D

AC180-260V ｜50/60HzWorking Voltage

Epistar

CC T 3000 K,  4000K,  5000K, 6000 K

CR I Ra> 80(Defau lt)

THD

Power Factor(PF) PF ＞0.90

<15%

G ene ral Data

IP Ra ngti IP65

IK Rating IK08

Install Mounting

Body Material High pressure die-cast aluminum

Housing Color Black (available on request)

Cover Material Tempered glass

Working Environment -20℃～+50℃

Lifespan L70 at 25℃ ＞50,000hrs

Mounting Type On the flood/On the ceiling/On the wall

Brackt 2mm thinkness

Dimm able DAIL/0-10V/PWM

Protection Class Class Ⅰ(Defauit)/Class Ⅱ

St anda rds CE , RoHS , ENEC ,CB , LM79 , LM 80 , TM-21, IP65, IK08

Ava ilableon reque st Photocell, Surge protenction device (10KV) ,Electrical disconnector switch(Power automactically switch off whenopening) 

Reasonable tolerance Watt: ±10%，CCT: ±500K, Lumen efficiency: ±5%

105×85×28.3

ASTRIS-10WA ASTRIS-20WA ASTRIS-30WA ASTRIS-50WA ASTRIS--70WA ASTRIS---100WA ASTRIS-150WA ASTRIS-200WA

10W

80-90lm/W 80-90lm/W 80-90lm/W 80-90lm/W 80-90lm/W 80-90lm/W 80-90lm/W 80-90lm/W 80-90lm/W

800-900lm

118×93×28.3

20W

1600-1800lm

162×120×28.5

30W

2400-2700lm

204×145×29.5

50W

4000-4500lm

236×177×29.5

70W

5600-6300lm

Item No.

Power

Lumen Efficiency

Lumen

Pr odu ct Size（mm） 269×209×29.7

100W

8000-9000lm

334×228×30.7

150W

12000-13500lm

377×277×31.3

200W

16000-18000lm

ASTRIS-300WA

433×318×31.3

300W

24000-27000lm

 Product Datasheet

On the ceiling

On the wall

Use bolts to fix the 
lamp to the installation 
surface.  

On the floor
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TECHNICAL SPECIFICATIONS
 StadiumSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 30-400WTOTAL CONSUMPTION:

 >130 Lm/wEFFICACY:

 LUXEON 3030 2DLED:

 On RequestBEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 IP66IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

(12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

395Http://www.austarlux.

1702
30W-400W

Stadium

LED Flood Light Series

STADIUM Series is designed to meet the requirements of a wide range of floodlighting applications. STADIUM Series lets you choose the exact

number of lumens you need for your application. Incorporating extremely high-efficiency optics and state-of-the-art LEDs, it is a highly competitive

solution offering an outstanding lux, The wide choice of optics ensures maximum application coverage.
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TECHNICAL SPECIFICATIONS
 StadiumSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 30-400WTOTAL CONSUMPTION:

 >130 Lm/wEFFICACY:

 LUXEON 3030 2DLED:

 On RequestBEAM PATTERN:

 More than 75COLOR RENDERING INDEX:

 IP66IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

                      (12hrs/day for about 10years)

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:
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1702
30W-400W

Stadium

LED Flood Light Series

STADIUM Series is designed to meet the requirements of a wide range of floodlighting applications. STADIUM Series lets you choose the exact

number of lumens you need for your application. Incorporating extremely high-efficiency optics and state-of-the-art LEDs, it is a highly competitive

solution offering an outstanding lux, The wide choice of optics ensures maximum application coverage.
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STADIUM 30W-400W STADIUM

Application:

● Airports

● Harbors

● Large recreational sports facilities

● Industrial areas

Technical Parameters

Model No. Watts Input Voltage Lumen CCT CRI Beam Angle IP Grade IP IK

STADIUM-030 30W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70Ra Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-040 40W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70Ra Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-050 50W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70Ra Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-060 60W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70Ra Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-070 70W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70Ra Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-080 80W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70Ra Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-090 90W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70Ra Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-100 100W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70Ra Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-120 120W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70Ra Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-150 150W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70Ra Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-180 180W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70 Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-200 200W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70 Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-250 250W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70 Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-300 300W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70 Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-400 400W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70 Type I/Type II/Type III/ Type IV IP66 IK08

Lamp Photo Details

Mechanical Specification

30~40W 50~80W

90~150W 180~300W

Packing

MODEL POWER PCS/CARTON N.W. G.W. CARTON SIZE

STADIUM-030 30W 1 4.7KG 5.1KG 320*225*55mm

STADIUM-030 40w 1 4.7KG 5.1KG 320*225*55mm

STADIUM-050 50w 1 5.7KG 6.2KG 425*295*75mm

STADIUM-060 60W 1 5.7KG 6.2KG 425*295*75mm

STADIUM-070 70W 1 5.7KG 6.2KG 425*295*75mm

STADIUM-080 80w 1 5.7KG 6.2KG 425*295*75mm

STADIUM-090 90W 1 6.7KG 7.3KG 550*340*65mm

STADIUM-100 100w 1 6.7KG 7.3KG 550*340*65mm

STADIUM-120 120w 1 6.7KG 7.3KG 550*340*65mm

STADIUM-150 150w 1 6.7KG 7.3KG 550*340*65mm

STADIUM-180 180W 1 12.0KG 13.5KG 615*450*85mm

STADIUM-200 200w 1 12.0KG 13.5KG 615*450*85mm

STADIUM-250 250W 1 13.0KG 14.5KG 615*450*85mm

STADIUM-300 300w 1 13.0KG 15.0KG 615*450*85mm
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STADIUM 30W-400W STADIUM

Application:

●  Airports

●  Harbors

●  Large recreational sports facilities

●  Industrial areas

Technical Parameters

Model No. Watts Input Voltage Lumen CCT CRI Beam Angle IP Grade IP IK

STADIUM-030 30W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70Ra Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-040 40W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70Ra Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-050 50W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70Ra Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-060 60W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70Ra Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-070 70W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70Ra Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-080 80W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70Ra Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-090 90W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70Ra Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-100 100W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70Ra Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-120 120W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70Ra Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-150 150W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70Ra Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-180 180W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70 Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-200 200W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70 Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-250 250W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70 Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-300 300W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70 Type I/Type II/Type III/ Type IV IP66 IK08

STADIUM-400 400W 100~240V AC/50~60HZ 130~150lm/w 2700-6500K >70 Type I/Type II/Type III/ Type IV IP66 IK08

Lamp Photo Details

Mechanical Specification

30~40W 50~80W

90~150W 180~300W

Packing

MODEL POWER PCS/CARTON N.W. G.W. CARTON SIZE

STADIUM-030 30W 1 4.7KG 5.1KG 320*225*55mm

STADIUM-030 40w 1 4.7KG 5.1KG 320*225*55mm

STADIUM-050 50w 1 5.7KG 6.2KG 425*295*75mm

STADIUM-060 60W 1 5.7KG 6.2KG 425*295*75mm

STADIUM-070 70W 1 5.7KG 6.2KG 425*295*75mm

STADIUM-080 80w 1 5.7KG 6.2KG 425*295*75mm

STADIUM-090 90W 1 6.7KG 7.3KG 550*340*65mm

STADIUM-100 100w 1 6.7KG 7.3KG 550*340*65mm

STADIUM-120 120w 1 6.7KG 7.3KG 550*340*65mm

STADIUM-150 150w 1 6.7KG 7.3KG 550*340*65mm

STADIUM-180 180W 1 12.0KG 13.5KG 615*450*85mm

STADIUM-200 200w 1 12.0KG 13.5KG 615*450*85mm

STADIUM-250 250W 1 13.0KG 14.5KG 615*450*85mm

STADIUM-300 300w 1 13.0KG 15.0KG 615*450*85mm
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TECHNICAL SPECIFICATIONS
 UFOSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 50-240WTOTAL CONSUMPTION:

 >130 Lm/wEFFICACY:

 LUXEON 3030 2DLED:

 On requestBEAM ANGLE:

 More than 75COLOR RENDERING INDEX:

 SuspendedPIPE MOUNTING :

 IP65IP RATING:

 Temperature:-40℃~55℃WORKING CONDITION:

Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

Patented heat dissipation design,HEAT DISSIPATION: 

achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

if you want another kind of application

 National listing lab test in LAB TESTED:

accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:

399Http://www.austarlux.

1811
50W-240W

UFO
IP 65 IK 08

LED High Bay Series

 

UFO High bay－ adopts qualified super bright LUXEON 3030 2D LED as light source, which is stable, long life and no UV & IR emission.The special 
designed aluminum housing is stylish and fashionable with excellent heat management. Integrated with Meanwell HBG series driver, powered by low 
voltage constant current driver, which is safety, energy saving and long lifespan. The whole structure well ensures IP65 waterproof and 5 years 
guarantee. 120°Beam Angle, ( 60°/ 90°&UGR<19 available)

Technical Parameters

Model No. Size Watts Input Voltage LED Qty Lumen CCT Cover CRI Beam Angle

UFO-50W-S Ø280*H168 mm 50W 100~240V AC/50~60HZ 133pcs >7000lm 2700-6500K >70 60°/90°/120°

UFO-60W-S Ø280*H168 mm 60W 100~240V AC/50~60HZ 133pcs >8400lm 2700-6500K >70 60°/90°/120°

UFO-70W-S Ø280*H168 mm 70W 100~240V AC/50~60HZ 133pcs >9800lm 2700-6500K >70 60°/90°/120°

UFO-80W-S Ø280*H168 mm 80W 100~240V AC/50~60HZ 196pcs >11200lm 2700-6500K >70 60°/90°/120°

UFO-90W-S  Ø280*H168 mm 90W 100~240V AC/50~60HZ 196pcs >12600lm 2700-6500K >70 60°/90°/120°

UFO-100W-S Ø280*H168 mm 100W 100~240V AC/50~60HZ 196pcs >14000lm 2700-6500K >70 60°/90°/120°

UFO-120W-M Ø340*H175 mm 120W 100~240V AC/50~60HZ 308pcs >16800lm 2700-6500K >70 60°/90°/120°

UFO-150W-M Ø340*H175 mm 150W 100~240V AC/50~60HZ 308pcs >21000lm 2700-6500K >70 60°/90°/120°

UFO-180W-L Ø400*H175mm 180W 100~240V AC/50~60HZ 420pcs >25000lm 2700-6500K >70 60°/90°/120°

UFO-200W-L Ø400*H175mm 200W 100~240V AC/50~60HZ 420pcs >28000lm 2700-6500K >70 60°/90°/120°

UFO-240W-L Ø400*H175mm 240W 100~240V AC/50~60HZ 448pcs >33600lm 2700-6500K >70 60°/90°/120°

OpticalParameter
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TECHNICAL SPECIFICATIONS
 UFOSERIES:

Aluminium body+PC MATERIAL: 

 120-277VACINPUT VOLTAGE:

350~1050MAWORKING CURRENT: 

0.96POWER FACTOR:

 50-240WTOTAL CONSUMPTION:

 >130 Lm/wEFFICACY:

 LUXEON 3030 2DLED:

 On requestBEAM ANGLE:

 More than 75COLOR RENDERING INDEX:

 SuspendedPIPE MOUNTING :

 IP65IP RATING:

Temperature:-40℃~55℃WORKING CONDITION:

                                            Humity:10%~95%

 More than 50,000 hrsLIFETIME:

FEATURES
 5 YearsWARRANTY:

At least 75% Energy Saving POWER SAVING: 

 LEDs lastfor more than 50,000hrsLONG LIFE:

Patented heat dissipation design,HEAT DISSIPATION: 

                                     achieve optinum efficiency

Can replace the module directly,MODULAR DESIGN:

                                     if you want another kind of application

 National listing lab test in LAB TESTED:

                          accordance with IES Standards

 High-Shock and High-Vibration ResistantSOLID-STATE:

 Light turn on right away,without delay in Re-StrickeINSTANT-ON:

 75 CRI enhances all original colorsHIGH CRI:

 Rural Road,Commercial Square,Garden,VillaAPPLICATION:
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1811
50W-240W

UFO
IP 65 IK 08

LED High Bay Series

UFO High bay－ adopts qualified super bright LUXEON 3030 2D LED as light source, which is stable, long life and no UV & IR emission.The special 
designed aluminum housing is stylish and fashionable with excellent heat management. Integrated with Meanwell HBG series driver, powered by low 
voltage constant current driver, which is safety, energy saving and long lifespan. The whole structure well ensures IP65 waterproof and 5 years 
guarantee. 120°Beam Angle, ( 60°/ 90°&UGR<19 available)

Technical Parameters

Model No. Size Watts Input Voltage LED Qty Lumen CCT Cover CRI Beam Angle

UFO-50W-S Ø280*H168 mm 50W 100~240V AC/50~60HZ 133pcs >7000lm 2700-6500K >70 60°/90°/120°

UFO-60W-S Ø280*H168 mm 60W 100~240V AC/50~60HZ 133pcs >8400lm 2700-6500K >70 60°/90°/120°

UFO-70W-S Ø280*H168 mm 70W 100~240V AC/50~60HZ 133pcs >9800lm 2700-6500K >70 60°/90°/120°

UFO-80W-S Ø280*H168 mm 80W 100~240V AC/50~60HZ 196pcs >11200lm 2700-6500K >70 60°/90°/120°

UFO-90W-S Ø280*H168 mm 90W 100~240V AC/50~60HZ 196pcs >12600lm 2700-6500K >70 60°/90°/120°

UFO-100W-S Ø280*H168 mm 100W 100~240V AC/50~60HZ 196pcs >14000lm 2700-6500K >70 60°/90°/120°

UFO-120W-M Ø340*H175 mm 120W 100~240V AC/50~60HZ 308pcs >16800lm 2700-6500K >70 60°/90°/120°

UFO-150W-M Ø340*H175 mm 150W 100~240V AC/50~60HZ 308pcs >21000lm 2700-6500K >70 60°/90°/120°

UFO-180W-L Ø400*H175mm 180W 100~240V AC/50~60HZ 420pcs >25000lm 2700-6500K >70 60°/90°/120°

UFO-200W-L Ø400*H175mm 200W 100~240V AC/50~60HZ 420pcs >28000lm 2700-6500K >70 60°/90°/120°

UFO-240W-L Ø400*H175mm 240W 100~240V AC/50~60HZ 448pcs >33600lm 2700-6500K >70 60°/90°/120°

OpticalParameter



Mechanical Specification

1, Hook Options

50~100W High Bay 120~150W High Bay

180~240W High Bay

UFO  50W-240W UFO
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UFO 50W-240W UFO

Packing

MODEL POWER PCS/CARTON N.W. G.W. CARTON SIZE

UFO-50W-S 50w 1 3.2KG 4.2KG 330*330*185mm

UFO-60W-S 60w 1 3.2KG 4.2KG 330*330*185mm

UFO-70W-S 70w 1 3.2KG 4.2KG 330*330*185mm

UFO-80W-S 80w 1 3.3KG 4.3KG 330*330*185mm

UFO-90W-S 90w 1 3.3KG 4.3KG 330*330*185mm

UFO-100W-S 100w 1 3.3KG 4.3KG 330*330*185mm

UFO-120W-M 120w 1 4.2KG 5.2KG 390*390*190mm

UFO-150W-M 150w 1 4.2KG 5.2KG 390*390*190mm

UFO-180W-L 180w 1 5.5KG 6.5KG 445*445*195mm

UFO-200W-L 200w 1 5.5KG 6.5KG 445*445*195mm

UFO-240W-L 240w 1 5.5KG 6.5KG 445*445*195mm

Installation Instructions

Hook Haning Bracket Hanging

 Attention：  Lamp must be vertical suspension and the supporter should can bear at least 3 times weight of the lamp.

Hook installation steps：

1. Cut off power before operation.

2. Knowing the inside diameter of the luminaires then Choose suitable hook for the luminaires.

3. Fix the hook before installation and make the it can bear over 3 times weight of the lamp

4. Connect the lamp with hook and make it is safe.

5. Connect the power wire：Brown,“L”，connect to LIVE；Blue, “N”，connect to NEUTRAL; Lime-green，

connect to EARTH/GROUND

6. Light up the luminaires！

1. Cut off power before installation.

2. Measure the hole size on the holder，choose suitable screw.

3. Fix the screw at the place where luminaires will be installed and it should can bear over 3 times the 

weight of the luminaires

4. Screw up the screws at both sides of holder, then connect the hold hole with screws, tighten it up.

5. Connect the power wire：Brown,“L”，connect to LIVE； Blue, “N”，connect to NEUTRAL; Lime-

green，connect to EARTH/GROUND 

6. Light up the luminaires ! 

Wire in blue (AC input wire), brown, (AC 

input wire) and lime-green( earth wire). 

 Cautions

● In case of fire, explosion, electronic shock, the install, inspect and maintenance must be operated by professional people.

● Please make sure the power off before operation！Luminaries must be electronic grounding！

● Please make the voltage supplied is available for the luminaries！

● In order to guarantee enough air convection, luminaries should not be installed in narrow space！

● If the external flexible cord of this luminaire is damaged, it shall be exclusively replaced by the manufacturer or agent or a similar qualified personin order to avoid a hazard
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UFO 50W-240W UFO

Packing

MODEL POWER PCS/CARTON N.W. G.W. CARTON SIZE

UFO-50W-S 50w 1 3.2KG 4.2KG 330*330*185mm

UFO-60W-S 60w 1 3.2KG 4.2KG 330*330*185mm

UFO-70W-S 70w 1 3.2KG 4.2KG 330*330*185mm

UFO-80W-S 80w 1 3.3KG 4.3KG 330*330*185mm

UFO-90W-S 90w 1 3.3KG 4.3KG 330*330*185mm

UFO-100W-S 100w 1 3.3KG 4.3KG 330*330*185mm

UFO-120W-M 120w 1 4.2KG 5.2KG 390*390*190mm

UFO-150W-M 150w 1 4.2KG 5.2KG 390*390*190mm

UFO-180W-L 180w 1 5.5KG 6.5KG 445*445*195mm

UFO-200W-L 200w 1 5.5KG 6.5KG 445*445*195mm

UFO-240W-L 240w 1 5.5KG 6.5KG 445*445*195mm

Installation Instructions

Hook Haning Bracket Hanging

  Attention：   Lamp must be vertical suspension and the supporter should can bear at least 3 times weight of the lamp.

Hook installation steps：

1. Cut off power before operation.

2. Knowing the inside diameter of the luminaires then Choose suitable hook for the luminaires.

3. Fix the hook before installation and make the it can bear over 3 times weight of the lamp

4. Connect the lamp with hook and make it is safe.

5. Connect the power wire：Brown,“L”，connect to LIVE；Blue, “N”，connect to NEUTRAL; Lime-green，

connect to  EARTH/GROUND 

6. Light up the luminaires！

1. Cut off power before installation.

2. Measure the hole size on the holder，choose suitable screw.

3. Fix the screw at the place where luminaires will be installed and it should can bear over 3 times the 

weight of the luminaires

4. Screw up the screws at both sides of holder, then connect the hold hole with screws, tighten it up.

5. Connect the power wire：Brown,“L”，connect to LIVE； Blue, “N”，connect to NEUTRAL; Lime-

green，connect to  EARTH/GROUND

6. Light up the luminaires ! 

Wire in blue (AC input wire), brown, (AC 

input wire) and lime-green( earth wire). 

 Cautions

● In case of fire, explosion, electronic shock, the install, inspect and maintenance must be operated by professional people.

● Please make sure the power off before operation！Luminaries must be electronic grounding！

● Please make the voltage supplied is available for the luminaries！

● In order to guarantee enough air convection, luminaries should not be installed in narrow space！

●  If the external flexible cord of this luminaire is damaged, it shall be exclusively replaced by the manufacturer or agent or a similar qualified personin order to avoid a hazard
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Power consumption Max:25W

Type of bulb E27

Voltage AC 100-240V

Protection grade IP 65 IK08

Mounting type Surface

Body material Aluminium/PC

Item No 3832/3832A

Power consumption 1x5W/10W

Type of bulb LED COB

Voltage AC 100-240V

Protection grade IP 65 IK08

Mounting type Surface

Body material Aluminium/PC

Item No 3833/51/61/71

Power consumption 1x5W/10W

Type of bulb LED COB

Voltage AC 100-240V

Protection grade IP 65 IK08

Mounting type Surface

Body material Aluminium/PC/Tempered glass

Item No 3881/2/3/4/5/6/7/8

3833

3833A

3851

38613871

3881 3882

3883 3884

3885

3887

3886

3888

CCT 3000K/4000K

CCT 3000K/4000K
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Power consumption Max:25W

Type of bulb E27

Voltage AC 100-240V

Protection grade IP 65 IK08

Mounting type Surface

Body material Aluminium/PC

Item No 3832/3832A

Power consumption 1x5W/10W

Type of bulb LED COB

Voltage AC 100-240V

Protection grade IP 65 IK08

Mounting type Surface

Body material Aluminium/PC

Item No 3833/51/61/71

Power consumption 1x5W/10W

Type of bulb LED COB

Voltage AC 100-240V

Protection grade IP 65 IK08

Mounting type Surface

Body material Aluminium/PC/Tempered glass

Item No 3881/2/3/4/5/6/7/8

3833

3833A

3851

38613871

3881 3882

3883 3884

3885

3887

3886

3888

CCT 3000K/4000K

CCT 3000K/4000K
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GENERAL

Quality  Outdoor  Lighting

LED STREET  LIGHTING SERIES

LED GARDEN LIGHTING SERIES

LED WALL LIGHTING SERIES

LED FLOOD LIGHTING SERIES

BOLLARD LIGHTING SERIES

PARK LIGHTING SERIES

FLOOD LIGHTING SERIES

POLE SERIES

BRACKET SERIES

TEL:+86 574 62988288 62988118

FAX:+86 574 62988111

Http://www.austarlux.com,www.chinaaustar.com

Http://www.austarlux.net

Email: info@austarlux.com  austarlux@188.com

Skype:austarlight

LED SERIES

HID SERIES
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	组合 1
	6-41F
	42-81F
	82-133F
	134-167F
	168-229F
	230-309F
	310-377F
	378-407F
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